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SECTION 1 



INTRODUCTION OF I/O SYSTEM 

GENERAL 

The primary function of the £282 input /Output Control Unit (I/O Control Unit), shown 
in Figure 1-1, is to synchronize and control the flow of information in one direction 
at any one time between any Memory Module and any peripheral device attached to the 
system. 
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FIGURE 1-1. B5282 I/O CONTROL SUBSYSTEM 

A B5500 System must have at least one I/O Control Unit (b£283)j and, depending on 
the predicted volume, can incorporate up to a maximum of four independently con- 
trolled units. The number of I/O Control Units included in a system determines the 
number of simultaneous input/output operations which may take placej that is, if 
there are four I/O Control Units, there can be as many as four simultaneous opera- 
tions. The type and quantity of peripheral devices which may be incorporated in a 
system are listed in Figure 1-2. 

The simultaneity of separate input /output operations is accomplished by the use of 
an "interrupt" system in which the processing function of the system is interrupted 
and the specified input /output operation initiated. 

The term "interrupt" is used in a special sense in the B^OO. It does not imply 
that processing is halted during the input /output operation or that the system is 
held static in any way. Rather, a transfer of control is taking place, during which 
the Master Control Program (MCP) may initiate certain types of operations that can 
proceed s imult ane ous ly with computation by the Processor. 

Input /output operations, for example, are conventionally controlled by the individual 
program currently being processed. However, the relatively slow speed of input/ 
output devices normally cause a certain amount of idleness (usually excessive) of the 
Processor while controlling the input /out put operation. This, in turn, results in a 
serious reduction of actual processing time. This situation is especially prominent 
in bus iness applications where input /output operations, under control of the 
Processor, may constitute a large percentage of the computers operating time. 

The b£E>00 has been designed to preclude this condition by permitting maximum use of 
all peripheral equipments concurrent with computation by the Processor. The simul- 
taneous operation of both input /out put equipment and the Processor is accomplished 
through a centralized c ommunic at i ons control which causes a temporary interrupt in 
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computation when an input /output operation is required. Each time an interrupt 
condition occurs, processing pauses momentarily while the MCP initiates the specified 
input /output operation. Control is then returned to the object program being proc- 
essed. The minute amount of processing time that is lost through MCP control during 
the interrupt condition can be considered insignificant when compared to the increase 
of computation time as a result of simultaneous input/output and Processor operation. 

All input /output operations are performed and synchronized by the I/O Control Unit 
after initiation by the Processor. Actually, the initiation is a result of an 
"Initiate I/O" operator of the MCP. The Processor, in turn, provides the necessary 
logic to Central Control, which selects an I/O Control Unit and provides the initia- 
tion logic levels . Control information for the I/O Control Unit is in the form of a 
standard U8-bit word which contains all the information pertinent to effecting the 
I/O operation. This word is called an I/O Data Descriptor. 

During the input /output operation possible error conditions are monitored; e.g., 
correct memory parity, address error conditions, and peripheral unit errors in the 
form of non-availability levels . These error conditions are recorded in the form of 
a Result Descriptor word similar in structure to the Data Descriptor. When the 
specified operation has been completed or an error condition detected, the I/O Con- 
trol Unit sends the Result Descriptor to Memory for subsequent interrogation by the 
MCP. This I/O Result Descriptor then indicates whether or not the operation was 
completed successfully and provides information regarding the type of operation 
performed. The I/O Control Unit signals the system that the operation has been 
completed and that the Result Descriptor has been stored in Memory by setting an 
"I/O Finished" =■ interrupt . 

An I/O Control Unit also has the capacity of being placed in local mode: independent 
of system control and unavailable for system use. While in this mode, the I/O Con- 
trol Unit may be used to control repetitive operation of any peripheral unit for 
diagnostic purposes, such that it will not interfere with normal operation of the 

remainder of : the system. 
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FIGURE 1-2. 



PERIPHERAL UNIT CONFIGURATION LIMITS 



THE 1/0 CONTROL UNIT 



The BE>282 I/O Control Subsystem cabinet includes the physical hardware necessary to 
enclose from one to four B$283 I/O Channels . In all operational descriptions of a 
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B$283 I/O Channel, the tern "I/O Control Unit 11 is used and should be interpreted to 
mean both: the B5>282 I/O Control Subsystem (Cabinet and Power Supply) and one B$283 
I/O Channel (logics racks). 

All B5>283 I/O Channels are identical in operation, appearance, and physical hardware 
orientation, and differ only in their physical placement within the B3>282 I/O Control 
Subsystem cabinet. 

Each B£283 I/O Channel (I/O Control Unit) is completely independent of the others in 
operation and is capable of controlling the transfer of information between any 
peripheral device attached to the B££00 system and any Memory Module. 

Transfer of information between core Memory and an I/O Control Unit is accomplished 
by a parallel transfer, to or from, the peripheral -units, a transfer of one char- 
acter, or a partial character at a time. Essentially, therefore, the I/O Control 
Unit may be considered as a one word buffer between two different transfer rates. 

Illustrated in Figure 1-3 is the I/O display panel located in the Display and Dis- 
tribution Cabinet. There is one I/O display panel for each B!?283 logics rack. 
Elements within the I/O control unit may be divided into three general areas 
according to the function of the elements. They are: 

1. Functional Areas: Those logical elements used for information and/or 

control storage and manipulation. 

2. Control Areas: Logical elements controlling the flow of information 

and/or generation of control or information levels. 

3. Input/Output Areas: Include both internally and externally generated 

control inputs or outputs. 

A listing of the indicated elements according to these described general areas is as 
listed below. Included is the appropriate paragraph of the manual describing each. 

Functional Areas: 

1. ¥ Register 

2. D Register 

3. Input Parity Generator 

k. Longitudinal Parity Buffer (LPnF) 

5. Input Alpha/Binary Decoder 

6. Output Binary/Alpha Encoder 

7. Output Parity Generator 

8. Character Routing Matrix 

9. Input Read Buffer (IRnF) 

10. Input Buffer (IBnF) 

11. Output Buffer (0BnF) 

12. Write Output Buffer (WBnF) 
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Control Areas: 

13. Sequence Counter 

lU. Character Counter 

1$. Pulse Counter 

2. D Register - Word and Address Counters 

Input /Output Areas: 

16. Sensing Matrix 

17. Control Matrix 

2. D Register - Address and Unit Designate 

Elements of the I/O maintenance panel are grouped according to function as follows: 

1. W-Register: W01F - WU8F 

2. D-Register: D01F - D22F, D21+F - D27F, D30F - Dl^F 
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8. General Synchronization and Control (Continued) 



f. 


A0FF: 


Address Overflow 


g- 


0BCF: 


Output Buffer Call 


h. 


LCHF: 


Last Character 


i. 


LPWF: 


Longitudinal Parity Write 



9. LP (Longitudinal Parity Buffer) LP1F - LPPF 

10. Counters 

a. Sequence Counter: SC8F, SCljF, SC2F, SC1F 

b. Character Counter: CCUF, CC2F, CC1F 

c. Pulse Counter: PC6F, ?C$F, PCUF, PC3F, PC2F, PC IF 

11. Manual Control 

a. Clear: I/O Control Unitj W Registers: D Register 

b. Bit Reset: 



12. Test 



a. IMCF: Initiate Maintenance Cycle 

b. REMF: Remote -Local 

c. RECF: Recylde 

d. ERR/STOP: Stop on Error 

e. KEY MEMORY: 

f. RECYC: Recycle 

g. L0CA1-REM0TE: 

h. START 

i. MEM INH-MEM ACC: Memory; Inhibit Memory Access 
j. MEM CYC: Memory Cycle 

SIGNAL LINES BETWEEN I/O AND MEMORY 



The interconnecting lines between the I/O Control Unit, Central Control and Memory 
are defined as follows: 

MANF A Memory Access is needed by the I/O Control Unit. 

AOOS Start Memory Cycle. This level is generated by Central Control when a 

MANF is received from the I/O Control Unit. AOOS will be true when 
the appropriate crosspoint flip-flops are set and its associated MCYF 
is reset. 

MWRD Generated in the I/O Control Unit. Indicates that a Memory write 

operation is to be performed (D2l±F set). 

WOOD Composed of MWRD and AOOS. Indicates when true that a write operation 

is to be performed. When false, a read operation will follow. 
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MTOD 



MT2D 



MPED 



MAED 



DOIF'-DlSF 1 

Dl5F ! -D13F ! 
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A01S-A12S 
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Memory Time 0. A timing interval generated by Central Control during 
the first microsecond of a Memory access , signals the I/O Control Unit 
that a Memory cycle has started. MTO also indicates during a write 
operation, that the write operation has been completed, thus allowing 
the release of the requesting I/O Control Unit. 

Memory Time 2. States that the read information levels are available 
to the I/O Control Unit, allowing release of the I/O Control Unit and 
enabling the set of MA0F (Memory Access Obtained). In the four micro- 
second memories MT2D is generated by MP=1. 

Memory Parity Error. Indicates, when true, that a parity error exists 
in the word presently contained in the MIR (Memory Information Register). 

Memory Address Error. When true, this level indicates to Central Con- 
trol that the designated Memory Module is nonexistent; i.e., the 
designated unit is in K)CAL, not up to power or is not part of the 
system. This level is developed as a result of MNAL (Memory Not 
Available). 

Core Address Levels. Specify a particular word in a Memory Module. 
These levels originate from the reset side of the flip-flops in the 
ADDRESS field of the D register. 

Memory Module Designate Levels. Specify and Memory Module from 0-7. 

I/O Control Unit Information Levels. Originate from the reset side of 
the W-Register Flip-flops. 

Core Address Levels. These levels are the DO IF 1 -D12F ! levels in their 
switched form and enable the MAR (Memory Address Register). 

Memory Module Input Information Levels. These .are the levels WO IF' - 
WU8F ! in their switched form. 

I/O Control Unit Input Information Levels. Switched information levels 
originating in MIR and switched in Central Control. 

Memory Module Output Information Levels. Originate from the reset side 
of the MIR Flip-flops. They are sent to Central Control and switched 
to the form R01S - RU8S. 



I/O OPERATION AS A PROGRAM FUNCTION 



The Master Control Program contains instructions which initially starts a particular 
input/output operation. In turn, the MCP is notified that an input/output operation 
is needed by the object program which transfers control to the MCP by generating a 
"Program Release Interrupt" or a "Continuity Bit Interrupt". At this time the 
Processor is halted. 

After the I/O Control Unit is initiated by the MCP, the Processor is restarted and 
continues processing the object program. . 
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When the I/O operation is completed, the I/O Control Unit sets an "I/O Finished 
Interrupt 11 which, again, interrupts the Processor and transfers control to the MCP. 
The MCP interrogates the I/O Result Descriptor to see if the input /output operation 
was completed successfully. If the operation was successful, the MCP allows the 
Processor to continue j otherwise, control is transferred to another portion of the 
MCP so necessary corrective action may be initiated. 

Figure 1-U illustrates the general flow of an input /output operation from the time 
that an I/O operation is needed by an object program until the I/O operation is 
completed and the object program processing continues. The program processing that 
occurs in parallel with the I/O operation may or may not be the same object program 
that needed the I/O operation. This is determined by the priority of the program 
and whether the program can be continued before the I/O operation is completed. In 
general, the I/O operation can be divided into three parts: 

A. Programmatic initiation of the I/O Operation. 

B. Actual I/O operation under control of the I/O Control Unit. 

C. Programmatic termination of the I/O operation. 

PROGRAM INITIATION - FIGURE 1-U. 

When the Object program encounters a Read or Write statement, indicating an input or 
output operation is required, the process of retrieving the I/O Data Descriptor from 
Memory is initiated by a Program Release Operator which, through the Processor, 
performs the following: 

1. Fetches the specified I/O Data Descriptor. 

2. Alters the Status Bit (1+6) indicating the specified area is not available 
as a memory area. 

3. Sets a Program Release Interrupt. 

U. Stores the address of the Descriptor in R +11. 

Following a Store for Interrupt Operator, the system is forced into the Control State 
under supervision of the MCP. Next, the MCP examines the interrupt condition and 
starts the I/O operation by generating an Initiate I/O Operator which stores the 
address of the I/O Data Descriptor in absolute cell address 10. 

In addition to this transfer and storage of the I/O Data Descriptor address, the 
Initiate I/O Operator generates the control levels CMTL (Commence Timing Level) and 
CMIL (Commence I/O) which are used as primary logic to develop the actual I/O 
initiate signal, ADNS (Admit Descriptor Now) which is shown in Figure 1-5. 

I/O OPERATION 

ADNS, in turn, causes the I/O Control Unit to perform a standard Memory access of 
cell 10 for the address of the designated I/O Data Descriptor. A second Memory 
access is then performed and the actual I/O Data Descriptor is transferred to the 
I/O Control Unit. The I/O operation is then performed under instructions contained 
in the Data Descriptor and the success or failure of the operation recorded in 
the form of a Result Descriptor word which is then returned to a specific location in 
memory for interrogation by the MCP. Also, to signal that the I/O operation has been 
completed, the I/O Control Unit sets a specific "finished" bit in Central Control 
which develops an address in the Interrupt Address Register (IAR) referencing an 
"interrogate interrupt routine". 
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PROGRAMMATIC TERMINATION 

Control now branches to the MCP which, using the specified "interrogate interrupt 
routine" examines the Result Descriptor for future action. At this point, three 
courses of action are possible. 

1. If the operation was successfully completed, the I/O Control Unit is made 
available immediately. If another Data Descriptor is ready for processing, 
the MCP initiates the specified operation before returning control to a 
program segment in the object program or to the next one scheduled by the 
MCP. 

2. If the operation was not successfully completed, the MCP examines the 
Result Descriptor for the cause of failure and attempts to rectify the 
situation. For example, in the event of incorrect reading from tape, the 
tape is automatically positioned backward and reread. Persistent failure 
results in operator notification. The program is then interrogated to 
determine whether to bypass the faulty record or to exit the program at 
that point. When an I/O operation is unsuccessful, the MCP prevents the 
destruction to any transferred information. 

3. If the Result Descriptor indicates that a Drum transfer operation has just 
been completed, the MCP determines whether a part of the MCP has been 
loaded into Memory. (If so, control is transferred to itself.) It should 
be emphasized that processing is interrupted only when an I/O Control Unit 
is ready and only long enough to initiate the specified operation, after 
which the I/O Control Unit together with the designated peripheral unit 
proceed independently of Processor control. After initiation of any I/O 
operation, control is immediately returned to a program segment. 

In the example shown in Figure 1-U, the result of interrogation of the Result 
Descriptor (successful operation) is to generate an I/O Release operator which 
ultimately returns control to the Processor, places the Processor's registers in 
their pre-interrupt condition, and transfers control to the next program syllable 
in the object program. 

DEVELOPMENT OF ADNS 

To initiate an I/O Control Unit, it is necessary to develop an ADNS (Admit Descriptor 
Now) level for the particular I/O Control Unit designated, that is, 

ADNS-1 I/O #1 
ADNS -2 I/O #2 
ADNS-3 I/O #3 
or ADNS-U I/O #U 

To simplify the explanation of the generation of ADNS by Central Control, we will 
iimit the description to I/O Control Unit #1 (ADNS-1). Selection of the I/O Control 
Unit to be initiated is deteimined in Central Control and identical logic is used to 
initiate the respective ADNS. 
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Referring to Figure l-£, as indicated in this figure, whether or not ADNS-1 will be 
true depends directly upon the state of: 

I IBS (I/O #1 Busy Switch) 

CMIS (Commence I/O) 

and CMTF (Commence Timing), 

All three of these levels must be false in order for ADNS-1 switch to be true. 
Development of these levels is as follows: 

1. I IBS: The state of the I/O #1 Busy Switch will be true if any one of the 

following exists: 

I1AVLS 1 (I/O #1 not available) 

AD IF (I/O #1 busy) 

or 

CCI08F ! (I/O #1 not finished) 
where 

I1AVLS generally indicates the physical availability of the I/O 
Control Unit and will be true to indicate the I/O is available if 
the term I1REMF 1 (not remote) is held false by the I/O Control Unit. 
This level is developed in turn by a manual switch which places the 
unit either in local or remote. If the REMF line is true or not 
present, the I1AVLS switch will be false and indicate the non- 
availability of the unit. Also, I1AVL3 will go false during a LOAD 
operation (LjZtFF) if an error should occur during the load cycle and 
is detected in the ERROR field of the D register. I1DERS (D Register 
Error) . 

AD IF (I/O Busy Flip-flop) will normally be false prior to an input/ 
output operation having been reset at the termination of the previous 
I/O operation by CCI08F (I/O #1 Finished). AD IF is set true when 
ADNS-1 goes true and indicates an I/O operation has started. 

CCI08F (Finished Interrupt Flip-flop) is set true when it receives 
an I1FINL (I/O #1 Finished) from the I/O Control Unit at the termi- 
nation of an operation. CCI08F will be false prior to the generation 
of ADNS. 

2. CMTF: CMTF (Commence Timing Flip-flop) is used to allow the generation of 

ADNS-1. 

CMTF is set from the level CMTL which is generated as a result of an 
"Initiate I/O Operator". 

3. CMIL: CMIL (Commence I/O Level) is used in conjunction with CMTL to 

differentiate between an I/O Control Unit and a Processor. 
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Briefly, the generation of ADNS may be summarized as follows: 

Initially, all flip-flops are cleared, CCI08F had been set to indicate the previous 
input/output operation was completed but is reset at the next clock pulse, AD IF had 
been reset when CCI08F was set. Also, CMTF was reset at the pulse following the 
previous CMTL. 

Therefore, the I1BS switch will be false, since all three of its input conditions 
are true. That is, 

I1AVLS -x- CCI08F 1 * AD IF T =1 

In turn, ADNS-1 will go true when the levels CMTL and CMIL are generated by Central 
Control from the logic, 

I1BS -x- CMIS ! -x- CMTF 1 = 0. 

ADNS-1 is returned to the I/O Control Unit and the I/O operation initiated. ADNS-1 
also sets AD IF indicating that the I/O Control Unit is engaged in an I/O operation. 
As will be seen later, ADNS-1 is true for only one microsecond, going false when 
CMIL is terminated, it allows the I/O Control Unit to initiate the first of two 
memory cycles required to fetch the I/O Data Descriptor. 

NOTE 

ADNS sets D17F which, in turn, initiates MANF (Memory 
Access Needed Flip-flop) . 

The second memory cycle is generated internal to the I/O Control Unit by EXNF 
(External Flip-flop). 

When the I/O operations end, the event is signalled by I1FINL which is generated by 
the I/O Control Unit after construction of the Result Descriptor. I1FINL, together 
with AVLS and AD IF (true during the input/output operation) set CCI08F. 

If a Card Load or Drum Load operation is to be performed, then the action of CMTL 
and CMIL is generating an ADNS is simulated by the Load Flip-flop (LOFF), which 
initiates the I/O Control Unit with its generated level, LOTS. LOFF is set when the 
LOAD push button is pressed on the Operators Console. 

Initially, AVLS will be true since all four terms on the input to AVLS are false, 
that is; 

AD IF • I1DERS • LOFF • I1REMF = 0. 

When the LOAD push button is pressed, LOFF will be set at the next clock pulse (note 
that the same level which sets LOFF previously clears all other flip-flops). 

LOFF then sets CMTF from the logic, 



CMTF = LOFF -x- AD IF. 
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At this same time, will go true f rom, 

L0TS = I1BS' * CMTF * L0FF, 
where L0TS had been previously held false by CMTF and L0FF. 

L(2fTS sets AD1F, indicating the I/O operation has started, which then causes I IBS to 
go true from the logic: 

I IBS = I1AVLS 1 + GCI08F + AD IF. 

In this section, L0TS becomes the primary logic in initiating the load cycle where 
the function of ADNS is replaced and the construction of a Data Descriptor forced 
directly in the I/O Control Unit by L0TS itself. 

L0TS is held true for 1 \is and goes false when I1BS goes true. CMTF goes false at 
the same pulse time being reset, by itself, at the pulse following the set condition. 

ERROR ON LOAD 

If, during the load operation an error is detected and recognized by setting the 
appropriate bit in the D Register ERROR field, then the level I1DERS (I/O #1 
D Register Error) will go true. In turn, AVLS will be forced to go false. If this 
should occur, then the I/O Finished Flip-flop CCI08F will not be allowed to be set 
at the end of the operation. This may be seen from the logic to set the I/O #1 
Finished Interrupt, as follows: 

CCI08F to 1 = AVLS -x- AD IF * I1FINL. 

The load operation then idles until corrective action is taken. This situation is 
signalled by the fact that the CONTROL state lamp on the Operator's Console stays 
lit; i.e., the system never enters NORMAL state operation. 

I/O CONTROL UNIT MEMORY ACCESS - STANDARD MEMORY CYCLE 

The I/O Control Unit has the ability to read from, and write into any Memory Module 
(0-7) designated by the three higher order bits of the ADDRESS field in the I/O Data 
Descriptor. 

When a Memory access is needed by the I/O Control Unit the level MANF (Memory Access 
Needed) is generated alone, indicating a "read from Memory" information or with MWRD 
(Memory Write) specifying a "write into Memory". These levels, in turn, are sent to 
Central Control Memory Exchange and initiate the respective read or write operation. 

Memory Module selection is then determined by Central Control which decodes the 
Module Address bits (D15>F-D13F), examines this address and determines the following: 

1. Is more than one I/O Control Unit requesting the same Memory Module; i.e., 
is there a conflict in address designations? 

2. If #1 is true, determine the priority of the requesting I/O Control Units 
and allow that I/O Control Unit with the highest priority access to the 
designated Memory Module. 
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3. Before the actual selection of the Memory Module occurs (through crosspoint 
control), the addressed module is interrogated to determine if it is 
presently engaged in a memory cycle. If it is, crosspoint selection is 
delayed until the current access has ended (delay will be under U M-s). 



Assuming that all the conditions of 1, 2, and 3 have been satisfied, the designated 
Memory Module is logically connected to the requesting I/O Control Unit by setting 
the appropriate crosspoint flip-flops. This allows the transfer, to Memory, of the 
address and information levels, the Memory Start level (AOOS), and the type of 
operation to be performed; i.e., WOOD (Write) or WOOD 1 (Read). 



STANDARD LOGIC 



GENERAL 



Standard logic is defined as those Sequence Count intervals which are common to the 
initiation and termination of an I/O Operation for all peripheral equipment. Gener- 
ally, Sequence Counts (SC ! s) 0, 1, 2, lU* and 1$ are assigned to initiate certain 
logical procedures and establish communication between Memory, a designated periph- 
eral unit, Central Control, and the I/O Control Unit. 



Specifically, Sequence Counts 0, 1, and 2 are assigned the task of performing certain 
logical operations to initiate an I/O Operation, while Sequence Counts Ik and 1$ are 
used to terminate the I/O operation. Briefly, the function of the standard SC's are 
S"ummarized as follows: 



SC 0, 1, 2: A. Initial load of an I/O Data Descriptor 

B. Construct Descriptor for memory load 

C. Construct Card Reader Descriptor for memory load. 

SC lU, 1^: A. Construct Result Descriptor and return to Memory. 

All operations are started when an ADNS (Admit Descriptor Now) level is received 
from Central Control. ADNS indicates that the particular I/O Control Unit addressed 
by Central Control is ready for normal operation. 

INITIAL LOAD OF I/O DATA DESCRIPTOR 

During this operation, a specified I/O Data Descriptor will be addressed, called from 
Memory, and placed in the I/O Control Unit. The operational Sequence Count cycle 
involved in this process is in the order SC=0, 1, 2, 0, 1, 2 at the end of which 
control is transferred to SC=3 of the designated peripheral unit. 

When an ADNS level is received from Central Control, the following general events 
occur. Applicable logic for this operation may be found in Figure 1-8. The entire 
operation is summarized in a decisional flow chart shown in Figure 1-7. 



SC=0 A. Generate memory cell address 10. (Cell 10 contains the 

address of the desired I/O Data Descriptor. 

B. Initiate a memory cycle. 

C. Load word in cell 10 into the W register. 

D. Check for memory parity and address error (from Memory to 
I/O). 

E. SC+1. 
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ADNS 



SET ADDRESS 
10 INTO D REG. 
D04F1— 1 




MEMORY ACCESS 



LOAD W. REG. 
WITH WORD 
ADDRESSED BY 
D (15-1) 



MEMORY 




PARITY OR 




ADDRESS ERROR 



YES 



EXIT SC = 14 



NO 




CLEAR D 
REG. 










TRANSFER W 
REG. TO D REG. 






EXNF^- • A 






CLEAR W 







1 TRANSFERS ADDRESS OF I/O DESCRIPTOR 

2 TRANSFERS I/O DESCRIPTOR 



EXNF TRUE INDICATES 
THAT OPERATION HAS 
BEEN THROUGH SC=2 
ONCE. 



FIGURE 1-6 I/O DATA DESCRIPTOR LOAD 0, 1, 2, 0, 1, AND 2 
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SC=1: A. If either a memory parity or address error exists, exit to 

SC=lii. If a normal load occurred, 

B. Clear the D-register. 

C. SC+1. 

SC=2: * A. Transfer W(15>-1) to D(l£-1). The address of the desired 

I/O Data Descriptor is now in the ADDRESS field of the 
D register. 

* B. Transfer W(U£-2l|) to D(1|J>-2U). Information transferred is 

insignificant since the word presently in the ¥ register 
contains only the address of the desired I/O Data Descriptor. 

C. Clear the W register. All pertinent information has been 
transferred from the W register to the D register. 

D. Return control to SC=0. 

SC=0: A. Initiate another memory cycle. 

B. Load the word addressed by D(l£-1) into the ¥ register. 

(W register now contains the specified I/O Data Descriptor). 

C. Check for memory parity and address error (from memory to 
I/O). 

D. SC+1. 

SC=1: A. If either a memory parity or an address error exists, exit 

to SC=ll±. If a normal load occurred, 

B. Clear the D register (Address 8 information erased). 

C. SC+1. 

SC=2: * A. Transfer W(l5-1) to D(l£-1). D(1J>-1) now contains the core 

memory address where the transfer of information is to 
start. (Read or Write) 

* B. Transfer W (U5-2t0 to D(U5-2U). D(U5-2U) now contains the 

UNIT DESIGNATE number and other information pertinent to 
the characteristics of the information to be transferred. 

C. Transfer W(21-l6) to IP(B-l). For Drum this is the first 
six bits of the Drum Address. For the Drum Printer this is 
a portion of the format control field. In all other 
Descriptors this area is not used. This transfer is made 
in order to insure that the ERROR field is clear in subse- 
quent error interrogations. 

D. SC+1. 

#NOTE 

Except Drum where ¥ 2$ - 30 are not transferred and D2U 
is set from WU6. 

This completes the load of the specified I/O Data Descriptor. Control is now 
transferred to the designated peripheral unit at Sequence Count =3. 



Illustrated in Figure 1-7 is the symbolic representation of the logical units "used 
during Sequence Counts 0, 1, and 2. 
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SC=0: Upon, receipt of an ADNS from Central Control, DOUF and D17F will be set 
from the logic: 

DOUF = ADNS * SC = 00 
D17F = ADNS * SC = 00 

DOUF logically sets the ADDRESS field of the D register to an absolute 
address of 10. Cell 10 contains the address of the desired I/O Data 
Descriptor. 

D17 is initially set to allow the set of MANF (Memory Access Needed) and logically 
indicates that an ADNS has been received. Since the level ADNS is true for only 
lj-is D17F allows a second memory access to be performed when the I/O Data Descriptor 
is brought from Memory, 

The pulse following the set of D17F sets MANF from the logic: 

MANF = D17F * MAOF/ 

MANF j in turn, initiates a standard memory access and the word addressed by the 
ADDRESS field of the D register will be accessed and transferred into the W register. 
Briefly, this memory access is performed as follows. 

Memory Access. Initially, MANF and MA0F are reset. MAPS (Memory Access Permit) 
will be true when the I/O Control Unit is in the remote mode. As previously 
explained, the first pulse following the set of D17F sets MANF. As soon as MANF 
goes true, MAND (Memory Access Needed) level is developed and sent to high speed 
memory where a standard memory cycle is initiated. The memory clock is started 
(MT0-MT3) and the crosspoint flip-flops set with the address contained in the D 
register (Cell 10). Prior to setting the crosspoint flip-flops, the Memory Unit 
Address (enabled as soon as the D register was set with an address) is interrogated; 
and if an error in address designation is detected, e.g., addressing a non-existent 
module, the level MAED (Memory Address Error) is returned to the I/O Control Unit. 
If MAED is true, then the event is flagged by setting D22F in the error field of the 
Result Descriptor and the SC counted +1. 

D22F = MANF * MAED -x- MAPS 

Also, to disable the current request for a memory access, MANF is reset from the 
logic : 

MANF/ = MAED * MAPS 

In absence of a MAED condition, the memory access proceeds normally; and when Memory 
Time 2 is generated, (MT2) MA0F will be set. (Notice that MA0F is set with the 
pulse when MT2 is true—or at the set of (MTl) . 

MAOF = MANF * (MT2D + MAPS/) 

In turn, the Memory Information Strobe (MISD) goes true (Gate fl r n )> and at the next 
pulse, the information in MIR (Memory Information Register) is shifted into the ¥ 
register. This transfer occurs at MT2 time. 

MIR to W[U8 => 1] = MISD 
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The same clock pulse which sets the W register with memory information resets MANF 
indicating a memory access is no longer needed. 

MANF/ = MA0F 

At the next pulse, the completion of the memory access is signalled by resetting 
MA0F: 

MAOF/ = MANF/ 

The only remaining action involved in accessing a word from memory is detecting 
whether a Memory Parity Error (MPED) existed when the transfer from memory was 
accomplished. If an MPED does exist, the level MPED (detected at MT3) is returned 
to the I/O Control Unit and at the next pulse will set D19F in the error field of 
the Result Descriptor. 

D19F = MANF/ -x- MAOF * MPED 

This completes the memory access of the word addressed by the ADDRESS field of the 
D register. In this case, the W register now contains the address of the specified 
I/O Data Descriptor. 

Normal exit from SC=0 is accomplished at the pulse following the set of the W regis- 
ter with memory information from the logic: 

SC=1: To this point, operations performed or conditions detected may be 
summarized as follows: 

The address of the specified I/O Data Descriptor was constructed in the 
ADDRESS field of the D register and the word specified by this address 
(Cell 10) accessed by a standard memory cycle and placed in the W 
register. If a MAED was detected, (non-existent memory module) D22F 
was set. If a MPED was detected, D 19 was set. 

If either a Memory Parity Error (MPED) or a Memory Address Error (MAED) 
was detected in the previous SC=0, the W register is cleared by: 

W[U8 => 1]/ = (D19F + D22F) * MAPS 

and control transferred to SC=liu 

In normal operation the D register is cleared, erasing the address of the address 
now contained in the W register. Also, the SC is counted +1. 

SC=2: The first clock pulse following entry to SC=2 complements (A) EXNF 

(External Flip-flop). EXNF, originally reset, is a logical flip-flop 
used in Standard Logic SC 0, 1, 2 to indicate, when set, that SC=0 and 
1 of the first half cycle (0, 1, 2) have been completed. As will be 
shown later, EXNF allows transfer of control to SC=3j> after the second 
half cycle of Standard Logic has been completed. EXNF is set, ungated, 
from the logic: 

A EXNF = S02D 
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Essentially, all of the W register is transferred to the D register 
with the exception of W( 16-23). Information in the area of Wl|8 - ¥16 
is insignificant at this point, since the word in the W register con- 
tains only the address located in W( 15-1). 

Control is now transferred back to SCO and D17F is set to enable 
another memory access. (D17F had been reset during SC=1). This 
transfer of control is accomplished through the following logic: 

SC/ = EXNF/ -x- S02D 
D17F = EXNF/ * S02D 

As control is transferred to SC=0 the W register is cleared in antici- 
pation of the next word load from memory. All of the actions described 
in SC=2 occur during the 1 \is interval (SC=2 is true.) 

SC=0: Upon entering SC=0 and with D17F and MA0F/ true, a second memory cycle 
is initiated by setting MANF. The I/O Data Descriptor specified by the 
address in D01-D15 is accessed and placed in the W register in the 
manner previously explained. 

SC=1: Actions performed during the second SC=1 are identical to those effected 
during the first half cycle. 

SC=2: Operations performed during SC=2 of the second half cycle are identical 
to those performed during SC=2 of the first half cycle with the excep- 
tion of actions whose secondary logic is dependent upon the control 
EXNF/. EXNF is now true as a result of complementing logic performed 
during the previous SC=2. 

Termination of the Standard Logic cycle for an initial I/O Data 
Descriptor load is performed as follows. Note that all actions occur 
at the first pulse following entry to SC=2. 

A EXNF = S02D 

W[15 => 1] to D[15 => 1] = S02D 
W[i£ => 2U] to D[U£ => 2i|] = S02D 

In addition to, and as a result of complementing EXNF/ at the previous 
SC=2, the following transfer and exiting logic is enabled: 

W[21 => 16] to IP[B =£> 1] = EXNF * S02D 

The final result of the Standard Logic Cycle 0, 1, 2, 0, 1, 2 3 is 

illustrated in Figure 1-6. 

All bit positions of the I/O Data Descriptor have been shifted to the 
D register except for the PERIPHERAL CONTROL field D21-D16 which is 
temporarily stored in the LP Buffer Register. This action is necessary 
since this field contains information in Magnetic Drum and Drum Printer 
operation which would be destroyed by ERROR field information developed 
in subsequent operations. 
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PERIPHERAL CONTROL information is retained in the LP Buffer until 
needed by the Drum or Drum Printer at later SC ! s. 

LOAD LOGIC 
General 

The purpose of initial Load Logic is to load high speed core memory with a portion, 
or all, of the MCP or, alternately, a diagnostic program. Input to the I/O Control 
Unit is either from cards or drum and depends upon the physical location of the 
LOAD SELECT switch on the operator 1 s console. TWO control levels are generated 
from this switch, termed: 

LODL = Load Drum Level 
LOCL - Load Card Level 

In order to read the MCP into core memory from the Drum or Card Reader it is first 
necessary to construct an appropriate I/O Data Descriptor specifying details of the 
operation to be performed; e.g., Unit Designate Number, starting core memory address, 
mode of operation and the number of words to be transferred. Also, if an L0DL 
operation is to be performed, the starting Drum address must also be specified. 

Construction of an I/O Data Descriptor for the Drum or Card Reader is accomplished 
by setting certain significant flip-flops in the D register whose bit position and 
assigned weight correspond to the commands necessary to effect the load of memory. 

Essentially, the D register is placed in a condition comparable to the terminal 
state of a standard l]0 Data Descriptor load from memory. (SC=2 second half -cycle). 
When the proposed input operation has been completely described by the constructed 
Data Descriptor, control is transferred to SC=3 of the applicable unit and the 
operation commences. 

Initiation of LODL or LOCL occurs when LOTS (load time switch) goes true at the 
depression of the LOAD pushbutton. The following operations will occur, depending 
upon whether a card load (LOCL) or Drum load (LODL) has been selected. 

A. DRUM LOAD = LOTS and LODL: Depressing the LOAD switch initiates the 
generation of an I/O Drum Descriptor which, in turn, loads high speed core 
memory from Band of the Drum. The load of memory will start from memory 
cell 20 and ascend in address location to a specified 1000 words. Additional 
loading of further information is dependent on instructions contained in the 
already loaded portion of the MCP. Although the MCP can consist of l6,38i± 
words, additional load instructions are required since the number of words 
to be read is specified and, therefore, limited by the capacity of the WORD 
COUNT field of the I/O Data Descriptor, or 1023 words (DU0-D31). 

B. CARD READER Load = LOTS and LOCL: Depressing the LOAD switch causes one 
binary card to be read from the Card Reader with the lowest UNIT DESIGNATE 
number. Card information is loaded into core memory, starting from cell 
20 octal in ascending address location to a specified maximum of 20 words 
(Cell h3). Additional load instructions are dependent upon internal control 
instructions contained in the first twenty words. 
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At the end of both LODL and LOCL a check is made to insure that information transfer 
has been performed without error. If the transfer is not complete or an error 
occurs, control is branched to memory cell 16 and the system left in such condition 
to allow another attempted load operation when the LOAD switch is again depressed. 
If transfer has been completed, without error, and Processor 1 is idle; then subse- 
quent control of Processor 1 is transferred to cell 20. 

Detailed Operation. 

DRUM Load. Initially, both the D and W registers are cleared. "When the LOAD push- 
button is depressed with the LOAD select switch in the LOAD DRUM position, the levels 
LOTS (Load Time) and LODL (Load Drum) will go true. As indicated in the Standard 
Logic Flow Chart in Figure 1-7 >i certain flip-flops in the D register will be set, 
forcing the construction of an I/O Drum Descriptor. Simultaneously, control is 
transferred to SC=3 of Drum operation. Applicable Drum load logic contained in the 
Standard Logic flow is shown in Figure 1-7. 

The significance of this logic is explained as follows: 

Address Field. Setting DO^F specifies that the starting core memory address 
(where the load of memory is to commence) is equal to absolute cell address 20. 

I/O Control Filed. D2ljF indicates that this is a Drum read operation. 
Normally, a DRUM Descriptor contains this information in the WU6F position 
which is then transferred to the D2lj.F position, during the final ¥ to D shift 
in SC=2 of the Standard Logic Cycle for an I/O Data Descriptor Load. 

D27F signifies that the DRUM read operation will be performed in binary mode. 

Word Count Field. DJ4.OF specified that 5 12 words are to be read from the DRUM. 

Unit Designate Field. Dl|3F indicates the DRUM OU shall be used in this 
operation. 

The starting DRUM address is specified in the D16F-D30F field of the W register 
and in this case is equal to 0. The DRUM read will, therefore, start from 
Band on the DRUM. 



RESULT DESCRIPTOR 

Terminate I/O Operation General. SC=li| and 15 of this Standard Logic Routine are 
used to terminate an I/O operation by constructing a Result Descriptor and returning 
this Descriptor to a specified address in Memory. This exit routine may be initiated 
by a number of logical situations arising during the processing of infonnation 
through a peripheral device, but in general, is started as a result of two main 
conditions. Either: 

1. An error condition has been detected during the course of an I/O operation 
and further information transfer is to be inhibited, or 
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2. The specified number of words have been transferred successfully (or 

unsuccessfully) and a normal exit from the I/O operation is to be performed. 

In either case, a JlljD (Jump to SC=llt) level is generated and control transferred to 
SC=lLu 

The generation and storage of the I/O Result Descriptor is performed in two logical 
intervals as follows: 

SC=lU: Transfer the Result Descriptor from the D register to the W register 
and set up a Result Descriptor Address for the particular I/O Control 
Unit used for the I/O operation. 

SC=l5: Perform a Memory access write operation and transfer the Result 

Descriptor to the address specified in SC=lU. After storage, clear the 
I/O Control Unit for the next operation. 

Detailed Operation - SC=lU. Transfer, upon entry to SClUj the D register contains 
the original I/O Data Descriptor modified in form and contents to include various 
results of error interrogations performed during the I/O operation. In order to 
transfer the Result Descriptor to Memory, it is necessary to shift all pertinent 
information from the D register to the ¥ register (only W accesses memory directly). 
This action is accomplished at the first pulse following entrance to SC=ll4. through 
the generation of DWSD (D to W register shift) from the logic: 

DWDS = SlUS • MAPS 

This is not a direct U5-bit transfer (as indicated) for all bits; however, since the 
state of D16F and D18F reflect the complement state of the corresponding W register 
flip-flop. That is, W16F and W18F are specified as tine in the Result Descriptor 
when the designated unit is BUSY and NOT -READY; the opposite state of the logical 
conditions are established for D16F and D18F at the time of the BUSY -Ready test 
performed during SC=3. 

As previously stated, W16F is set with D16F 1 and indicates that the designated unit 
is BUSY. D17F 1 is also included and logically indicates that a BUSY test was per- 
formed. If D17F T was not included, W16F would be set, even though the BUSY test was 
not performed since D16F is normally in the reset state. 

NOTE 

D17F, when set and recognized as such at SC=lU, indicates, logically, that 
either MPED (Memory Parity Error) or a MAED (Memory Address Error) occurred 
while accessing the Descriptor address of the Descriptor itself. Normally, 
D17F is used as enabled logic for MANF and is set twice during the Standard 
Logic Cycle to allow the two memory accessed required to fetch the I/O Data 
Descriptor. At SC=1 of each access, if no MPED or MAED (D19F/ or D22F/) 
error occurred, D17F is normally reset when the D register is cleared with 
the operation continuing normally into SC=2 and then SC=3. If > however, an 
error is detected (D19F or D22F) the operation exits immediately to SC=lUj 
and the D-Register is not cleared. Thus, upon entry to SC=ll|, D17F will 
still be set indicating that an MPED or MAED occurred while accessing the 
Data Descriptor or its address. 
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Conversely, if D17F is reset, it indicates that two memory accesses were performed 
successfully and that the operation did continue into SC=3 — the logical interval 
where the BUSY and READY tests were performed. Therefore, upon entry to SC=lU* 
D17F reset implies that a BUSY and READY test was performed and valid information 
is stored in D16F and D18F. 

W18F is set with Dl8F ! and D16F and signifies that the designated unit is NOT -READY 
although NOT-BUSY. As with W16F, D17F f is included in the logic to indicate that a 
READY test has been performed at SC=3. 

CONSTRUCTING MEMORY ADDRESS 



Concurrent with the transfer of the D-Register to the W-Register is the construction 
of an absolute address for returning the Result Descriptor to Core Memory. Each I/O 
Control Unit has a specific location in Memory for storage of its particular Result 
Descriptor as follows: 



I/O Address 

1 12,* 

2 13 f o 

3 1U,* 
h 15,. 

Since all addresses contain the common configuration D03F and DOliF, these bits are 
set with the level CDRD-1 (Clear D-Register). 



D03F = CDRD-1 
DOUF = CDRD-1 
CDRD-1 = SlIiS 



NOTE 



D03F and DOI4F specify Address 12 for I/O #1. 

The remaining addresses (13, lU, and 1$) are defined by D01F and D02F which will be 
set according to the particular I/O Control Unit in use. 

SC=lU operations (1 [is) are terminated by transferring control to SC=15> with the 
same pulse which effects the register transfer and address construction operations. 



Detailed Operation SC=15> 



Upon entry to SC=l5, the following situations exist: 

1. The Result Descriptor has been transferred to the W register. 

2. An address has been const ructed in the ADDRESS field of the D register to 
which the Result Descriptor is to be returned. 



The purpose of SC=l5 is to generate a memory access cycle and write the Result 
Descriptor into the address specified by DOIF-DI^F. Upon completion of the transfer 
an I/O Finished Level is generated and returned to Central Control and the I/O 
Control Unit cleared for the next I/O operation. 
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When the SC is counted to 1$ MWRD (Memory Write) is generated. At the clock pulse 
following entry to SC=l£, a Memory Access Needed (MANF) is enabled which, in turn, 
generates MAND which is sent to core memoiy. 

MAND initiates a standard memory cycle by starting the memory clock (MTO - MT3). 
The next pulse sets the crosspoint flip-flops in Central Control connecting the I/O 
Control Unit to the Memory Module addressed (in this case Memory Module or 
D13F-Dl£F=0) . 

MTO (Memory Time = 0) is now true; and with the next clock pulse, the address of the 
desired core location is set into MAR (Memory Address Register) from information 
contained in D01F-D12F. The same pulse transfers the U8-bit Result Descriptor into 
MIR (Memory Information Register) . The transfer of information into MAR and MIR is 
signaled by setting MAOF from the logic: 

MAOF = MANF * (MWRD * MTOD + MAPS/) 

MAPS/, in this expression, is concerned with maintenance operations and is not 
pertinent to this operation. 
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SECTION 2 

CARD READER CONTROL 

GENERAL 

The purpose of this section is to describe the tie-in of the Card Reader to the 
B£$00 i/o Channel. It is written with the assumption that the reader does not have 
a detailed knowledge of either the Central Control or I/O Control Exchange Channel 
logic. The intention is to enable a preliminary observation of the Card Reader 
operation from the I/O Channel, and thereby help to ascertain whether a malfunction 
is within the Card Reader or is external to the Card Reader. Sufficient detail is 
presented to enable operation of the I/O Channel and cause the reading of a card 
and the subsequent interrogation of the I/O Result Descriptor. 

The following is a list of card readers compatible to the Model III Input/Output 
Controls: 

B9110 or B122 - Card Reader 200 cards /minute. 

B123 - Card Reader U75> cards/minute. B12.U transport speed and 

stacker blower removed; electronics adjusted to card speed. 

B9H1 or B12U - Card Reader 800 cards /minute. B129 transport speed slowed 

down and stacker blower removed; electronics adjusted to card 
speed. 

B9112 or B129 - Card Reader llj.00 cards /minute. Electronics adjusted to card 
speed. 

B9918 - Postal Money Order Feature is available on B123, B12U or B129. 

INTERCONNECTING LINES 

The Card Reader cables are plugged into Winchester type connectors which are located 
at the rear of the Display and Distribution panel. Two connectors are provided for 
Card Reader usej one labeled Card Reader-1, the other labeled Card Reader-2. It 
should be noted that if only one Card Reader is incorporated within a system., it 
must be plugged into the connector labeled Card Reader-1. This requirement is due 
to the fact that when a load operation is initiated (i.e., LOAD button is pressed 
with Select switch in Card Load position), the logic assumes a Reader plugged into 
the Card Reader-1 connector. 

The interconnecting lines which make up the cable from the Card Reader, may, for 
discussion purposes, be. sub-divided into three groups: 

1. Power supply and power control lines 

2. Information lines 

3. Logical control lines; to and from the Card Reader 

Figure 2-3 illustrates the Card Reader cable plugged into the Winchester connector 
at the rear of the Display and Distribution panel. The figure, as drawn, assumes 
the Card Reader plugged into the Card Reader-1 connector with I/O Channel #U select- 
ing (via I/O Exchange logic of Central Control) Card Reader-1. 
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POWER SUPPLY AND POWER CONTROL LINES 

Six lines make up the power supply and power control lines (illustrated in Figure 
2-3). The six lines are routed from the Winchester connector to the power control 
distribution unit which is located at the top rear panel of the Display and Distri- 
bution unit. 

INFORMATION LINES 

The information lines (CC1L through CCBL) are externally cabled to a connector at 
Display and Distribution and then into the I/O Exchange area of Central Control. 
The internal cables for the Card Readers from Display and Distribution to Central 
Control are numbered 17-1 and 17-2j corresponding to Card Reader-1 connector and 
Card Reader-2 connector, respectively. Figure 2-3 assumes a Reader plugged into 
Card Reader-1, hence cable 17-1 lines are illustrated. The information lines are 
gated through the I/O Exchange area to the requesting I/O Channel via the Unit 
Designate level; in the example illustrated, U10D from I/O Channel On the D.A. 

Schematics, the mnemonics utilized by each I/O Channel to designate Card Reader-1 
are I1U10D, I2U10D, I3U10D and IUUIOD, respectively. Likewise, for Card Reader-2, 
the mnemonics are IlUliiD, I2UliiD, I3U1UD and iUUliiD. 

The information lines CC1L through CCBL pass through drivers in the I/O Exchange 
area of Central Control. Thereafter, the names of the information lines become 
I01D through I06D. On the D.A. Schematics, the information line designation for 
I/O Channel #1 is I1I01D through I1I06D. Only one peripheral unit may be connected 
to any I/O Control Unit at any one time. The information lines I01D through 1 06D 
are gated, unclocked, into the Input Buffer (IB) of the designated I/O Control Unit. 

If the Card Reader has been plugged into the Card Reader-2 Winchester connector in- 
stead of Card Reader-1, as illustrated, the information lines would have been gated 
through to the requesting I/O Control Unit via the level il+UlUD (assuming I/O Chan- 
nel #U is the requesting Control Unit). 

LOGICAL CONTROL LINES 

The logical control lines from the Card Reader to the specified I/O Channel are 
gated through the I/O Exchange area of Centra l C o ntro l in a ma riner similar to the 
gating of the information lines. The levels CRL, CCL and CREF are switched in 
Central Control to become CRS, CCS and CRES, respectively. The output levels from 
the drivers to the specif ied I/O Control Unit are I21D, I22D, I2l|D, I2£D and I28D. 
(Figure 2-3) 

The logical control lines which are sent to the Card Reader (SCCL, CBIL and CBHL) 
are gated through I/O Exchange of Central Control via the enabling level U10D or 
Ull+D; in Figure 2-3, the level U10D is illustrated. 

LOGICAL DESCRIPTION 

NOTE 

All address cells in this section refer to absolute 
addressing which is octal base. 
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INFORMATION AND CONTROL 

An I/O Control Unit, when it receives an initiate level from Central Control, 
obtains from cell 10 of Memory "0" the address of the I/O Descriptor. Then the I/O 
Descriptor is accessed and subsequently placed in the D register of the I/O Control 
Unit. Once the D register contains the I/O Descriptor, the unit designate field, 
in conjunction with D16F and D2l±F, specifies (in the case of a Card Reader Descrip- 
tor) Card Reader-1 or Card Reader-2. Note that D16F does not appear in the original 
Descriptor but is set as an internal function of the I/O Control Unit operation. 
D16F is set as a result of the I/O Control Unit ascertaining that the specified 
Card Reader is not busy; this enables the start of a Card Reader operation. The 
enabling level developed via the Unit Designate field, D16F and D2i|F is termed U10D 
for Card Reader-1 and UlljD for Card Reader-2. This enabling level, U10D or UlUD, 
effectively connects the Card Reader to the requesting I/O Control Unit through I/O 
Exchange in Central Control. Figure 2-3 illustrates I/O Control Unit #U selecting 
Card Reader-1. 

The initiation of a card feed occ urs w hen the I/O Control Unit sets bit D26F, causing 
the Start Card Cycle "not" line (SCC L) t o go false. Once the Card Reader has been 
initiated as indicated by the level CCL going false, the D registe r bi t D26F is re- 
set. This removes the initiating start level to the Card Reader (SCCL goes true). 

As each column of a card is read, the information lines are gated, unclocked, into 
the Input Buffer (IB) register. The column strobe pulse, going true, indirectly 
gates the transfer of a character from the IB register to the specified character 
position of the W register. The character positions of the ¥ register are specified 
by the character counter which counts from through 7. In the case of alphanumeric 
read, the BCL character code is converted to internal B^OO code in conjunction with 
the IB to ¥ transfer. When a complete word has been assembled in the W register, a 
memory cycle is initiated to store the W register contents into the cell specified 
by the address field of the I/O Descriptor contained in the D register. As each 
word is stored into memory, the address field in the D register equals one greater 
than the last storage address. The memory storage of the W register contents occurs 
after the eighth character transfers to the W register and prior to the next charac- 
ter transfer to the W register. In alphanumeric mode, 10 words are stored. In 
binary mode, 20 words are stored. 

In the event of a card read error (CREL goes false), bit D20F is set for subsequent 
indication in the Result Descriptor. For an END-OF-FILE condition, bit D21F is set 
in the Result Descriptor for EOF indication. 

The D reg iste r bits D27F and D17F are utilized to determine the status of the level 
CBIL and CBHL to the Card Reader. The setting of D17F is an internal logical func- 
tion of the I/O Control Unit. In the binary mode of operation, D17F, whe n set with 
the trailing edge of the column strobe pulse (CSP), results in the level CBHL going 
true for subsequent reading of the lower half of a column. In this case, the I/O 
Control Unit developes its own sync to gate the transfer of a character from IB to 
the W register. 

I/O CONTROL PANEL CONTROL 

Reading a Result Descriptor 

A function of the I/O Control logics is to construct an I/O Result Descriptor which 
is stored in memory. I/O Control Unit #1 stores its result descriptor in cell lU. 
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Unit #2 in cell #15, Unit #3 in cell #16, and Unit #k in cell #17. If it is desired 
to manually interrogate the I/O Result Descriptor, following an I/O operation, the 
following procedure may be utilized: 

1. Place the I/O Control Unit in the local status. 

2. Place the appropriate descriptor address in the address field of the 
D register. 

3. Place the Memory Cycle switch in the memory cycle position (UP). 
U. Insure that the system clock is running. 

5. Press the I/O Channel START button. 

The word addressed by the l£ low order bits of the D register will be brought to the 
W register where interrogation may be accomplished. The interpretation of the var- 
ious bit positions is as follows: (See Figure 2-1) 

Bits U8 through I4.6 - These bits are all off in the Result Descriptor 

Bits through Ul - Unit designate; 2k for Reader-1, 3k for Reader-2 

Bits UO through 23 - Bits 2k and 2? retain their original status; remaining 

bits will be reset 

Bits 15 through 01 - Core storage address of last word stored plus one 

Bit 16 - If set indicates designated unit (Card Reader) was not busy 

Bit 17 - Descriptor Parity Error; either on access of Descriptor, 

or address of Data Descriptor 

Bit 18 - Designated unit (Card Reader) was ready 

Bit 19 - Set if invalid character sensed by IB 

Bit 20 - Read check error; set by CREL from the Reader 

Bit 21 - End-of-File; set by EOFL from the Reader 

Bit 22 - Memory address error; memory overflow of non-existent 

address 

Initiating a Read 

The initiation of a card read cycle may be accomplished from the I/O Control Unit. 
The procedure to be described requires that an I/O Descriptor be constructed in the 
W register and stored in memory. Thereafter, the address at which the I/O Descrip- 
tor was stored is placed in cell 10 of memory. The card read I/O operation may then 
be initiated. The complete procedure to be followed is given below: 

STEP 1 - Construct I/O Descriptor and store 



1. Place I/O Channel in the local status 
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2. Construct I/O Descriptor in the W register 

3. Place address at which it is desired to store descriptor in the D register 
U. Set D register bit D2l|F to specify memory write operation 

5. Place Memory Cycle switch in memory cycle position (UP) 

6. Insure system clock is running 

7. Press the I/O Control Unit START button 

STEP 2 - Store Address of I/O Descriptor in Cell 10 

1. Place address at which I/O Descriptor was stored in W register 

2. Place cell address of 10 in the D register 

3. Set D21+F to specify memory write 

U. Press I/O Control Unit START button 
STEP 3 - Initiate I/O operation 

1. Place the Memory Cycle switch in the down position 

2. If desired, to perform repetitive card read cycles, place the Recycle 
switch UPj otherwise , leave it down 

3. Press the I/O Control Unit START button 

Upon completion of STEP 3 the I/O Channel will cause the card read cycle to take 
place. The I/O Result Descriptor may then be interrogated by the procedure pre- 
viously described. 

Error Stop 

If repetitive card read cycles are initiated via the Recycle switch being placed in 
the UP position, the Error Stop switch may also be placed in the UP position. Uti- 
lizing this procedure, cards will continue to be fed (provided cards in the hopper 
and stacker not full) until an ERROR is detected in the Result Descriptor. 
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FIGURE 2-1 CARD READER DESCRIPTOR 



DETAILED DESCRIPTION OF OPERATION CONTROL 



NOTE 



Use the Standard Flow and the Card Reader flow in 
conjunction with this writeup. See Figure 2-U. 

Sequence Count Equals Zero (Standard Logic 1.01) 

Obtain Descriptor Address. The Admit Descriptor level (ADnS-C) sets D17F to one 
and DOliF to one. The latter operation establishes memory address 10 as the location 
to be accessed. D17F with Memory Access Obtained Flip-flop off (MA0F) allows Memory 
Access Needed Flip-flop (MANF) to be set. This initiates a memory read cycle which 
sets the Data Descriptor address into Memory Information Register (MIR). When MA0F 
is set by Memory Access Needed and Memory Timing Two Driver, MANF will be reset and 
also Memory Inf ormat ion Strobe drive (MISD) will place the information into the W 
register. With MANF, reset MA0Fj with MANF and MA0F, count Sequence Counter up one. 

Obtain Descriptor. With MAW and D17F (from SC = 2), set MANF. Since the. above 
operation placed the address of the descriptor in D, this memory operation brings up 
the descriptor. When MA0F is set, MISD will place the word in W and MANF is reset. 
With MANF, reset MA0F and count the Sequence Counter up one. 

If there is a Memory Address Error (MAED-C), set D22F and reset MANF, and if there 
is a Memory Parity Error (MPED-M), set D19F. 

If a card load cycle is to be initiated, the switch on the Operator's Console must 
be in the Load Card position, (L0CL-C) and when the LOAD pushbutton is depressed, 
the Load Timing switch (L0TS-C) initiates the setting of Sequence Counter to 3, 
setting D2UF to signify a read, setting D27F to read in binary mode, and DO^F to 
place the first word read in memory location 20, With L0CL-C, DliUF and Dl±2F set, 
this designates a Card Reader Unit. • From this point on, the Card Reader flow is 
normal. 
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Sequence Count Equals One (Standard Logic 1.01) 

If previously detected error conditions exist, set Sequence Counter to lU and clear 
,f W !t , if not, clear !, D ,! and count Sequence Counter up one. 

Sequence Counter Equals Two (Standard Logic 1.10) 

Unconditionally, complement the External Control Flip-flop (EXNF) and place the 
contents of the "W" re gist er in "D tT register. If the address is being transferred 
(first time through), EXNF will set D17F and set the Sequence Counter to zero. 
Memory Access Permitted switch output will clear the "W" register in remote opera- 
tion. If the descriptor is being transferred (second time through), W goes to D 
and EXNF is reset but Sequence Counter is counted up one. The Longitudinal Parity 
Decade (LP [B«^l]) is not used during the card read operation. 

GLOSSARY OF I/O TERMS: 



D17F During the binary card cycle, it is used to indicate to the Card 

Reader which half of the card column is needed by the I/O Unit. 

D19F If an invalid character should be read from a card, this flip-flop 

remembers it. It is part of the Result Descriptor 

D20F If a Card Reader Error Level has occurred during the card read cycle, 

this flip-flop is set for this indication in the result descriptor. 

D21F If an End-of-File condition is initiated in the Card Reader, this 

flip-flop remembers it. 

D31F«*>D]|0F These flip-flops are part of the D register. They make up the Word 

Counter for all operations. The Card Reader operation uses D31F»oD35>F 
only. 

E0FL End-of-File Level - This level is sent to the Central Control Unit 

when an End-of-File condition exists in the Card Reader. This level 
comes from the Central Control in the I/O Unit as I23D. 

H0LF Hold Over Flip-flop - Used to allow only one group of actions to take 

place for any one CSP during alpha card read. Allows two groups of 
actions to take place for any one CSP during binary card read. 

IOID-0IO6D These are the 6 drivers in the Central Control Unit that send across 
the six information bits of a character to the I/O Unit. 

LCHF Last Character Flip-flop - This flip-flop is used to cause the Result 

Descriptor to be sent back to Core Memory. Also causes the Read Error 
Flip-flop (D20F) to be set. This flip-flop is set only when a card 
has been read, but all 80 CSP ! s were not received in the I/O Control 
Unit. 



L0CL-C Load Card Level - Derived from a toggle switch, used to cause a card 

read operation. The card is read binary mode. 

L0TS-C Load Timing Switch - Used to initiate a card read cycle or an operation. 
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SCCL Start Card Cycle Level - Sent to the Card Reader by 02 ID at SC = 3 if 

the Card Reader is not busy and is ready. 

STRF Strobe Flip-flop - This flip-flop is used for control purposes in the 

I/O Control Unit. It is turned on with every CSP from the Card Reader 
in alpha mode, twice in binary mode. 

GENERAL DESCRIPTION OF OPERATION 

The function of the I/O Control Unit for a card read operation is to provide the 
external logics necessary to read a punched card in either alphanumeric or binary 
mode with either the 200 CPM, 800 CPM or the lUOO CPM Reader. 

Information is read in from the card serially, by column, starting with column one. 
The word is formed in the W register of I/O Control, with the most significant char- 
acter first. Memory is counted up as each word is stored. In alphanumeric mode, 
one card column reads in as one character and eight characters fill one word in 
memory, making a total of ten words from one card. In binary mode, each column of 
the card makes two characters, four columns make one word and twenty words make one 
card. The upper half of the column is the most significant character of the two 
characters. Any unpunched column of the card is read as a binary zero. 

When the object program finds that the memory area designated for input information 
is empty, the Master Control Program (MCP) will call for a Data Descriptor to fill 
this area in memory from the Card Reader. The Unit Designate Field of the Data 
Descriptor (bit positions U^^Ul) designates the Card Reader. If there are two 
Card Readers on the system, it also designates which one. Unit designate number 
(octal) 2k is for Card Reader #1, (octal) 3h is for Card Reader #2. 

When the MCP finds the Data Descriptor for the Card Reader, it will store the 
address of the descriptor in cell (octal) 10. At the same time the Processor will 
signal the Central Control that an I/O operation is needed. Central Control will 
signal the lowest numbered I/O Unit which is not busy, to access cell 10 for the 
address of the Data Descriptor. This action will initiate the I/O Control into 
action to load from the Card Reader the requested area in memory. 

BASIC FLOW 

The card read sequence of operations is shown in Figure 2-2, while a general block 
diagram of signal and control paths is contained in Figure 2-3. 

SC =0, 1 & 2: Operation initiated by ADNS or I0TS signal from Central Control. 
Two memory accesses are performed: 

1. Read Descriptor Address from Memory cell 10 

2. Read Descriptor from Memory 

SC = 3: Interrogate peripheral unit trunk, Designate peripheral unit, and 

interrogate peripheral unit's status (READY - BUSY). 

SC = 8: Transfer information presented by Card Reader into fr W n (Word) reg- 

ister. Alpha cards present 10 words of 8 characters eachj Binary 
cards present 20 words of 16 octads each as each character on the 
card fills one octade. 
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SC = 9 & 10: 



Access Memory and transfer the Data Word accumulated in the W reg- 
ister to memory. Index the Word Counter and Address Counter. 



SC = 1U: 



Shift Result Descriptor. 



SC = 15: 



Transfer Result Descriptor to Memory and clear I/O Unit. 



SEQUENCE COUNT EQUALS THREE 

There are two parts to this count; the first box is located within the standard 
sequence counts (1.01), and the second is located on the Card Reader flow (U.01). 

The Character Counter is utilized in this area to maintain a controlled delay, 
while waiting for the Card Reader to become available and ready to read information. 

STANDARD LOGIC (1.01) 

As long as the U T s bit of the Character Counter is not set, the CC + 1 stays active. 
This allows the counter to count to four before delay logics become active. 

CHARACTER COUNTER EQUAL ONE 

Through the AIMS logic of Central Control, interrogate the other I/O Units to see 
if they are using the Card Reader at this time. If they are not, set D16F to indi- 
cate "No conflict present 11 . This will initiate the connection of the Card Reader to 
the I/O Unit through the Central Control Unit. 

CHARACTER COUNTER EQUAL TWO 

This count is used only to allow the connection of I/O to the Card Reader to 
quiescent voltages before further interrogation is started. 

CHARACTER COUNTER EQUAL THREE 

DUlF is set only for magnetic tape operation. The only logic of use here is for 
interrogation of the Unit Ready status, via I21D level which is the CRL level in 
the Card Reader. If I21D is true, then D18F is set to signify that the Card Reader 
is ready to read cards. 

CHARACTER COUNTER EQUAL FOUR 

At this point the I/O is ready to make a decision} to start feeding the card in the 
Card Reader or to initiate a delay for the Card Reader to finish a previous cycle. 

A no error condition will allow the CC IF flip-flop to be set (CC = $) and branch to 
Card Reader flows (U.01) for Reader operation. 

The set of CC2F to one indicates that the Card Reader is; available, by D16F being 
set, and ready, by D18F being set. But at this time, Card Cycle Level (CCL) from 
the Card Reader is still true from the previous operation. The level CCL being true 
causes UBZS to be true, as the logics are: 



UBZS = dTTIf • 
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FIGURE 2-2 SEQUENCE COUNT CHART 
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If UBZS is true, the following action takes place. CCIF and CC2F will be set at 
the sairie time. This sets the Character Counter to seven. The next clock pulse will 
reset CC1F and the logic will remain here at CC = 6 until CCL in the Card Reader 
goes false and, in turn, UBZS goes false, resetting CC2F, which will make the Char- 
acter Counter equal to five. This enables the logics on Flow Chart U.01 (Card 
Reader Flow). 

CHARACTER COUNTER EQUAL FIVE (CARD READER FLOW) 

The top three lines in this box are for the cases where D16F or D18F are not set in 
the previous boxes. These flip-flops being not set indicate that the Card Reader is 
not available or not ready, therefore, clear the IB and the W register of I/O and 
prepare to construct a Result Descriptor to indicate this to the MCP. 

PROD will be true if D16F and D18F are set with CC = 5 and SC = 3. This will enable 
the logics to proceed, set D25>F to enable the Word Counter logic. Set D26F to bring 
SCCL true to the Card Reader for a start operation. At the same time the Character 
Counter will be set to zero to point to the first character in the W register, the 
Word Counter will be set to ten if the word is to be read in the alpha mode or to 
twenty if in the binary mode. The Sequence Counter will be set to eight to prepare 
for the incoming inf ormation. 

SEQUENCE COUNTER EQUALS EIGHT 

Setting D26F at SC = 3 signalled Central Control that I/O was prepared to accept 
information. It initiates a card cycle via Start Card Cycle Leve l ou tput (SCCL is 
positive). Soon after (lOias) the Card Cycle Level is available ( CCL is positive, 
I22D) and SCCL output goes negative. A time delay ensues until the card is under 
the reading station and the Reader can read and decode the outputs from the photo- 
cells sensing the card column. The outputs are sent to Central Control as Column 
Character Lines (CCnL ! s) and sent to I/O as I01D-^I06D. 

These are available at the Input Buffer Flip-flops (IBnF's) a long period before the 
Column Strobe Pulse (CSP) is developed. The CSP is sent to Central Control and re- 
established as I2I|D to the I/O Unit. With this output, the IBnF ! s are set by 
CCnL's. The CCnL ! s are either BCL alphanumeric or straight binary depending on the 
D27F bit configuration in the descriptor (D27F = 0, alphanumeric; D27 = 1, binary). 

When I22D is true, a ca rd is being passed through the Reader. Holdover Flip-flop 
has not been set (H0LF) which indicates the information now available has not been 
sensed by the I/O. I2ljD is the Column Strobe, the timing pulse for the information 
present. These conditio ns set the Strobe Flip-flop (STRF). When STRF comes on, 
along with the conditio n H0L F, the InnD's, D2UF bit on indicating a read, Drum 
O perat ion Switch (not) (DR0S) which says this read is not from drum and DUlF off 
(DUlF), indicating this is not tape readj the set of IBnF's occurs unclocked. One 
pulse after STRF is set, STRF along with DUlF causes the Holdover Flip-flop (H0LF) 
to be set. With both STRF and H0LF, the IBnF's are reset, the Character Counter 
(CC) is counted up one and STRF is reset. At the same time, these conditions along 
with the Character Counter at some value 0^7* Memory Access Permitted switch and 
D2i|Fj the IBNF configuration is transferred into the W register in the character 
position indicated by the Character Counter. If the IBnF's equal zero, -D27F is 
off, indicating alphanumeric translation, and D2iiF is on, for a read operation; an 
invalid character was sensed in the Reader. This error is flagged by setting D19F 
to one in the Result Descriptor. 
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If the Card Read Error Level (CKEL) initiates I2£D, D20F will be set to one to flag 
the error in the Result Descriptor. 

In binary mode (D27F On) D17F is complemented. The first character transferred 
found D17F off and the character information was from the six upper rows in the 
column. The character was gated by the Card Binary level sent to the Reader by 

Central Control (CBIL = 022D - D27F • BROB. CROD is the Card Reader Operation 

Driver) and Card Binary Half level (not) (CBHL) . This decoding looks at only the 
binary significance in terms of the bits. D17F On will allow a second setting of 
Strobe Flip-flop after Holdover Flip-flop is reset. In alphanumeric, only the CSP 
(I2UD) sets STRF. In binary, STRF is set twice. D17F On, gates Card Binary Half 
Level into the Reader ( CBHL = 023D = CROD • D17F). This level is present at the 
gates in the Reader decoder to cause only the bottom six rows to be sent I/O infor- 
mation drivers. The information set into IBnF ! s is placed in the W register by the 
method already described. Note that invalid character error checking is inhibited 
in binary by D27F. 

The reset of H0LF occurs when the CSP vanishes. Since no further reading can occur 
(unless STRF is set specially, as above) when the CSP is gone and it will not re- 
appear until new information is available, each character (or pair of characters) is 
read in sequential order, until the Character Counter is seven. At this time the 
eighth character is read, placed in ¥ and the Sequence Counter is set to 9. 

If a read error is detected (Card Read Error Level is available through I2£D) D20F 
is set as a flag in the Result Descriptor. If th e Card Reader loses the Card Ready 
Level (CRL), this condition is signalled by 12 IS. If not reading a character (STRF 
• H0LF), and I21S condition is true, reset D18F to flag the not-ready condition in 
the Result Descriptor, also use it to set Sequence Counter to Ik and with Memory 
Access Permitted (MAPS), clear W. 

If the Word Counter is not zero or the Character Counter is not zero when the Card 
Cycle Level goes positive (I22S) (meaning it has finished passing a card through 
the Reader) and D26F is off (indicating that a cycle has been initiated), one or 
more CSP's was missing for that card, so set the Last Character Flip-flop (LCHF). 
On the next pulse set D20F to flag this error in the Result Descriptor. Also, set 
Sequence Counter to lk to exit the operation. With Memory Access Permitted, clear W. 

SEQUENCE COUNTER EQUALS NINE 

When Sequence Counter is 9, with Address Overflow Flip-flop off (A0FF) and Word 
Counter not zero, set Memory Access Needed Flip-flop (MANF). At the same time, with 
D2£F on (use Word Counter) and MANF, count the Word Counter down one. With MANF, 
Memory Write Driver (MWRD. = [SC = 9] • D2l|F) and Memory Timing Zero Driver, MANF, 
Memory Write Obtained Flip-flop. With MA0F set, reset MANF, count the Sequence 
Counter up one and along with D2l|F (read) and Memory Access Permitted, clear W. 
MWRD will reset MA0F. The word in W was written into Memory. 

If any address errors had existed for the address designated, Memory Address Error 
(MAED-C) and Memory Access Permitted (MAPS) would have reset MANF, set D22F to flag 
this in the Result Descriptor and count Sequence Counter up one. 

If an Address Overflow had occurred earlier, A0FF with D2UF (read) would count 
Sequence Counter up one, along with Memory Access Permitted, clear W and set D22F 
as above. 
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If the Key Memory Switch in Central Control is in the Key Memory position (UP), the 
Key Memory Switch Level (KEML) output is true and the Memory Cycle switch is true 
with MANF offj the output of the D to ¥ shift driver (DWSD) will be true, which will 
place D register contents into W register. 

SEQUENCE COUNTER EQUALS TEN 

If D2UF is on (read) and Word Counter is not zero, set Sequence Counter to 8 and 
read the next word. If Word Counter is zero, all of the cards have been read, set 
Sequence Counter to ll±. If the operation is not Printer (PTOS) and not Tape (dUTF), 
and the 1$ bit address field of D is not all ones; count the field up one to store 
the next word in the next higher location. If the address field of D is all ones, 
set the Address Overflow Flip-flop. 

If in local operation and the Memory Cycle switch is true (UP), set Sequence 
Counter to zero to start the cycle again. If the Recycle Flip-flop is on with no 
address overflow, set IMCF to cycle continuously through to this point. 

SEQUENCE COUNTER EQUALS FOURTEEN 

D register is transferred to W register. The bits 15> through 1 of the D register 
are cleared to allow the setting of an address for the Result Descriptor storage 
location. DOUF and D03F bits are always set. I/O Channel one clears D02F and 
D01F, resulting in an address of 12. I/O Channel two clears D02F and sets D01F for 
an address of 13. I/O Channel three sets D02F, and clears D01F, so its address is 
1U. I/O Channel four sets both D02F and D01F, which is 1$. 

If D16F and D17F had both been off, set W16F to show that the unit was busy. If 
D16F had been on but D17F and D18F were both off, set W18F to show that the unit was 
not-ready. The Sequence Counter is then counted up one. 

SEQUENCE COUNTER EQUALS FIFTEEN 

Unc ondit ionally set MANF to initiate the write in Core Memory of the Result 
Descriptor. When Memory Timing Zero Driver output with Memory Write Driver output 
comes true, set MAOF. With MAOF, set all I/O flip-flops to zero except W (CIOD); 
and clear W if MAPS is true. The conditions of remote, MAOF and SC = 1$ cause the 
output of Finished Driver (FIND) to be sent to Central Control. 

If in local (REMF) with Recycle Flip-flop On (RECF) Memory Access Obtained (MAOF) 
turn on IMCF to enable the Reader to repeat the cycle. 
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INPUT/OUTPUT CONTROL (I/O) 
DA SCHEMATIC BOOK IS 60.00.00 



CENTRAL CONTROL <C/C> 
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SECTION 3 

CARD PUNCH CONTROL 

INTRODUCTION 

The Input-Output (I/O) Control is a multi-purpose control and buffer which provides 
the information link and external control necessary for any one of several peripheral 
devices. This section is devoted exclusively to the necessary information transfer 
and control of the Card Punch Unit. 

The information word is read in parallel from the Memory Module to the W register, 
located in the I/O Unit. Here it is analyzed with incoming signals from the Card 
Punch and the information is decoded and read into the Punch Buffer Register seri- 
ally for each row of the card. After this word is decoded and read into the Punch, 
the I/O Unit will request another word from Memory and this word is decoded and 
punched. This continues until the contents of 10 words are analyzed for each row 
and punched into the card. Since there are 12 rows on the card, this required 120 
memory cycles to punch one card. The Punch, being a comparatively slow device com- 
pared with the Processor, allows memory cycles of the I/O to be integrated with the 
Processor memory cycles without hindering normal Processor operation. 

This section is not written to provide complete training on the I/O Unit . Any cir- 
cuit or logic which deals with a memory unit or another peripheral unit is deleted 
where possible. The purpose of this section is to familiarize the student with the 
necessary logics and information to operate the Card Punch from the I/O Display 
Panel, located in the Display and Distribution Cabinet. A basic description of the 
information flow through the Central Control Unit will be given, however, any exten- 
sive troubleshooting will require someone who has been completely trained on this 
■unit. 

The following is a list of card punches compatible to the Model III Input /Output 
Controls. 

B9210 or B303 - Card Punch 100 cards /minute 
B9211 or B30U - Card Punch 300 cards /minute 
B9212 - Card Punch 1$0 cards /minute 

B9213 - Card Punch 300 cards/minute 

CARD PUNCH OPERATION 

When the MCP receives instruction from the object program for a Card Punch opera- 
tion, it will start the I/O with an "Initiate I/O" operator. This operator will 
develop CMTL (Commence Timing Level) and CMIL (Commence I/O Level) in the Central 
Control Unit. Here it is used to select the lowest numbered I/O Control Unit 
available to the system. If number 1 I/O Unit is busy it will select number 2, etc. 
When an I/O Unit is found available and ready, the Central Control Unit will develop 
a level called ADNS (Admit Descriptor Now) . The I/O Unit senses the ADNS level 
going true and sets a 10 into the address area of the D register (D01F =oDl£F) and 
MANF to request a memory cycle. This will read the word from cell 10 of Memory Unit 
#0 into the D register. This word is the memory address of the I/O Descriptor which 
in this case will be for a Card Punch. Another memory cycle follows which loads 
this Descriptor into the D register, via the W register. This descriptor contains 
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the Unit Designate of the peripheral unit which for the Card Punch is #10 and D2l±F 
off. If D2l|F was on, it would designate a Card Reader #1. Also, the Descriptor 
contains the base location of the address in memory where the information to be 
punched is located. The punching will start from this cell and punch the words 
found in the next nine cells. 

As soon as the descriptor arrives in the D register, Central Control analyzes the 
unit designate coding and prepares to connect the Card Punch to the I/O Unit through 
the I/O Exchange Matrix located in the Central Control cabinet. Since it is quite 
possible that the Card Punch could be punching from another I/O Unit, the Central 
Control Unit will check for this and if the Card Punch is busy, will notify the I/O 
Unit by holding AUNS (Admit Units Now) false. This will cause the I/O Unit to 
terminate the operation and notify the MCP that the Card Punch was busy. A similar 
flow exists if the Card Punch was found to be not available or not ready. 

When the I/O Unit that caused the Card Punch to be busy completes its punch cycle, 
it notifies the MCP and the MCP will again initiate the I/O Unit to start the Punch 
and punch the information called for in this descriptor. 

The initiating operation will be repeated, except this time the AUNS level will be 
true. This will set D16F in the I/O Unit, which is the final gating in the I/O 
Exchange area of Central Control, to connect the Card Punch to the requesting I/O. 
The I/O Unit will request the first word from the Memory cell whose Address is 
designated by the I/O Descriptor. This word is read into the W register of I/O and 
the Card Punch is started. The information of this word is analyzed to see if there 
are characters which require "12 M row holes in the card. As each character is 
analyzed by the decoder, a single bit level is developed which is sent from the 
0B1F (Output Buffer #1) through the Central Control I/O Exchange area to the Punch 
Buffer flip-flops located in the Card Punch. If a n 12 tr row punch is needed, the 
flip-flop is set. If the punch is not needed, the flip-flop is off. This informa- 
tion is set into the buffer serially and the buffer is shifted laterally for each 
character in the W register. When the contents of one word has been analyzed, the 
next word in memory is set into the W register and the Character Counter is reset to 
zero to analyze the first character of the new word. After the tenth word has been 
analyzed, the Card Punch Buffer Register will have received 80 lateral shifts. The 
flip-flop setting for the first character analyzed will be the state of the first 
column flip-flop. Now the Punch will punch the holes in the card for the n 12 Tf row 
of the card. The card will be advanced one row, the I/O will request the memory for 
the first word again and the process will be repeated to decode the necessary 
punches for the "11" row of the card. This process is repeated for each row of the 
card until the n 9 f! row is decoded and punched. 

This completes the punching of one card. The I/O Unit will develop an I/O Result 
Descriptor, read it into the memory MCP area and signal the system that it is 
finished by setting an I/O Finished Interrupt. The Card Punch is now dropped from 
the I/O Unit and the I/O registers are cleared, ready for another I/O request from 
the MCP 

GLOSSARY OF TERMS 

AOFF - Address Overflow Flip-flop - When this flip-flop is set, it indicates 

that the memory address in the D register has exceeded the memory 
capacity. 
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CP0D - Car d Pun ch Operation Driver - When DUlF-^Dk^F is set to binary 10 

and D2UF, this level is true. 

CPTD - Card Punch Timing Driver - This level is a composite of several 

levels necessary to transfer an information bit to 0B1F. 

D Reg. - This register is located in the I/O Unit and is used to store the 

I/O Descriptor for logical functions during the operation. 

D17F - During the Punch Cycle, this flip-flop is used to indicate the 

information for the last row has been sent to the Punch Unit. 

D20F - This flip-flop is set by PUEF from the Card Punch when an error has 

occurred during a previous punch cycle. 

D26F - When this flip-flop is set, it indicates that SP0L (Start Punch Order 

Level) is being sent over to the Punch Unit via Central Control to 
start the Punch. 

D31 s "* > DU0F - These flip-flops are used to make up the Word Counter for all opera- 
tions. The Card Punch operation only uses D31F D3UF for a word 
count of 10. 

DOlF-oDl^F - These flip-flops are used to make up the Memory Address of the next 
word in memory. Positions D12F D15>F indicate the memory modules 
where the address is located. 

D16F - This flip-flop must be turned on to allow Central Control to complete 

the connection of the I/O Unit to the peripheral unit. This flip-flop 
is set at sequence Count of 3* in standard logic . D16F in the Punch 
Descriptor selects the auxiliary stacker. 

D18F - This flip-flop is set at SC = 3 and CC = 3 if PURL (Punch Unit Ready 

Level) is true from the Card Punch Unit. 

H0IF - Hold-Over Flip-flop - This is used with STRF for control purposes. 

EXNF - During SC = 1, 2 or 3, this flip-flop indicates whether the word in 

memory is the descriptor address or the descriptor word. During a 
Card Punch operation, it is used to recognize the PINL level from the 
Punch Unit. 

LPnF - Longitudinal Parity 1-oP flip-flops - LP IF is used during the Card 

Punch operation to retain the Punch Auxiliary Stacker Select Level. 

MA0F - Memory Access Obtained Flip-flop - This is used to indicate that a 

memory cycle for this I/O is completed and the I/O Unit may continue 
its operation. 

MANF - Memory Access Needed Flip-flop - This is used to indicate that a 

memory cycle for this I/O is needed. 

MAPS - Memory Access Permitted Switch - When this switch is up, the memory 

cycle is inhibited. When down, the memory cycle is permitted. 



Printed in U.S. America 1-15-69 



For Form 1036993 



3-U Burroughs - B5$00 Input /Output Control Training Manual 



MCYS - When this switch is in the up position, it allows only sequence count 

0, 9 and 10. 

MISD - Memory Information Strobe Driver - This is used to read memory 

information into the ¥ register. 

MPED - Memory Parity Error Driver - When this level is true, it indicates 

that the memory had a parity error during normal access of information. 

0B - Output Buffer - This consists of six flip-flops and a parity generator. 

Card Punch operation used 0B1F only. 

PASL - Punch Auxiliary Stacker Level - This level is sent to the Punch Unit 

by 026D and when true indicates the card being punched will be sent 
to the auxiliary stacker. 

PINL - Punch Information Needed Level - This level is from the Punch Unit 

through 12 7D in the Central Control and is a request for more infor- 
mation from the I/O Unit. 

PC - Pulse Counter - The Pulse Counter counts at a one megacycle rate and 

is used to divide down the 1 MC clock to some predetermined rate. 
For the Card Punch the count is ll±, which provides a 66 KC recycle 
rate. 

PRAL - Punch Row Group A Level - A row level from the Card Punch via Central 

Control driver I23D. 

PRBL — Punch Row Group B Level - A row level from the Card Punch via Central 

Control driver I2ijD. 

PRCL - Punch Row Group C Level - A row level from the Card Punch via Central 

Control driver I28D. 

PRDL - Punch Row Group D Level - A row level from the Card Punch via Central 

Control driver I26D. 

PROD - Proceed Driver - This level indicates that the peripheral unit is 

available and ready, so proceed with the operation. 

PUCL - Punch Unit Cycle Level - This level comes from the Punch Unit via 

I22D in Central Control and when positive indicates a punch cycle is 
in progress. 

PUCP - Punch Unit Clock Pulse - This is a 3 pulse sent to the Punch Unit 

by 02£D. It occurs at PC = 9, 10 and 11. 

PUEF - Punch Unit Error Flip-flop - This level comes from the Punch Unit via 

I25D in Central Control. It indicates an error in a previous Punch 
operation. 



- Punch Unit Not Ready Level - Produced by 12 IS of the I/O Unit. This 
level is true when the Punch Unit is not ready. 
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REMF - Remote Flip-flop - When this flip-flop is set, it indicates to 

Central Control that the I/O Unit is available to the system. 

SPOL - Start Punch Order Level - Sent to the Card Punch by jzf2UD at SC = 3, 

by the set of D26F in I/O. 

STRF - Strobe Flip-flop - This flip-flop is used for control purposes in the 

Input/Output Control Unit. It is turned on once every 1$ [is by the 
Pulse Counter equal to lU during the Card Punch operation. 

W Reg. - This register is used as a buffer to hold the punching word from the 

memory unit for the Card Punch 

INTERCONNECTING LINES 

The Output Drivers, located in the I/O Unit, and the Input Drivers, located at the 
Central Control Unit, are drivers which drive the control levels through the Cen- 
tral Control I/O Exchange to the interconnecting unit. There are eight Input 
Drivers and seven Output Drivers. They are- not all used for the Card Punch. Those 
that are used are listed below: 

Output Drivers 



Input Drivers 



02UD 


SPOL 




Start 


Punch Order Level 




PUCP 




Punch 


Unit Clock PuLse 


026D 


. PASL 




Punch 


Auxiliary stacker 


12 ID 


PURL 




Punch 


Unit Ready Level 


12 2D 


PUCL 




Punch 


Unit Cycle Level 


I23D 


PRAL 




Punch 


Row Group A 


I2I(D 


PRBL 




Punch 


Row Group B 


I2$D 


PUEF 




Punch 


Unit Error Level 


I26D 


PRDL 




Punch 


Row Group D 


I27D 


PINL 




Punch 


Information Needed Level 


I28D 


PRCL 




Punch 


Row Group C 



Information Drivers 

0B1F Output Buffer One Level - Used for 
information decoded bit to punch. 

LOGICAL DESCRIPTION 

In order to understand the logical flow the student must understand the general in- 
formation flow of the B^OOO Processor. The I/O operation is independent of the 
Processor Unit. The only point in common to the two units is the Memory Units. 
When the Processor needs information it will advise the Central Control Unit, which 
will initiate an I/O Unit to fill the vacancy in memory. At this time the Processor 
is released from the operation while the I/O Unit continues the loading of this 
section of memory. This same sequence is utilized to read out of memory on a Punch 
operation. 

CARD PUNCH INFORMATION AND CONTROL FLOW 

Figure 3-1 is a diagram for the basic flow of information and control to the Card 
Punch. The I/O section shows the relative location of the W and the D registers, as 
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well as the basic logical boxes necessary to decode the characters into Information 
compatible to the Card Punch. 

The center section of the drawing shows the necessary gating in Central Control to 
connect the I/O Unit to the Card Punch. The same connection is used with either 
the B303 or B30U Punch. The information and control lines from Central Control 
gating lead to the Display and Distribution cabinet where they terminate at a Win- 
chester connector. At this terminal, either the B303 or B30lj. Card Punch can be 
attached. This connector is only used for the Punch as separate connectors are 
used for the Card Reader, even though it uses the same unit designate number. 

Information to and from the memory IB register can only be handled through the ¥ 
register. During the request for the I/O descriptor, the descriptor is read into 
the W register, then transferred into the D register. The information words are 
read into the ¥ register where they are stored for decoding into the Punch Unit. 
The ¥ register is a U8 bit register, while the D register has only h$ bits. The 
information word in the W register is sub-divided into eight characters of six bits 
each. 

These characters are read one at a time reading from the left to right of the reg- 
ister through the Routing Matrix box and the Alpha encoder into the Card Punch 
Decoder network. The Routing Matrix is a network which compares the output of the 
¥ register with the number located in the Character Counter Register. ¥hen this 
register has a zero in it, the Routing Matrix network will read the first character 
in the ¥ register into the Alpha and Punch Decoder matrix. When the Character 
Counter reads a seven, the eighth character is read into the Decoding Matrix. 

The Card Punch Decoder is a network which compares the card row of the Card Punch 
Unit with the character in the ¥ register pointed to by the Character Counter and 
decides if the Punch should punch a hole in the corresponding column in the card. 
If a hole is needed, the output of the decoder is true. This sets the 0B1F Flip- 
flop of the Output Buffer Register. $B1F level is switched in Central Control to 
PBCS to the Card Punch. The Card Punch signals to the Decoding network come in 
through the I23D, I2[pD, I26D and I28D lines. These lines correspond directly with 
the PRAL, PRBL, PRCL and PRDL levels in the Punch Logics. 

CENTRAL CONTROL 

The Central Control logics necessary for Card Punch control are shown on Figure 3-1. 
Each I/O Unit has a separate set of logics to connect that I/O to the common OR gate 
for the Card Punch. The explanation here will explain the I/O Exchange logic of 
Central Control for only one I/O Unit, as the logic is identical for the other I/O 
Units. 

The unit designation decoding matrix is the key in selecting the Card Punch Unit for 
this I/O. At the top of the Central Control box, in Figure 3-l> the unit designate 
decoding is shown. 

As soon as Dl|lF*>Dli5F is set to a binary 10, the lower five legs of the designate 
AND gate are true. Also, the lower five legs of the designate AND gate for the Card 
Reader are true. However, the upper leg of the AND gate separates the two machines. 
If D2UF is set, the Card Reader is selected. If D2l|F is off, then the Card Punch 
is selected. 
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The final level to permit the selection of the Card Punch is the enabling level, 
D16F. After the I/O Unit interrogates the availability and busy status through 
Central Control, a level from Central Control called AUNS (Admit Units Now) sets 
D16F in the D register of I/O. This level will enable ZU6, which, in turn, enables 
the AND gate in I/O Exchange to connect the I/O Unit to the Card Punch. 

Reading from the Top of Figure 3-1, the connecting lines are: 

I/O to CC 



02ljD - This is an output driver from the D26F (1) bit of the D register. The level 
from D26F is amplified by the 02U driver and directed through the enabled 
AND gate to the OR gate. This OR gate allows any one of the four I/O Units 
to control the Punch. There are no conflicting levels from two I/O Units as 
the AUNS level mentioned previously prevents more than one I/O Unit from 
accessing the Card Punch at a time. From the OR gate the 02l|D level is again 
restored, in phase, by a driver, and sent to D & D (Display and Distribution 
Cabinet) as a true level to start the Card Punch. In the Card Punch this 
level is called SPOL. 

02^D - This level comes from the PCC (Pulse Clock Counter) of I/O Control. This 

counter counts through lU and recycles. During the period when PCC = 9, 10 
and 11, 02£D is true into Central Control. The internal logic of the Central 
Control Unit is similar to 02l|D. The output level is called PUCP (Punch 
Clock Pulse) to the Card Punch Unit. 

026D - This level comes from the LP IF Flip-flop in I/O Control. This level is 

gated in Central Control similar to 02£d and enters the Card Punch as PASL 
(Punch Auxiliary Stacker Level). 

0BlF - All other peripheral units require six or seven information lines. Since 
the Punches only require one line for the buffer input to the Punch, the 
Central Control I/O Exchange only provides for this one line. This line 
originates with 0B1F in the I/O Unit. This level enters Central Contro l to 
the Designating AND gate, to the common OR gate, and a switch to become PBCS 
to the Card Punch Unit. 



CC to I/O 



I23D - PRAL These input drivers are inputs for the Card Punch Encoder located in 

1214) - PRBL the I/O Unit. These input levels are the binary coded input which 

I28D - PRCL is the equivalent to the actual row being punched with the Card 

I26D - PRDL Punch. 



I21D - This input driver comes from the Card Punch as PURL (Punch Unit Ready Level) 
into the D & D cabinet and to Central Control unit designate AND gate, and to 
a common OR gate which allows other peripheral units to use the 121 Driver 
for its controls. If the Punch Unit is ready, the output of the 121 Driver 
is used to set D18F of the D register in I/O Control. 



I22D - This input driver comes from the Card Punch as PUCL (Punch Unit Cycle Level). 
This level is similar in Central Control gating to the I21D line. When it 
enters I/O Control, it sets UBZS (Unit Busy Switch). 
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I25D - This input driver comes from the Card Punch as PUEF (Punch Unit Error). This 
level is similar in Central Control gating to the I21D line. When it enters 
I/O Control, it sets D20F. 

I27D - This input driver comes from the Card Punch as PINL (Punch Information 

Needed Level). This level is similar in Central Control gating to the I21D 
line. When it enters the I/O Control, it sets EXNF (External Control Flip- 
flop). 

I/O DESCRIPTOR 

There are two types of Descriptors used in conj-unction with I/O operation, the I/O 
Descriptor (Punch) and the Result Descriptor. In the following descriptions refer 
to Figure 3-2. 

I/O Descriptor 

This is used to select the Card Punch by the I/O Control Unit. This information 
will be used to set up the I/O Display Panel in the D & D Unit. 

The bits of the I/O Descriptor have the following significance in the D register: 



DU8 


♦ U6 


Non existent in D register; in memory they have the same meaning 
as a Data Descriptor, i.e.. Flag bit and Presence bit. 






Unit Designate (Binary ten) 


DUO 


♦ 31 


Word Counter (Set to ten by hardware) 


D30 




Not used 


D29 


•♦28 


Non existent in D register 


D27 




Must be reset to indicate Alpha 


D26 




SPOL 


D2$ 




Use Word Counter 


D2U 




Read/Write Control (must be off) 


D23 




Non existent in D register 


D22 


♦19 


Error field 


D18 




Set if Punch is ready 


D17 




Used to indicate row 9 information has been transferred 


D16 




Selects Auxiliary Error Stacker 


HIS 


=♦01 


Memory address location 



Result Descriptor 

This is used to indicate to the MCP the results of the operation. The bits have 
the following significance as they would appear in the ¥ register and in core 
memory: 

Wii^ ^Ul Unit Designate 

WiiO «<>31 Should be equal to zero 



¥22 Set for Memory Address error 

¥20 Set for Punch error 

¥19 Set for Parity error (Memory to I/O) 

¥18 Set for Unit Not Ready 

¥17 Set for Memory error while accessing I/O Descriptor 

¥16 Set for Unit Busy on entry 
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UNIT 
DESIGNATE = "10" 



45 


42 


44 


41 


43 









33 






32 




34 


31 



SPOL- 
USE WORD 



COUNT 



ER— 



26 



25 



24 



WORD 
COUNTER 



X 



UNIT 
AVAILABLE 



9TH. 
ROW" 

PUEF~ 



READ/WRITE 
EQUAL "O" 





18 


20 


17 




16 



SELECTS 

AUXILIARY 

STACKER 



MEMORY 
ADDRESS 



15 


12 


9 


6 


3 


14 


11 


8 


5 


2 


13 


10 


7 


4 


1 



FIGURE 3-2 PUNCH DESCRIPTOR 



OPERATIONAL' FLOW 

The Standard logic for the Card Punch is the same as for the other peripheral "units. 
The initial memory cycle for the Descriptor Address and the subsequent memory cycle 
for the Descriptor is accomplished during SC = 0, 1, 2 and 3. The write-up for this 
operation is found in the I/O Orientation Manual. Also, SC = lU and 15 are the 
same. This is the period that the Result Descriptor is constructed and Dl£ D01 
are set to the memory address for the Result Descriptor. , The final operation for 
the flow is to initiate a memory cycle, store the Result Descriptor in memory 
module "0", cells 001U for 1/6-1, 0015 for 1/0-2, 0016 for 1/0-3/ or 0017 for I/O-U. 

SC = 3. The UBZS (Unit Busy Switch) logic is necessary for the Card Punch as the 
I/O Unit is cleared as soon as the Result Descriptor is developed. This allows 
approximately 12° (B30U) on the punch index before PUCL goes false. It is possible 
for another Card Punch cycle to be initiated in this time interval. When this 
happens, the normal I/O cycle will take place until SC = 3. At this time the I/O 
Unit will hold up with the Character Counter equal to six until UBZS goes true 
indicating PUCL is false. Then the I/O Unit will continue the normal sequence count. 

Normal Card Punch Logic Flow (Refer to Figures 3-3 and 3-U) 

SC = 3. I25>D is the error level (PUEF) from the Card Punch. This error is always 
one card cycle late. When the error is sensed, the Punch logic will set up the 
card handling routine within the Card Punch Unit, and PUEF will remain true until 
reset by SPOL (Start Punch Order Level). I25>D is sensed just prior to the clock 
pulse that set D26F and if true, D20F is set. 

When the character counter is equal to five, a check is made for unit availability. 
If D18F is not set, indicating the unit is not available, or D16F is not set indi- 
cating the unit is busy, terminate the operation by jumping to SC = lU. Also, if 
memory access is permitted by MAPS being, true, reset the W register in preparation 
for construction of a Result Descriptor. 
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PROD (Proceed Driver) is true when D16F, D18F and CC = £ are true, meaning that the 
Punch Unit is available and ready. This level will set: 

a. D2£F to indicate the use of the word counter. 

b. D27F off, to indicate the "Alpha mode" is to be used. 

c. CC to zero, to prepare the Character Counter for the first character in 
the W register. 

d. D26F on, this develops SPOL (Start Punch Order Level) for the Punch. 

e. WC set to 10, to count memory words. 

Depending on the status of D20F, a sequence count jump will be initiated. If there 
is a previous Punch error, D20F will be set. If set, jump to SC = 8. If not set, 
jump to SC = 9 for normal Punch operation. 

Normal Punch Cycle - SC = 8, 9, 10 and 11 

The Punch Cycle Flow Chart, Figure 3-3, shows the basic flow routing for the normal 
Punch cycle and Figure 3-U shows the detailed flow of the Card Punch operation. 
With D20F off, the normal Punch cycle flow starts with SC = 9. 

SC = 9. The first operation here is to request, from memory, the first word to be 
punched. This is signalled by MANF to 1. This starts the memory cycle and when 
the memory access is completed it sets MAOF to 1, which signals that memory access 
is obtained. MAOF clears the OB register and counts down the Word Counter one word. 
The first word is now in the W register. With MANF and MAOF set, count the sequence 
counter to 10. 

SC = 10. At this time count the memory address (Dl^«> DOl) up one to point to the 
next word. Do not place the zero character in the W register into the Punch 
Decoder as D26 is still on. With memory cycles permitted and CPOD (Card Punch Order 
Driver), the sequence count jumps to eight. 

SC = 8. At this point the I/O Unit is ready to be synchronized with the Punch Unit. 
The Position Counter is reset to zero as EXNF is off. The I/O Unit waits for PINL 
(Punch Information Needed Level) from the Punch. PINL comes through I27D of the 
Central Control Unit and sets EXNF to one. When EXNF is first turned on, D26F is 
still on. The first character in the W register v is placed into the Card Punch 
Decoder and the Punch information into 0B1F. At the same time EXNF counts the 
character counter up one to point to the next character in the W register and turns 
off D26F as the appearance of PINL verified that the Card Punch has started. 

The Position Counter starts counting as soon as EXNF is set. It counts to lU, then 
clears and recycles. It continues this for 80 cycles, one for each column on the 
card. 

The Pulse Counter counts up until it is equal to 9, 10 and 11. During this time, 
the I/O Unit sends a PUCP (Punch Unit Clock Pulse) level to the Card Punch Unit via 
02£D in Central Control. This reads the bit in 0B1F and transfers it to the Punch 
Buffer register in the Punch. 
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As PC = 13, the level C0ED (Clear 0B Driver) is developed by PC = 13 and CP0D. 
This clears the 0B register. 

At PC = 1U, STRF (STRobe Flip-flop) is set and the Position Counter is reset to zero. 
At PC = 0,- STRF sets H0LF (Hold Over Flip-flop). 

At PC = 1, STRF and H0LF and CC jt will cause the following actions: 

a. The next character in W register is sent to 0B1F 

b. Character Counter pulse one 

c. H0LF and STRF are reset 

This sequence will recycle until the Character Counter counts through seven to zero. 
Then at PC = 1 tiine, the setting of H0LF and STRF will result in: 

a. Sequence Counter plus one 

b. EXNF turned off 

c. H0LF and STRF are reset 

This counts the Sequence Counter to nine. 

SC = 9. At this time another memory cycle is requested to read the second word 
from memory, as the Word Counter is not equal to zero. Clear the 0B register, 
Count the Word Counter down one and count SC to 10. 

SC = 10. At this Count the Memory Address is incremented by one. The first char- 
acter in W is decoded into the 0B1F, the character counter is counted up one and 
the Sequence Counter set to eight. 

SC = 8. The logic here is similar to previous discussion except that EXNF is set 
when entering SC = 8. 

NOTE 

This sequence will continue until the Word Counter 
equals zero. At this time and SC = 9> the Sequence 
Counter will be set to eleven. 

SC = 11. If the Punch Unit is still ready, meaning no mechanical failures, D26F is 
set by I21D level which comes from PURL (Punch Unit Ready Level) in the Punch Unit, 
When the Punch has the information for the ninth row, PRDL (Punch Row D Level) and 
PRCL (Punch Row C Level) are true, resulting in the setting of D17F. 

The setting of D17F then sets SC = ll± which allows the I/O Unit to construct the 
Result Descriptor and complete the cycle, releasing the I/O Unit from the Punch. 

If at SC = 11 this is other than the last row of the card, D17 is not setj instead, 
the Word Counter is counted up to 10, the Address in the D register (D15> 01) is 
counted down to its original value. When the Word Counter is equal to 10, the SC 
is set to 9 and the operation continues as previously described in Sequence counts 
9, 10 and 8. 
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FIGURE 3-3 PUNCH CYCLE FLOW 
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Error Logic Flow 

There are several types of errors which can be recognized by the I/O. The I/O 
Result Descriptor will reflect these errors. 

Punch Check Error 

The Card Punch has internal logic for testing punching errors. If one of these 
errors is sensed, the I/O Unit will not be notified during the punching cycle. The 
reason for this is the card just punched will be read and checked by the read 
brushes of the Punch during a second card cycle of the Punch. 

When the error is sensed, the Card Punch could be starting the third card cycle 
after the error was punched. This error is sensed in I/O by I2£D from Central 
Control being true. This sets D20F in I/O during SC = 3. 

SC = 3. When I2£D is true on SC = 3, D20F is set. PROD will still be true/ how- 
ever, logic will now shift to Sequence Count equal eight. 

SC = 8. Before PINL becomes true, D20F and will set LCHF (Last Character Flip- 

flop). The next clock pulse and LCHF will jump control to SC = llu This will 
allow a Result Descriptor to be developed. Also, LCHF will reset D26F to drop SPOL 
to the Punch Unit. This will prevent the starting of the Card Punch for the third 
cycle. 

The Result Descriptor will have D20F on to signal the Card Punch error to MCP. 
Card Punch Not Available or Not Ready 

In the event that the Card Punch is requested and the unit is not physically ready 
or already busy, the Result Descriptor must indicate this. In SC = 3 at CC = 
the I/O Unit checks the operating status of the Card Punch. 

If D18F is off, it indicates the unit was not ready. If D16F is off, it indicates 
the Card Punch is in use by another I/O Unit. In either case, the operation must 
be terminated and the MCP notified of the reason for not successfully completing 
the operation. 

SC = 3. At Character Count equal to five, the status of D16F and D18F is checked. 
If either flip-flop is reset, the W register is cleared and the Sequence Count 
jumped to fourteen. 

SC = llu If D16F and D17F are reset, indicating an incomplete punch cycle, then set 
W16F to have bit 16 set in the Result Descriptor. 

If D16F is set and D17F and D18F are reset, then set W18F in the W register to have 
bit 18 set in the Result Descriptor. 

To summarize, if the Card Punch is not available, the 18 bit will be set in the 
Result Descriptor. If the Card Punch is busy, then the 16 bit will be set in the 
Result Descriptor. 
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Punch Cycle Error 

If the Card Punch should start correctly and during the card cycle a mechanical 
error occurred, the Punch would go "Not Ready." This would make PURL falie some- 
where during the cycle. The I/O Unit must recognize this and construct a Result 
Descriptor to signal this. 

The punch cycle would be normal to the point where PURL went false. The cycle 
would continue until Sequence Count equal nine. When the Word Counter equal zero 
at SC = 9> the I/O Control jumps to Sequence Count equal seven. 

SC = 11. At this time I2XD is false so D26F will not be set. This prevents the 
setting of D17F, resets D18F and jumps the Sequence Count to fourteen. In the event 
that D17F had been set just as PURL went false, it would be reset as the card might 
not have row nine punched. 

The jump to SC = lU will develop a Result Descriptor in which the 18 bit will be 
set. This signals the MCP that the Card Punch went "Not Ready." 

Memory Errors 

There are several. memory errors listed in the Standard and Card Punch flows. These 
will not be covered in this write-up as they require a complete understanding of 
memory flows. This is covered in the I/O Control Training Manual. 
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SECTION 4 



B 5500 LINE PRINTER 

GENERAL PRINTER OPERATION 

The BE>500 Input/Output Control (I/O Control) is a multi-purpose control and buffer 
which provides the information transfer and external control necessary for any one 
of several peripheral devices. This section is devoted exclusively to the necessary 
information transfer and control for the Line Printers. 

All line printers used with the B5>£00 must contain a buffer memory capable of storing 
one line of print (either 120 ctrs or 132 ctrs). Below is a list of the different 
Line Printers presently compatible with the Model III I/O Controls. 



B320 U75 LPM NO QC MEMORY 
B92U0 or B321 700 LPM NO QC MEMORY 



B92U1 plus 

FEATURE: 
FEATURE: 
FEATURE: 



B32£ 

B92U1 or B328 

B99U1 or B329 

B99U1 
B99U6 
B99UO 

B92U5-2 
B92U5-3 



700 LPM NO QC MEMORY 

700 LPM WITH QC (PRINT OF > 37 CTRS) 
10U0 LPM WITH QC (PRINT of < 37 CTRS) 

700 LPM WITH QC (PRINT of > 37 CTRS) 
10U0 LPM WITH QC (PRINT of < 37 CTRS) 

12 Print Columns 

"CR" Symbol for B32$, B328 or B329 

High Speed Slew (Available only on 
Unbuffered Printers (B92U2) 

3l£ LPM NO QC MEMORY 

315 LPM NO QC MEMORY 



120 PP 

120 PP 

132 PP 

120 PP 
120 PP 

132 PP 
132 PP 



120 PP 



132 PP 



The Output File Declaration requires the programmer to specify the number of decimal 
words in the output buffer. 

FILE OUT PTR 1 (1, 1?) 

Fifteen words are normally used when printing on a 120 column printer. The earlier 
B|?000 systems used only 120 column printers. With these systems, the word count 
field (bits UO through 31) of the printer I/O Descriptors contained a zero. The 
Model I and II I/O Control logics always assumed 120 columns to be printed and 
hardware forced the word count field to 1$ decimal words at execution time. 

The B$!?00 systems with Model III I/O Controls are capable of printing with either 
120 or 132 column printers. Printer I/O Descriptors compiled on the BE>000 require 
no program changes to be run on a 120 or 132 column printer while using Model III 
I/O Controls. The Model III I/O Controls allows the programmer to print any number 
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of words (one to 17) in memory on the line printer. A typical buffer size may be 
declared in the output file declaration as: 

FILE OUT PTR 1 (1, 1) 
FILE OUT PTR 1 (1, 17) 

The compiler now places the buffer size of memory in the word count field (bits 35 
through 31) of the printer I/O Descriptor. No printing without paper motion is 
permitted on the B^^OO systems. A Paper Motion Cycle in the line printer is 
necessary to set the Printer Finished Interrupts in C/C. Without the printer 
finished interrupt, the MCP cannot print the next line. 

When a WRITE Statement is encountered in the object program, the LIST and FORMAT 
routines load the buffer to be printed out. The FILE routine in this WRITE State- 
ment notifies the Master Control Program (MCP) when the output buffer in memory is 
loaded and a Printer operation is desired. The MCP will check to see if a Printer 
operation can be performed and if so, the MCP will end its routine with an Initiate 
I/O Syllable (IOOL) which is forced into the T-register. 

The IOOL Syllable places the address of the Line Printer Descriptor into cell 10 
and notifies Central Control (CC) to commence I/O operation. The I/O Control Unit 
is already selected by Central Control before the address of the I/O Line Printer 
descriptor is read from cell 10 in memory. 

The I/O Line Printer descriptor is used to transfer either 120 or 132 characters 
from memory to the Line Printer. Data to be printed on the Line Printer is read 
one word at a time from a memory module. This U8-bit word is transferred, in 
parallel, by bits, from memory to the W-register which is located in any one of 
four I/O Control Units . 

The I/O Control Unit being relatively fast, compared to the Printer, uses the 
Printer clock to synchronize the transfer of each character to the Printer. After 
all characters have been transferred, the I/O Control Unit constructs the Result 
Descriptor to be stored in an appropriate I/O Result Descriptor cell in memory, at 
octal addresses lit, l£, 16 or 17. Now the I/O Control Unit generates an I/O 
Finished Interrupt. The I/O Finished Interrupt forces an octal address of 27> 30, 
31 or 32 into the Interrupt Address Register (IAR) in Central Control. In these 
cells is a branch routine which will allow the MCP or the individual programmer to 
decide what is to be done next. 

The Printer Finished Interrupt does not occur until all paper motion has been 
completed (PAML/ going true) which is approximately 70 ms after the I/O Finished 
Interrupt occurred. During this 70 ms period, the I/O Control Units are useable by 
any of the other peripheral -units. When the Printer Finished Interrupt occurs 
(I06F or I07F is set in CC), it forces an octal address of 2$ or 26 into the Inter- 
rupt Address Register in Central Control. The very next Interrogate Interrupt 
Syllable (IINL) initiated by the Processor will unconditionally set the Processor's 
S-register to 100 and the C-register to 2$ or 26 and L=0 (2£ if Printer No. 1 is 
finished or 26 if Printer No. 2 is finished). In cell 25 or 26 is a branch routine 
which will possibly allow initiation of another I/O Print Descriptor. 
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DESCRIPTOR SIGNIFICANCE 

The I/O Descriptor is set into the D-register in the I/O Display Panel to select any- 
one of two Printers. The bits of this descriptor have the following significance. 
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13 


10 
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1 



DU8F, DU7F 
DU6F 

DU5F through DiilF 
DUOF through D36F 
D35F through D31F 



D30F 

D29F, D28F 
D27F 

D26F 



D25F 
D2I4F 

D23F 
D22F 



1, (identifies Descriptors as Data and I/O) Lost in the 
transfer of W-register to D-register. 

Presence Bit: Specifies availability to output unit. 

- Area available to output unit. 

1 - Area available to program only. 

This bit lost in the transfer of W-register to D-register. 

Unit Designate (Octal or 6U) 

These bits are not used in the I/O descriptor. 

These bits contain the number of octal words in memory to be 
printed on the printer. The I/O logics always transfers either 
120 or 132 characters corresponding to the memory buffer size. 
1$ decimal words becomes 1? octal words. 16-1/2 decimal words 
becomes 21 octal words. 

= 1 - Inhibits data transfer to Printer. 
- Allows data transfer to Printer. 

= Lost in the transfer of W-register to D-register. 

= Binary/Alpha Bit: Must always be reset to allow alpha transfer 
from W-register to Line Printer. 

= 1 - Printer Long Line Level (PILL) being true sets D26F indi- 
cated the selected printer requires 132 characters with each 
load cycle. 

= - PLLL being false allows D26F to remain reset. D26F/specif ies 
120 characters are required with each line of print. 

= Specifies the word counter is to be used. 

= Specifies an output operation from memory. If this bit was set, 
the Printer would not be designated. 

= Lost in the transfer of W-register to D-register. 

= Not Used 
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D21F = Single Space Flip-flop: This flip-flop is set to cause Printer 

to advance the paper one line space after each print cycle. 



D20F =* Double Space Flip-flop: This flip-flop is set to cause the 

Printer to advance paper two line spaces after each print cycle. 
If both Single Space and Double Space Flip-flops are set, the 
double space operation takes precedence in the Line Printer. 

D19F through D16F = Format Control Flip-flops: Only at (SC=2 • EXNF) . Binary 1 =>11 

selects channels 1 =s>ll. These flip-flops must be equal to zero 
for single or double space operation because the skip operation 
takes precedence over single or double spacing in the Printer. 
Channel 12 can be designated in these flip-flops , however, this 
is a program error since the Printer does not provide skipping 
to channel 12. Channel 12 is reserved only for detecting end- 
of-page punches in the format tape. 
At SC = 3: 

D18F is set if Printer is ready. 
D16F is set if Printer is not busy. 
D19F - Not Used 



D17F = 1 - D17F is a logical flag used to indicate when the contents 

of memory are to be transferred to the line printer 

= - As long as D17F remains reset only blank characters are 
transferred to the line printer. 



Dl£ through D13F = Memory Module (0 through 7) . 

D12F through D01F = Specifies most significant memory address. 



RESULT DESCRIPTOR 



The Result Descriptor is formed just prior to the generation of each I/O Finished 
Interrupt. The error field indicators in the Result Descriptor for a Line Printer 
operation are as follows: 

DUOF through D36F = Represents the number of words printed on the Printer (1 through 

210) . This field always represents the number of words in 
memory the programmer desires to be printed on the Line Printer. 
This field contains the original word count field in D35>F through 
D31F. If D35F through D31F was equal to zero in the Printer 
I/O Descriptor, then DUOF through D36F would contain 17 octal in 
the result descriptor. 



D35F through D31 = This field would always be zero. 



D22F = This bit is set when a memory address error occurs. 

D21F = This bit is set when the Print Descriptor bits, D19F through 

D16F, fail to designate a channel on the format tape when an 
End-of -Page Level is generated by the Line Printer. EOPL is 
generated with each hole punched in channel 12 or when the 
operator fails to mount a format tape in the Printer. 
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D21F being on in the result descriptor specifies an end-of-page 
has been sensed by the Line Printer and the programmer did not 
provide some channel skipping. A load cycle has been performed 
without a paper motion cycle* No EPRL is generated at SC=13 to 
reset EOPF in the Line Printer. With these logical conditions, 
the programmer must provide branching to a Skip operation to 
reset EOPF. When programing the B5500 with end-of-page functions, 
the programmer may count the lines printed on each page in order 
to anticipate when format skipping is necessary. 

D20F » Indicates a parity error occurred in the Line Printer while 

printing the previous line. 

D19F = Set to indicate a parity error occured in memory. 

D18F = Set when the Printer is in a Not Ready status. 

D17F = When D17F is on with D19F or D22F, the error indicated by D19F 

or D22F occurred during the access of either the I/O Descriptor 
or its address . 

D17F being reset with D19F or D22F indicates the error occurred 
during the Printer operation. 

D16F = Indicates the Printer is in a not ready status or that there was 

an I/O Conflict when the Printer operation was initiated (two 
I/O Control Units trying to access the same Printer) . 

D15F through D01F = Indicates one word address lower than the address of the last 

word transferred to Printer. The reason being that the address 
in the D-register is counted down after each memory access. 



GLOSSARY* OF TERMS 

AOFF Address Overflow Flip-flop: This flip-flop is set when the 

memory address in the D-register has exceeded the memory 
capacity. 

AMNS Address Minimum Switch: This level becomes true when the 

address in the D-regis.ter is counted down from all Off to all 
On, indicating an address underflow or when the memory address 
is counted up from all on to all off (D15F through D01F) . 

DC = Designate Channels through 11: The designate channel level is 

equal to zero (DC=0) when the LP1F through LP8F are all reset. 

D reg. The Printer I/O Descriptor is placed in the D-register of any 

one of four I/O Control Units. 

DWSD D to W Register Shift Driver: This level is used in a local 

operation to shift, repeatedly, the contents of the D-register 
to the W-register for printout when the I/O Control Unit is in 
LOCAL. 
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EPRL End-of-Page Reset Level: This level is generated when an End- 

of-Page is detected and any one of eleven channels is designated 
in LP1F through LP8F. EPRL is used by the Printer to reset the 
End-of-Page Flip-flop (EOPF) . 

EXNF External Control Flip-flop: During SC=1 5 SC=2 or SC=3, this 

flip-flop indicates whether the word in memory is the descriptor 
address or the descriptor word. At SC=8, EXNF is used as a 
logical flip-flop to delay the first digits transferred to the 
Line Printer by 10 [is after PITL becomes true with the first 
word to be transferred. This delay is necessary to allow 
Printer to get set up for memory cycles (set PINCF) . 

HOLF Hold Over Flip-flop: This flip-flop is used to allow one char- 

acter to be transferred from the W-register to the Printer at 
each Printer clock pulse time. 

LOBD LPnF 1 s to OB Shift: This level allows the space or skip infor- 

mation to be shifted to the OB register after 120 characters 
have been transferred to the Printer buffer memory. 

LPnF Longitudinal Parity P thru 1 Flip-flops: Used to temporarily 

store the spacing or skipping information for the Printer. 

HAND Memory Access Needed: Used to obtain a memory access. 

MISD Memory Information Strobe Driver: Information from the MIR 

register in memory is transferred to the W-register in I/O by 
this level. 

PLCL Printer/Lister Command Level: This is a 10 [is level generated 

at SC=13 in the I/O Printer Descriptor. PLCL's are used in the 
Line Printer to initiate print cycles and to allow the Paper 
Motion Flip-flop (PMCF) to be set to remember the fact that 
paper motion is to be initiated after each line has been 
printed. A PLCL cannot be generated until all paper motion has 
stopped (D25F/) from the previous line. A PLCL is also used to 
gate the transfer of format control. and space information to 
PFCnF, PMCF or PDSF Flip-flops located in Printer. The jumper 
package located on the Printer logics rack must be wired 
properly for B5500 systems to provide proper remote paper motion 
operations . 

PLCP Printer/Lister Clock Pulse: PLCP f s are .5 M^s pulses, which are 

generated in the Printer and transferred to the Central Control 
at 10 [J,s intervals. This pulse is always present in Central 
Control as long as power is up on the Printer. 

PLLL Printer Long Line Level: This level' originates in the Line 

Printer and when true the printer is identified as containing 
132 print columns . 



PROD 



Proceed Driver: The output of this driver allows I/O to proceed 
in the I/O Printer flow when Printer is ready (PRRL/ false), not 
busy (PCYL false) and designated. 



Burroughs - B5500 Input/Output Control Training Manual 



U-7 



PTOD 



Printer Operation: This level is true when a Printer Descriptor 

is placed in the D register. 

PTOD = Binary 22 or 26 in DU5F through DU1F. 



WC = 



Word Counter Equal to Zero: This level is true when the word 
counter DUOF =s> D31F is equal to zero. 



OPERATION FLOW 
GENERAL DESCRIPTION 

The print operation is started with an initiate level (ADNS) from the Central Con- 
trol. This level sets the address register and initiates a memory cycle to bring 
the word in cell 10 of memory, into the I/O Unit. This word contains the address 
of an I/O Data Descriptor. A second Memory Cycle is then initiated to bring the 
Data Descriptor into the I/O Control Unit (D register) . If during this process a 
memory address or parity error condition occurs, the operation is terminated; and a 
result descriptor, showing these errors, is sent back to the Processor. 

With the Data Descriptor in the D register the status of the peripheral unit 
(Printer) is checked. If the -unit is ready and not busy, the operation continues. 
Otherwise, the operation is terminated; and a result descriptor is sent back to the 
Processor. The Data Descriptor address is increased by 1$ to address the least 
significant word. Memory is then accessed to bring the 15th word into the wcrd 
register of the I/O Control Unit. The transfer of characters commences with the 
Least Significant character. Characters are transferred from the Word Register to 
the output buffer and then to the Printer information register. As each word is 
exhausted, a new word is brought up and transferred character by character until 
15 words have been transferred. 

When all information is transferred, the Format Control digits are transferred to 
the output buffer and then to the format control flip-flops in the Printer. At the 
same time that the format digits are transferred, the print cycle is initiated. 
End-of-Page sensing also occurs at this time. The Result Descriptor is sent back to 
memory and I/O Finished interrupt condition is set in Central Control and the Opera- 
tion is complete. The Printer Print Cycle continues independent of the I/O Control 
Unit. 

The Printer Buffer is located within the Printer Unit and requires 15 computer words 
per line of print. 

The I/O Control Unit causes 8 characters per computer word to be printed. 

No editing or format control of data is accomplished by the Printer. 

Vertical format control is specified in the descriptor. Spacing and skipping take 
place after printing. 

An end-of-page signal is recognized before completion of the last line of print on 
a page. The End-of-Page signal is noted in the result descriptor of that line, and 
line space is inhibited. Only a "skip" operation can be accomplished when an End- 
of-Page level is being detected. 



Printed in U.S. America 1-15-69 



For Form 1036993 



U-8 



Burroughs - B!?5>00 Input /Output Control Training Manual 




FIGURE U-l PRINTER OPERATION - SEQUENCE COUNTS 

If the descriptor for the last line of print contains a skip, the end-of-page signal 
is not noted in the result descriptor/ and the Printer skips to the stop in the 
specified channel. 

Paper may be spaced or skipped without printing by specifying print inhibit in the 
descriptor (D30F set) . 

Overprinting a line of prijit is possible by not specifying a line space or skip for 
the line to be overprinted. 
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On completion of a line of print, a bit is placed in the Interrupt Register. These 
bits will generate the following addresses which are placed in the C register when 
the Processor enters the control state. 

Address 21 for Printer, unit 22 
Address 22 for Printer, unit 26 

A Print Check error for one line of print will be noted in the result descriptor of 
the next line but will not inhibit the print of the new line. 

SC = 0, 1, and 2: Operation initiated by AUNS from Central Control. Two memory 

accesses are performed. (EXNF/ first memory cycle and EXNF set 
second memory cycle) . 

1. Read descriptor address from memory. 

2. Read descriptor from memory. 

SC = 3 Check peripheral unit for Ready (D18F) and Not Busy (D16F) . 

SC = U Check state of D30F. (D30F set = No data transfer) . 

1. D30F = Control Descriptor = JUMP to [SC = ll] . 

2. D30F/ = Not Control Descriptor = SC + 1. 

SC = 5 Increase Memory address by 15 9 set WC to 1$. 

SC = 7 Sync on Printer clock. 

SC = 8 Transfer data word to Printer. 

SC = 9 and 10 Access memory for Data Word. 

SC = 11 Wait for End-of -Paper motion. 

SC = 12 Transfer format control bits from LP to 0B. 

SC = 13 Transfer format control bits to Printer and initiate print cycle. 

SC = lU Construct Result Descriptor in W register and address in 

D [1S -*1]. 

SC = l£ Transfer Result Descriptor to memory and clear I/O Unit. 

DETAILED DESCRIPTION OF OPERATIONAL FLOW 
STANDARD LOGIC SEQUENCE CHART 
SC = 

The standard flow for the Line Printer is the same for all peripheral units. At 
SC=0, 1 and 2, the initial memory cycle is for the descriptor address (EXNF/) and 
the second memory cycle is for the descriptor (EXNF set). At SC=3 the Printer is 
checked to see if it is ready (I21D true) and no conflict (AUNS). Example : CLAIMS 
is a true level developed in CC and sent to I/O 1 when I/O 2, 3 or U is not using 
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the same Printer designated by I/O 1. If the Printer happened to be busy at SC=3 
(UBZS true) because PCYL is true, the character counter will count from 0, 1, 2, 3 > 
h, 7 and then to 6, as shown in Figure 2.5-U. Character Counter is held at the 
count of six until UBZS/ goes true. At this time the character counter is counted 
to U and then to 5 which is the normal exit of the standard logic flow. 

D17 to 1 - DOUF to 1 

If the Admit Descriptor Needed Switch is True in Central Control (ADNS-C) or if the 
Initiate Maintenance Cycle Flip-flop is On and the memory cycle switch is Off 
(IMCF -x- MCYS), then set the D17 bit and the DOU bit in the D register of I/O Control. 
The setting of these two bits, D17 and DOUj starts a normal cycle in remote operation 
(ADNS-C) and a normal cycle for maintenance in local ( IMCF -x- MCYS/) . 

MANF to 1 

With D17F On, set the Memory Access Needed Flip-Flop (MANF) On to start the memory 
cycle. 

Floating Memory Cycle Logics -MANF to 

When the memory access is obtained (MAOF) or if there is a memory address error and 
Memory Access is Permitted (MAED-C -x- MAPS) , then turn the Memory Access Needed Flip- 
flop Off . 

D22F to 1 SC + 1 

If the memory Access Needed Flip-flop is On and there is a memory address error 
(MAED-C) and Memory access is permitted (MAPS) then set the memory address error bit 
in the D register (D22F) and advance the Sequence Counter plus one. The memory 
address error is a result of addressing a nonexistent unit. 

MAOF to 1 

If Memory access was needed (MANF) and either at Memory Time 2 (MT2D-M) or with the 
Memory Access is Permitted switch Off (MAPS/) set the Memory Access Obtained Flip- 
flop. This allows the information to be transferred in Normal operation (MT2D-M) 
or to simulate an access obtained when Memory Access is- not Permitted (MAPS/) . 

MIR to W Register 

With the Memory Input strobe pulse (MISD) transfer the information from MIR register 
to the W register. 

MAOF to 

With the Memory Access Needed Flip-flop Off (MANF/) , Access Obtained Flip-flop Off . 
These two Flip-flops essentially gate each other. 

D19F to 1 

With the Memory Access Needed Flip-flop Off (MANF/) , Access Obtained Flip-flop On 
(MAOF) , and with a Memory Parity Error (MPED-M) then set the parity error bit in the 
result descriptor (D19F) . This is an indication that there was a parity error in 
the information just transferred to the W register. 
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sc + 1 

Count the sequence counter plus one if the Memory Access Needed Flip-flop is Off 
(MANF/) and the Memory Access Obtained Flip-flop is On. 



SEQUENCE COUNT EQUALS ONE 

This is the logical box for error set-up, if required. 
¥ Register to 

Clear the Word register if there is either a parity error (D19F) or a memory address 
error (D22F) and memory access was permitted (MAPS) . 

SC to lU 

Set the sequence counter to lU 5 to terminate, if there was either a memory parity or 
address error (D19F + D22F) . 

D[U5-*0l] to 0, SC + 1 

Clear the D register and count the sequence counter up one if there is no parity or 
address error (D19F/ -x- D22F/) . 



SEQUENCE COUNT EQUALS TWO 
EXNF 

Complement the External Control Flip-flop. EXNF functions as a counter to allow an 
alteration of the SC=0, 1, 2 cycle. EXNF is set on the first pass and reset on the 
second. 

W[21-*16] to LP [B-oOl] 

If the External Control Flip-flop (EXNF) is On (Second Pass) shift the space and 
format control bits from the Data Descriptor in W into the Longitudinal Parity Flip- 
flop for storage. This action only occurs after we have made the second memory 
access , which places the.. Drum- Printer Data. Descriptor in the W register of the I/O 
Control Unit. 

W[U£->25J to D[U5-^2£] and W[l£ to B[l5-#>0] 

Transfer the word in W to the corresponding fields in D* W register contains address 
of the Data Descriptor on the first pass and the Data Descriptor on the second pass. 

SC to 

D17F to 1 

If the External Control Flip-flop is Off (first pass) then reset the Sequence counter 
to and turn D17F On. This will allow the start of another memory cycle to bring 
the I/O Data Descriptor from memory to the W register. 
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W[U8^0l] to 

If the External Control Flip-flop is Off (first pass) and Memory access permitted, 
clear the W register in preparation for a load from Memory. 

SC + 1 

When the External Control Flip-flop (EXNF) is On (second pass) , count the sequence 
counter to three. 

SEQUENCE COUNT EQUALS THREE 

CC + 1 

If the Character Counter is not h (CCI4F/) or, if the character counter is k and the 
unit Designator is even (not a Tape Unit), then count the character counter plus 
one. The character counter will continue to count, until it reaches 

D16F to 1 

If the Admit Unit Now (AUNS) level is true and the character counter has counted 2 
(CC=2) , set the D16F complete peripheral designation and interconnection. 

D18F to 1 

If the Printer Ready Level is true (I21D) and the character counter is equal to 

k (CC=U) set D18F On. The settings of DI6F and D18F are used here to flag that the 

unit is Not Busy and Ready. 

D16F to 

If the Printer Cycle Level is true (I22D) indicating that a Print Cycle is in 
progress, and the Character Counter is equal to k (CC=6) , reset D16F. 

SC to Ik 

If the character counter , is equal to $ (CC=J?) and either the unit is busy (D16F/) or 
not-ready (D18F/) , then set the sequence count to lU to' terminate the operation. 




EXIT 



FIGURE k-h. PERIPHERAL UNIT NOT BUSY 
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Enter Printer Flow (Refer to Figure 2.5-3). 
D[3£ through 31] to 17 octal 

Normally the word count field contains some value of octal 1 through 21. If - Dlj.OF 
through D30F is equal to zero then this I/O descriptor was compiled before the 
Model III I/O controls were available and l£ decimal words are to be printed on the 
line printer. At this time, D35 through 31 contain the number of words in core 
memory to be printed on the line printer. 

D26F to 1 

If the designate printer contains 132 print columns, I23D is true and D26F is set. 
D26F is used to select the proper address modification at CC = 5 PROD. 

Clear ¥ register 

If the Character Counter is equal to five (CC=£) and if either the unit is busy or 
not ready or not a drum operation (D16F/ + D18F/ + DROS/) and a Memory Access is 
Permitted (MAPS) , then clear the word register. 

SC + 1 

In addition to the Common Logic gate above (PROD) , if the unit designated is a 
Printer Operation (PTOD) , then advance the sequence counter one. 

CC to 

In addition to the Common Logic gate above, if this is not a Drum Operation (DROS/) , 
then clear the character counter. 

D[35 through 31] to 16 octal 

If D26F is reset when PROD becomes true, the printer requires 120 characters. The 
word count field is therefore set to an octal 16. This value is to be used at 
SC = 5 to modify the D-register address portion to access the 17th octal word from 
the starting address. Sixteen through zero represents 17 octal addresses. 

D 35 through 31 to 20 octal 

If D26F is set when PROD becomes true, the printer requires 132 characters. The 
word count field is therefore set to an octal 20. This value is to be used at 
SC = 5 to modify the D-register address portion to access the 21 octal word from 
the starting address. Twenty through zero represents 21 octal addresses. 

D35 through 31 to D UO through 36 

Transfer the number of core memory words to be printed on the printer into DUO 
through 36 because D35 through 31 is used as a counter during address modification. 
The beginning address in D15 through 1 must be modified because the line printer 
requires the least significant character transferred first. 

D25 to 1 

D25F is set to allow the use of the word counter D35F through D31F. 
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D17 to 1 

If D17F is not set, the logics transfers blank characters to the printer at SC =8. 
After D17F is set the logics allows the contents of core memory to be transferred 
to the printer. 

The clock pulse that finds PROD true could find D35F through D31F equal to 21 octal 
words (132 ctrs) and D26F set (132 column printer). D17F would not be set because 
21 octal words represents U characters in excess of 132 print columns. In this case, 
D17F would be set at the first entry into SC = 9. 

D17F is set at SC = 3 * PROD when the number of program words to be printed are greater 
than the capacity of the printer. 

D17F = D26F -x- D35 * D32F (22, 23, 26, 27) 

D26F -x- D35 * D33F (2U, 25,. 26, 27) 

D26F -x- D35 * D3UF (30, through 37) 

D26F/ -x- D35 ( 20, through 37) 

D17F being set at SC = 3 represents a program error. No error flags in the Result 
Descriptor are generated for this condition. 

The following actions are not dependent on any particular sequence count setting. 
They occur with each print line clock pulse (PLCP) . 

STRF to 1 

If there is a Printer Lister Clock pulse (I2UD) and a Printer is designated (PTOD), 
set the Strobe Flip-flop On. 

HOLF to 1 

If the Strobe Flip-flop (STRF) is On and the unit designated ia not a tape unit 
(DU1F/), then set the Holdover Flip-flop On. 

STRF to 

With the Strobe and Holdover Flip-flops (STRF • HOLF) Oh, reset the Strobe Flip-flop. 
HOLF to 

With the Holdover Flip-flop On and a Printer designated, reset the Holdover Flip- 
flop. 



SEQUENCE COUNT EQUALS FOUR 
SC + 1 

With the Holdover Flip-flop On and not a Control Descriptor (HOLF • D30F/) , advance 
the sequence counter to five. 
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D20F to 1 

If the print parity error level (I25D) is true and the Holdover Flip-flop (HOLF) is 
on, then set the D20F. D20F flags printer error from the previous line of print. 

SC to 11 

If the D30F is On (control descriptor) and the Holdover Flip-flop On, set the 
sequence counter equal to eleven. 



SEQUENCE COUNT EQUALS FIVE 
WC -1, D[l5-*l] +1 

If the word counter is not zero (WOOS/) , count the word counter D[35 through 31j 
down one for each clock pulse and count the address register plus one. 

SC to 9, D[35 through 3l] to 17 or 21 octal 

When the word counter is equal to zero (WOOS), then set the sequence counter to nine 
and access memory. D[35 through 3l] represents the number of octal words that must 
always be transferred to the Line Printer. 



SEQUENCE COUNT EQUAL NINE 
DR to WR 

If Memory Access Not Needed (MANF/) and the Maintenance Cycle Switch (MCYS) On and 
the Key Memory Level (KEML), then transfer the word in D to the W register. This 
function is active during the maintenance cycles only. 

CC to 7 

If the Memory Access Needed Flip-flop (MANF/) is Off and a backward read tape opera- 
tion is specified (D26F -x- TAOD) or it is a Printer Operation (PTOD) , then set the 
character to 7. 

WR to 

If Memory Access Not Needed (MANF/) and output operation is specified (B2L\F/) or 
there is an Address Overflow (AOFF) , then clear the word register. 

SC + 1 

If there is an Addressing Error (AOFF) and either if there are still words to be 
transferred (WC^O) or if the D2£F bit is Off, then advance the sequence counter to 
10. 

WC -1 

If Memory Access Not Needed (MANF/) and the word counter is not zero and D25>F is On, 
count the word counter down one. [W-lDl becomes a true level at this time. 
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SC to 11 

If Memory Access Not Needed (MANF/) and the word counter is equal to zero (WC=0) and 
the D25F bit is On, set the sequence count to 11 to check for End-of-Page and format* 

MANF to 1 

If there is no Address Error (AOFF/) and either the word counter is not zero (WC^O) 
or the D25 bit is Off, then set the Memory Access Needed Flip-flop On to initiate a 
memory access . 

D22F to 1 

If there is an Address Error (AOFF) condition (AMXS + AMNS) and either the word 
counter is not zero (WC^O) or D25>F is Off (D25F/) , then set the memory address error 
bit in the descriptor (D22F) to one. 

MANF to 

If there is a Memory Address Error (MAED-C) or upon completion of the Memory Access 
(MAOF) reset the Memory Access Needed Flip-flop , 

D22F to 1 

SC + 1 

If the Memory Access Needed Flip-flop is On arid there is a Memory Address Error 
(MAED-C) then set the memory address error bit (D22F) in the descriptor and count 
the sequence counter plus 1. 

MAOF to 1 

If a Memory Access (MANF) was requested, then set the Memory Access Obtained Flip- 
flop, at Memory Time 2 (MT2L) , to release the Control Unit and continue the opera- 
tion. MAPS/ would be true if the Memory Inhibit Switch was in the Inhibit position. 

MIR to WR 

Transfer the information from the memory information register to the word register 
with the memory input strobe (Read operations only). 

MISD 

Allow the memory input strobe if the Memory Access Needed and Memory Access Obtained 
Flip-flops are On and if there is an output operation (D2i|F/) . 

SC + 1 

Count the sequence count to 10 if the Memory Access Needed and Memory Access Obtained 
Flip-flops are On. 

CC 1, 2 to 1 
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In a printer operation, 

The first clock pulse into SC = 9 always allows the setting of character counter 1 
and 2 bits . 

CCUF to 1 

When printing 132 columns on the printer (D26F set) , CCI4F must be inhibited from 
setting with the first word accessed from memory. This logics allows only U char- 
acters of the first word accessed from memory to be transferred to the printer. 

D17F to 1 

D I4.O through 36 represents the number of words the programmer wishes to be printed 
on the printer. D 35 through 31 initially represents the maximum number of words 
the printer must receive with each line of print. If these two fields are not 
equal, D17F cannot be set. Only blanks are transferred to the line printer at 
SC = 8, when D17F is not set. If the number of words the programmer chose to print 
was greater than the maximum number of words the printer is capable of printing, 
D17F would never be set with this logic. This condition, however, is covered in the 
setting of D17F at SC = 3. 



SEQUENCE COUNT EQUAL TEN 
AOFF to 1 

Set the Address Overflow Flip-flop if the address counter is at the minimum ( AMNS) 
and a Printer operation. 

A -1 

If the address counter is not at the minimum (AMNS/) and it is a Printer Operation 
(PTOD) then count the address counter down one. 

MAOF to 

If the Memory Access Needed Flip-flop is Off, reset the Memory Access Obtained Flip- 
flop. This setting of MAOF to occurs one microsecond later for a read operation 
to allow time for a parity check. 

D19F to 1 

If the Memory Access Needed Flip-flop is Off, the Memory Access Obtained Flip-flop 
On (MANF • MAOF) and there is a Memory Parity Error (MPED-C) , then set the parity 
error bit (D19F) . 

WR to OB 

With the transfer W clock level true (will be with D2I4F/ PTOD) , transfer a char- 
acter from the word register to the output buffer register. The Character trans- 
ferred is the L.S.D. as the character counter was previously set to 7 at SC=9 time. 
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TWCD 

Allow the transfer W clock level to come true if the D2l±F bit is Off (D2UF/) and it 
is a Printer Operation (PTOD). 

C-ID 

If a Printer Operation (PTOD) , count the character counter down one to point at the 
next character to be transferred to the output buffer. 

SC to 7 

If a Printer Operation, set the sequence counter to seven to commence/continue the 
transfer of characters to the output buffer. 

D26F to zero 

D26F is unconditionally cleared because all printers appear the same to the logics 
from this point on. 



SEQUENCE COUNT SEVEN 

Entry into this state is from the SC=10 state. 
SC + 1 

If the Holdover Flip-flop (HOLF) is On, advance the sequence counter to eight. 



SEQUENCE COUNT EIGHT 

Entry into this state is from SC=7. 

PITL 

SC=8 • PTOD activates the Printer Information Transfer Level which allows the 
character in the output buffer (I/O) to transfer the storage register in the Printer 
(LSD first) . 

EXNF to 1 

If the Holdover Flip-flop is On and the External Flip-flop, is Off (HOFF • EXNF/), 
then set the External Flip-flop On. EXNF serves to delay the transfer of the least 
significant character for one Printer Lister clock pulse. 

Transfer Character (n+l) to Output Buffer Register 

CC -1 

If the Holdover Flip-flop is On and the External Control Flip-flop is On, then trans- 
fer the character pointed at by the character counter from the Word register to the 
output buffer register and decrement the character counter by one. This cycle will 
continue until one full word (8 characters) has been transferred. 
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SC + 1 

If the Holdover Flip-flop (HOLF) is On and the External Control Flip-flop is On and 
the character counter is equal to 7 * indicating that eight characters have been 
transferred, advance the sequence counter to continue the operation. 

SEQUENCE COUNT ELEVEN 

Entry into this sequence count is when the word counter is equal to zero at sequence 
count 9. 

Clear OB 

Unconditionally, clear the output buffer register. 
SC + 1 

With the Holdover Flip-flop (HOLF) On and no paper motion in the Printer (D25F set) , 
advance the sequence counter to 12. The operation may be delayed at this point by 
I27S/ being false indicating paper motion from the previous line of print has not 
been completed. D25F is set when 12 7S/ goes true. 

D21F to 1 

If the end-of-page level is true (I28D) and Holdover Flip-flop (HOLF) On and channel 
is designated (DCOS), that is not skip digits, then set the end-of-page designated 
bit (D21F). 

SEQUENCE COUNT TWELVE 

SC + 1 

Unconditionally, count the sequence count to 13. 
LPR to OB 

If it is not the end-of-the page or end-of-page with a skip specified (D21F/) , 
transfer the format control bits from the longitudinal parity register to the output 
buffer register. The format control bits were originally transferred to the parity 
buffer register at Sequence Count 2. 



SEQUENCE COUNT THIRTEEN 
PLCL 

Unconditionally, allow the Printer Lister Command Level to transfer the format 
control digits into the Format Control Flip-flops in the Printer. PLCL also 
initiates a Printer print cycle. 

EPRL 

If it is not the End-of-Page or End-of-Page with a skip specified (D21F/) , activate 
the End-of-Page Reset Level (EPRL). 
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SC + i 

If the Holdover Flip-flop (HOLF) is On, advance the sequence counter to 11|. 
D17F to zero 

D17F is unconditionally cleared because it does not represent an error condition. 
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FIGURE INFORMATION TRANSFER AT SC = 8 

SEQUENCE COUNT EQUAL TO FOURTEEN 

At SC=lU the result descriptor in D is shifted to ¥. The address portion of the D 
register is then set with the octal address where result descriptor now in ¥ is to 
be stored in memory. This octal address is cell 1U for I/O #1, cell 15 for I/O #2, 
cell 16 for I/O #3 and cell 17 for I/O #k. 

This sequence count is where the result descriptor is transferred from D and 
assembled in the word register. 

W16F to 1 

If the Designated unit was busy (D16F/) 3 D17F is Off, and the Transfer D register to 
W register level is true (will be at SC=li|) 9 then set the W16F bit On to indicate 
unit busy in the result descriptor being constructed in W. 



W18F to 1 



If the designated unit was not busy (D16F) , D17F is Off, and the designated unit was 
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not-ready (D18F/) and the transfer D to W level is present, set the unit not-ready 
bit (W18F/) On in the result descriptor being constructed in W. 

D[U5->01] to W[U5->01] 

If the transfer D to ¥ level is true (DWSD) , then transfer D to the W register. 
D[ 15^01] to 

Clear the 10 high order bits of the address portion of D if the Clear D register 
level is true (CDKD-l) • This will set the high order portion (module and area) of 
the address for storage of the result descriptor. 

D03F to 1 

Set the U-bit On in the address portion of the D register if the clear D register 
level is true (CDRD-l). All of the result descriptor addresses have the k and 8 
bits On. 

DOI4F to 1 

Set the 8 ! s bit on in the address portion of the D register if the clear D level is 
true (CDRD-l) . This sets the other common bit needed to address the result descrip- 
tor storage area. 

D01F to 1 

If the I/O Control Unit is designated as 2 or k 9 set the first bit in the address 
portion of D. For I/O 2: this, in conjunction with the previous setting of the 
8 and k bit and the reset of the 2 bit, will place an address of 13 in the address 
field in D. For I/O I4.: this, in conjunction with the setting of 8 and U bits and 
the setting of the 2 ! s bit, will result in an address of 15 in the address field in 
D. 

D02F to 1 

If the I/O Control Unit is designated as 3 or U, set the 2 ! s bit On in the address 
field in D. For I/O 3: this, in conjunction with the previous conditions and the 
setting of the l ! s bit to zero, will result in an address of 1U in the address field 
in D. 

D01F to 

If the I/O Control Unit is designated as 1 or 3 * indicating address of 12 or 1U 
required, turn off the l T s bit in the address field in D. 

D02F to 

If the I/O Control Unit is designated as 1 or 2, indicating an address of 12 or 13, 
then turn off the 2 f s. bit in the address field in D. 

SC + 1 

Unconditionally, count the sequence counter to 15. 
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SEQUENCE COUNT EQUAL FIFTEEN 
MANF to 1 

Unconditionally, set the Memory Access Needed Flip-flop On. The result descriptor 
must be stored in the memory cell reserved for it. 

MAOF to 1 

With the Memory Access Needed Flip-flop (MANF) On and with the Memory Write Level 
(MWRD) and at Memory Time Zero (MTOD) or if Memory Access (not) Permitted (MAPS/) 
set the Memory Access Obtained Flip-flop On. 

I/O Finished 

If the Remote Operation (REMF) and memory access has been obtained (MAOF) , set the 
I/O Finished interrupt bit in Central Control. 

W Register to MIR 

With the Memory Access Obtained (MAOF), replace the word in the memory cell addressed 
by the address field of 2 (12, 13, 1U, or 15) with the result descriptor in W. The 
result descriptor will be written into memory at write time of the memory cycle. 

I/O Flip-flops to 

With the clear I/O level true (GIOD) clear all of the I/O Flip-flops, except the W 
register. 

W[U8=>01] to 

With the clear I/O level (CIOD) true and the Memory Access Permitted (MAPS), clear 
the W register. This logic inhibits clearing of the W register for maintenance 
operations only. 

IMCF to 1 

If not in Remote Operation (REMF/), the Maintenance Recycle switch is On (RECF) , and 
memory access has been obtained (MAOF) , set the initiate Maintenance Cycle Flip-flop 
On to initiate another cycle. 



PRINTER FINISHED INTERRUPT 

Approximately 70 ms after the I/O Finished Interrupt occurs, I06F is set to indicate 
that Printer #1 has finished printing and spacing paper for the previous line. I06F 
being set forces an octal address of 25> into the Interrupt Address Register. 10 7F 
is set when Printer #2 has finished printing and spacing paper for its previous line 
I07F being set forces an octal address of 26 into the Interrupt Address Register. 

Only Printer #1 operation is considered here since the overall operation for 
Printer #1 and Printer #2 is identical. In the static state 22 PPRS/ is a false 
level and 22 PAML/ is a true level. Refer to Figure 2.5-6. 22 PAML/ being 
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switched causes 22 PAMS-E to be false. This in turn causes 22 PCTS/ to be a true 
level. 22 PCFS/ is a true level in the static state. This causes 22 PCFS to be 
false and thus prevents the setting of I06F. 22 PCFS is two cross-coupled switches 
which logically operate as a Flip-flop. 22 PCF is reset in a static state. 

As paper motion is initiated, 22 PAML/ goes false and causes 22 PCFS to become a 
true level. These cross-coupled switches are now considered in the set state. 
About 70 ms later, 22 PAML/ goes true causing the level 22 PCYS/ to be true and I06F 
is set. As soon as I06F/ goes false 22 PCFS is reset to disable the set level to 
I06F. An octal address of 25 is forced into the Interrupt Address Register. The 
Master Control Program takes over from here. 




OCTAL CELL -25 



FIGURE U-6. PRINTER FINISHED INTERRUPT 
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SECTION 5 

MAGNETIC TAPE CONTROL 

OPERATING CHARACTERISTICS 

Magnetic tape is normally used as an auxilliary storage device. In this capacity, 
large amounts of data may be stored for future reference and can be considered as 
permanent storage. Approximately 12 to 15 million 7 bit characters at high density 
can be stored on a 2l|00 ft. tape. 

The BU22 Magnetic tape units have a capstan speed of 120 inches/second and allows 
reading or writing at high or low densities. A special modification kit is 
available to allow the 120 inch per second tape units to operate at 800 BPI. The 
character transfer rate is 96.0 KC. 

The Bl|23 tape units also have a capstan speed of 120 inches/second but the low 
density switch is locked in the low density position. 

The BI4.2U tape units have a capstan speed of 83. h inches/second and the density 
select switch is locked in the very high density position. An interim Blj.25 
which is no longer available had a tape speed of 83. U inches per second. Three 
tape densities were available. 

The Blj.25 tape units have a capstan speed of 90 inches/second and have a three 
position density switch to allow character packing densities of low density, high 
density or very high density. 

BU21 Magnetic tape units have a capstan speed of 90 inches /second with high or 
low packing densities selection available to the operator. 

Usually all tape units connected to the B££00 system have the same capstan speed 
even though different model numbers may be intermixed. Any 1/0 control may 
access any one of 16 tape units. All tape units must function identically with 
any 1/0 control because only one set of tape control multi ! s for each density are 
contained in the 1/0. Tape units operating at 83. U inches per second and tape 
units operating at 120 inches per second can be intermixed on the same system. 
If this is done, the 120 inch per second units can operate only at 200 BPI or 5£5 
BPI. In this case the set of 800 BPI multi T s are adjusted to read tape with a 
capstan speed of 83. h inches per second. These same multi ! s must be readjusted 
if 800 BPI are to be read when using a tape capstan speed of 120 inches per 
second. This is why one set of multi T s cannot be used to read 800 BPI at two 
different tape speeds at the same time. 

When mounting a tape reel, the operator must use the density select switch to 
select the corresponding density at which the tape read or write is to be per- 
formed. Consistent parity errors result on a tape read operation if the 
operator selects a density other than what the tape reel had previously been 
written. Figure 5-1 shows the character transfer rate at different capstan speeds. 

All tape units rewind 2i;00 ft., of tape in less than 90 seconds. 
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TAPE SPEED 


901 PS 


1 20I PS 


ou.tiro 


83 41 pc 




200 BPI 


18.0KC 


24.0KC 


- 


16.7KC 


18.0KC 


555 BPI 


50.0KC 


66.7KC 




46.3KC 


50.0KC 


800 BPI 






66.7KC 


66.7KC 


72.0KC 


CHANNELS 


7 


7 


7 


7 


7 


MTU 


B421 


B422 


B424 


B425 


B 425 




B9390 


B9396 




INTERMEDIATE 


B9391 



FIGURE 5-1 TAPE TRANSFER RATE OPTIONS 



The magnetic tape format uses standard 1/2 inch magnetic tape for data storage. 
The physical placement of information in character form is shown in Figure 5-2. 



RECORD 




.005" @ 200 BPI 
.0018" @ 555.5 BPI 
.0012" ® 800 BPI 



FIGURE 5-2 MAGNETIC TAPE FORMAT 



INFORMATION CHARACTERISTICS 



The tape format consists of 7 tracks, one of which is used for vertical parity 
checking. Each vertical frame (7 tracks) comprises a character that may be 
written in three densities; low, high, or very high. A frame refers to a one 
bit space in each of seven channels . In alpha mode each frame represents an 
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alpha character (BCL code) of 6 bits plus an even parity bit. In binary mode 
each frame represents a binary character (internal code) of six bits plus an 
odd parity bit. 

Alpha information is represented by character in the B5500. Each character 
consists of six bits: B, A, 2, 1. With these six bits, there is a possible 
combination of bits to form 6k characters. These 6U characters are the alpha- 
betic characters A-Z, the numeric characters 0-9 and special characters. 

When information is represented internally, as Binary information, eight 
characters make up a "word". The word is referred to in this way only since 
eight characters have a total of U8 bits, a word has U8 bits, and a character 
is not split between words . Alpha information is thought of as a number of 
characters grouped together in successive words to form a "string." The first 
character of a string is in the lowest memory location. The character in a 
string succeeding a character which occupies the last character position of a 
word is the first character in the word with the next higher memory location. 

Information is recorded in variable length groups with blank spaces of tape 
between each group. These groups of information are called records. Each 
record is written entirely in either Alpha or Binary mode. The length of a 
binary coded record may be from 1 to 1023 words. The alpha write operation may 
be terminated by a group mark detected in the W- register or when" the word 
counter has been counted down to zero. A tape write instruction can only be 
executed in the forward direction. 

The longitudinal parity character is written four and 1/2 character frames after 
the last character of every record. A series of records followed by an End of 
File character is called a file. An End of File character is a BCL ">" and is 
the only valid one character record. All other alpha records must be at least 
7 characters in length. All Binary records must be from 1 word to 1023 words 
long. An End of File character has the same bit configuration for both alpha 
and binary mode. Refer to Figure 5-3. 

— pile ~ - 

LONGITUDINAL 




LABEL 
RECORD 



BINARY> = 00 1111 
ONLY VALID 1 CHAR. RECORD 



FIGURE 5-3 TAPE FILE 
PHYSICAL AND DIMENSIONAL CHARACTERISTICS 

Magnetic tape is made with iron oxide powder mixed with a binder which holds it 
to a plastic base. If the oxide is held between two layers of plastic, it is 



Printed in U.S. America 1-15-69 



For Form 1036993 



5-U 



Burroughs - B5500 Input/Output Control Training Manual 



called a sandwich tape. The magnetic tape units use non-sandwich type magnetic 
tape. Burroughs supplies an oxide coated tape with a 1.5 mil Mylar base. 
Acetate based tape (of the same size) used by some tape units can be accepted. 
The Burroughs tape is wound on a plastic reel with a hub diameter of 3.7 inches 
which fits an expandable type reel lock. 

The marker strip, on the Mylar side, is placed at approximately 11 feet from the 
beginning of the tape. Another marking strip, on the same side, is placed 
approximately 15 feet from the end of the tape. These marker strips are 
reflective pieces of aluminum foil which are used in sensing the beginning 
(BOT) and end (EOT) of the tape. Refer to Figure 



BASE CASTING 



SPLICE 



-6- IN. 



j ;(OXIDE SIDE UP; 
I i 



FORWARD 
CAPSTAN 



-11 -FT, 



EP 
= 1 



z 




dor] ; | 



32 



XI READ 
HEAD 



z 



REVERSE 
CAPSTAN 



■15-FT, 



PHYSICAL END OF TAPE- 



- PHYSICAL BEGI NNI NG OF TAPE 

FIGURE 5-U POSITIONING BOT AND EOT MARKER STRIPS 



Two leaders are used with the TTU. A female leader, constructed of magnetic 
tape, is attached to the take-up reel. It is attached so that the mylar side 
runs next to the magnetic head. The total length of this leader is normally 
about 15 feet as shown in Figure 5-5. A reflective marker strip is applied to 
the oxide side of the leader and appears approximately 63 inches from the 
junction end of the leader. This marker strip is used for the unload operation 
and is positioned in a manner that allows it to be sensed by the EOT (End- of - 
Tape) sensor. 

A 6-inch male leader is spliced to the file tape. This leader is constructed 
of non-magnetic black Mylar film. It is inserted into the female leader slot 
by compressing the edges . 




A SECOND EOT STRIP TO MARK UNLOAD POINT 
IS APPROVED BUT NOT REQUIRED 



r~r 2 



Lf.Qj] [fOT]~f 
(MYLAR SIDE UP) ' 



I 



V 



SPLICE 



-6-1 



-63-IN- 



APPROX. 15 FT. 



FEMALE LEADER 



FIGURE 5-5 POSITIONING. UNLOAD MARKER STRIPS 



Dreg 


30 


24 


27 


26 


25 


Word 
Counter 


OPERATION PERFORMED 


1. 


1 








1 





Not Used 


Rewind (Write-Backward) 


2. 

















Not Used 


Write — Alpha terminated with GM in memory 


3. 














1 


WOO 


Write - Alpha terminate when WOO 


4. 








1 





1 


WC£0 


Write — Binary terminated when WOO 


5. 


X 





1 





1 


WOO 


No Operation - Used to interrogate TTU for Ready and Write Ring 


6. 


1 














Not Used 


Erase — Alpha terminated with GM in memory 


7. 


1 











1 


WC/K) 


Erase - Alpha terminated when WOO 


8. 


1 





1 





1 


WC£0 


Erase — Binary - 1023 words erases 15 in. at high density 


9. 





1 











Not Used 


Read — Alpha — Forward stop at longitudinal parity; I/O inserts GM 


10. 





1 





1 





Not Used 


Read — Alpha — Backward stop at inter-record gap; no GM insert 


11. 





1 








1 


WCjK) 


Read — Alpha — Forward word-counter end 


12. 





1 





1 


1 


WOO 


Read — Alpha - Backward word-counter end 


13. 





1 


1 








Not Used 


Read — Binary — Forward — stop at longitudinal parity; no GM insert 


14. 





1 


1 


1 





Not Used 


Read — Binary — Backward — stop at inter-record gap; no GM insert 


15. 





1 


1 





1 


WC£0 


Read — Binary — Forward — word-counter end 


16. 





1 


1 


1 


1 


WC£0 


Read — Binary — Backward word-counter end 


17. 





1 


X 





1 


wc=o 


Normal Space — Forward 1 record 


18. 







X 


1 


1 


WOO 


Normal Space — Backward 1 record 


19. 


1 










1 


WOO 


Maintenance Space Forward 2 Records & Mark inter-record gap 


20. 


1 




1 





1 


WOO 


Maintenance Space Forward & Mark time to valid record 


21. 


1 




1 


1 


1 


WOO 


Maintenance Space Backward & Mark time to valid record 
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Tapes created by the B£5>00 always have a label record about 6 inches from the 
B0T marker strip. The label record is the first record immediately followed 
by a one character (>) tape mark record. When the E0T marker strip is sensed, 
the MCP writes a one""character tape mark record followed by a label record. It 
is possible for the programmer to ignore the E0T result descriptor and continue 
reading or writing in the forward direction. "When the physical end of tape is 
reached the tape unit loses vacuum and power in dropped on the tape unit. 

When reading backwards and the B0T marker strip is sensed the tape logics 
stops tape movement and prevents all backward movement beyond the B0T marker 
strip. 



MAGNETIC TAPE WRITE (Always performed in the forward direction) 

DU8,^7 = 1,0 (Flag, I.D. bits) 

DU6 = X (Presence bit) 

Dii5 - EUl - Unit designate. 

u = 1, 3, ... 31 (DlilF always - 1) A, B, C^T. 
DUO - D31 = Word count n specifies the number of words to be written in 

the binary or alpha mode. 0-1023. 

If n = in binary mode, there is no tape movement. This 

instruction used primarily by MCP. 
D30 = 1 No Data Transfer (Erase or Space Operation) 

D29,28 = XX (integer, continuity bits) 

D27 = Alphanumeric Write 

=1 Binary Write 
D26 = Forward 

D2£ = Alphanumeric (terminated by group mark) - Don T t use word 

counter. 

= 1 Use word counter alphanumeric or binary (terminated after 

n words have been written) . 
D2U = Output from memory (tape write). 

D23 - D16 * Not Used 
Dl5 - Dl = Starting memory address 

Words are written from successively higher memory addresses . 



MAGNETIC TAPE READ 



DU8,U7 = 1,0 (Flag I.D. Bits) 

DI4.6 = X (Presence bit) 

DU5 - Dlil = Unit Designate = 1, 3, £, 31 (Dljl always = l) A, B, C-^T 
DUO - D31 = Word Count n specifies the maximum number of words to be 

transferred to memory, and is significant only if D2£ = 1. 

If n = Backspace one record 

and D26 = 1 without memory transfer . 

If n = Forward space one record 

and D26 = without memory transfer. 



D30 



= 1 Inhibit data transfer 
= Unit Control bit 
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D29*28 = xx (Integer Continuity bits) 

D27 =0 Alphanumeric Read 

= 1 Binary Read 
D26 = Forward Read 

= 1 Backward Read 
D2£ = Transfer all character of the record to memory. 

= 1 Inhibit memory transfers after the word count n has been 

satisfied. No group mark is stored in memory. If the tape 

record terminates before n has been satisfied, D2£ has no effect. 

Tape motion stops when the inter-record gap is reached regardless 

of the count in the word counter. 
D2U = 1 Input operation 

D23 - Dl6 = 1 not used 
Dl£ - Dl = Starting memory address. 

Forward Read places words of the record in successively higher 

memory addresses. 

Backward Read places words of the record in successively lower 
memory addresses. 



MAGNET TAPE WRITE RESULT DESCRIPTORS 

The basic error and control field of Dl6, D17* Dl8 and D22 are utilized. 
D16 = 1 indicates unit busy - in use with another 1/0. 
D17 = 1 used as a logical flip flop for maintenance operations. 
Dl8 = 1 Unit not Ready (power off or in local) . 

In addition to the basic field, the following bits are used as flags: 

1. D19 = 1 Parity Error from memory to 1/0 

2. D20 = 1 Parity Error from Magnetic Tape while writing or dropout 
detected. 

3. D21 = 1 End-of-Tape indicator (1/0 model I and II only; not used in 
model III) . 

U. D20 and D22 = 1 Write Lockout (1/0 attempted to write on reel without 
a write ring in model I, II or III.) 

5. D22 = 1 Core memory address error 

6. D2U 5 =>D30 See figure £-6. 

7. D3U = 1 The E0T aluminum strip has been detected. 

8. D35 = 1 The B0T aluminum strip has been detected. 

9. D36 = 1 Nine feet of blank tape has been detected on a read-back. 

10. D37 = 1 Set if there is an information parity error from memory to 
I/O (model III only) . 

11. DU6 and D19 = 1 Both flip flops are set if D3U, D35, D36 or D37 is 
set. DU6F is used on model III only to flag an extension of the 
normal error field. 

D31 5 32, and 33 not used in write result descriptor. 

READ RESULT DESCRIPTOR 

The basic error and control field of D16, D17* Dl8 and D19 are utilized the 
same as in a write operation. 
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D20 = 1 A vertical character parity error from tape to I/O on either a 
longitudinal parity error has been detected. In model III l/0 ? s a drop- 
out being detected forces the set of the parity error flag. 

B21 =1 to End-of-file character (a BCI > = 09 1111) has been detected in 
the IB register. 

D22 Not used in a read result descriptor 

D23 Not used 

D2U-^D30 See Figure 5-6. 

D31, D32, D33 Contains the contents of the character counter at 
End-of -operation ( EOPS ) time. 

FORWARD: If D31 =°> 33 = 0, the last word read was a full word. 

If D31 33 ^ 0, then the number of characters read in the 
last word is contained in D31 33. 

BACKWARD: D31 =*> 33 = 7 the last word read was a full word. If D31 33 
^ 7 then the contents of D31 =*o 33 subtracted from 7 equals 
the number of characters stored in the last partial word. 

D3U3 D35> D36, D37 and DU6 along with D19 are utilized the same as in a write 
operation. 

TAPE OPERATIONS CONTAINING QUESTION MARKS 
CHARACTER COUNTER 
W-REGISTER: — 






1 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 


01 


C2 


03 


C4 


05 


C6 


C7 


C8 


C1 


C2 


03 


C4 


C5 


06 


C7 


C8 


1 


2 


3 


4 


5 


6 


7 


8 


9 


8 


7 


6 


5 




BL 


BL 



INFORMATION IN MEMORY 



ALPHA INFO WRITTEN 
ON TAPE WITH GM END 
(minimum- of 7 ctrs) 



1 


2 


3 


4 


5 


6 


7 


8| 9 


8 


7 


6 


5 







INTERNAL CODE 
GM NOT WRITTEN 

BCL CODE 



MEMORY CONTENTS AFTER 
FORWARD ALPHA READ 
(minimum of 7 crts) 



MEMORY CONTENTS AFTER 
BACKWARD ALPHA READ 
(minimum of 7 ctrs not 
including question marks) 
Maximum record is 32,768 words 



1 


2 


3 


4 


5 


6 


7 


8 | 9 


8 7 


6 


5 








INTERNAL CODE 


\ 


T/pf T.nr T Tn.q 
INSERTS GM 

INTERNAL COLE 


? 


? 


? 


1 


2 


3 


4 


5 | 6 7 


8 


9 


8 


7 


6 


5 



QUESTION MARKS (00 1100) INSERTED BY 
1/0 NO AUTOMATIC INSERTION OF GM BY 1/0. 



FIGURE 5-7 ' ALPHA READ AND WRITE WITH GROUP MARK END 
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NOTE 



No shifting of information occurs on backward read if information on 
tape is in modulo eight. 



CHARACTER COUNTER: 
W-REGISTER : 



INFORMATION IN MEMORY: 






1 


2 


3 


4 


5 


6 


7l0 


1 


2 


3 


4 


5 


6 


7 


C1 


C2 


C3 


C4 


C5 


C6 


C7 


C8IC1 


C2 


C3 


C4 


C5 


C6 


C7 


C8 


1 


2 


3 


4 


5 


? 


? 


8 I 9 


8 


7 


6 


5 


4 


BL 





INTERNAL CODE 



ALPHA INFO WRITTEN 
ON TAPE WITH GM END 
DROPOUT IS DETECTED (D20F set) 



A 



1 


2 


3|4 


5 


? 


? 


8] 9 


8 


7 


6 


5 


4 


BL 



NO FLUX CHANGE ON TAPE 

BCL CODE 



MEMORY CONTENTS AFTER 
FORWARD ALPHA READ 
DROPOUT IS DETECTED (D20F set) 



1 


2 


3 


4 


5 


8 


9 8|7 6 I 5 


4 


BL 










INTERNAL CODE 


set) ^ — 


1/0 Logics 

INSERTS GM 

INTERNAL CODE 


? 


? 


? 1 


2 


3 


4 


5 J 8 


9 


8 


7 


6 


5 


4 BL 



MEMORY CONTENTS AFTER 
BACKWARD ALPHA READ 
DROPOUT IS DETECTED (D20F set) 

FIGURE 5-8 ALPHA READ AND WRITE WITH QUESTION MARKS 

NOTE 

The B5500 MCP will DS any program containing a question mark to be 
written in alpha on magnetic tape. However, BCL question marks 
may be on tapes created by other systems. Note the above results. 

' CHARACTER COUNTER: 
W-REGISTER : 






1 


2 


3 


4 


5 


6 


7 





1 


2 


3 


41 5 


6 


7 




C1 


C2 


C3 


C4 


C5 


C6 


C7 


C8 


C1 


C2 


C3 


C4 


C5 


C6 


C7 


C8 


INTERNAL CODE 


1 


2 


3 


4 


5 


6 


7 


8 


9 


8 


7 


6 


5 




BL 


BL 



INFORMATION IN MEMORY: 



ALPHA INFO WRITTEN 
ON TAPE WITH WORD 
COUNT END 



MEMORY CONTENTS 
AFTER FORWARD OR 
BACKWARD ALPHA READ 
USING WORD COUNT 



If 


2 


3 


4 


5 


6 


7 


8l9 


8 


7 6 


5 




I r — I 

BL BL 


LP 


(1 to 1023 words) 














1 


2 


3 


4 


? 


6 


7 


8 | 9 


8 


7 6 


5 




BL BL 





(1 to 1023 words) 
FIGURE $-9 ALPHA READ AND WRITE WITH WORD COUNT END 



BCL CODE 



INTERNAL CODE 

1/0 DOES NOT 
INSERT GM 
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CHARACTER COUNTER: 
W-REGISTER : 



INFORMATION IN MEMORY: 



oil 1 2 I 3 I 4 j 5 j 6 } 7 I I 1 I 2 1 3 I 4 I 5 I 6 I 7 
| 1 | 2 3 I 4 I 7 1 6 I 7 I 8 I 9| 8 1 7 1 6 ' S [ — |bl|bl| 



ALPHA INFO WRITTEN 
ON TAPE WITH WORD 
COUNT END 

Dropout is Detected (D2 of set) 
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FIGURE 5-10 ALPHA READ AND WRITE WITH QUESTION MARK 
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FORWARD OR BACKWARD 
READ WITH WORD COUNT END 
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FIGURE 5-11 BINARY READ AND WRITE 



NOTE 

If the word counter is not used (D25&7) in a binary read, the read operation 
is terminated with the end of information. A group mark is not inserted 
by I/O on a forward or backward binary read. 
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B 5500 MAGNETIC TAPE GLOSSARY 

2 BID 200 Bits per inch Driver: true when low density is selected 
5 BID 555 Bits per inch Driver: true when high density is selected 
8 BID 800 Bits per inch Driver: true when very high density is selected 
AB0P A-panel blocking oscillator clock pulse 

A0FF Address Overflow Flip-flop - Indicates the flip-flops D01F — D15F 
were all equal to one when Memory Cycle took place. Inhibits 
any further transfer of information to or from Core Memory. 

BDL/ Backward Drive Level Not - This level is sent to the TTU through 
output drive 023D of the 1/0 Control Unit via Central Control, 
and when positive causes tape to drive backward providing the 
TTU is designed and ready. 

BF2M Backward Flaw Multi for 200 BPI. This multi functions to restore 
the 1/0 Control read logics after any flaw has been read from 
tape. 

BF5>M Backward Flaw Multi for 555 BPI. This multi is the logical 
equivalent of BF2M. 

BF8M Backward Flaw Multi for 800 BPI. This multi is the logical 
equivalent of BF2M. 

BFMS/ Backward Flaw Multi Switch Not - Its output is true when BF2M, 
BF5M and BF8M have all timed out. 

BKHF Backward Drive Flip-flop - Used to control Backward Tape Drive. 

BLTM Blank tape Multi: The purpose of this multi is to prevent tape 
runaway during a write or read operation. When no read-back of 
information occurs, for 5 feet, BLTM times out and causes W36F to 
be set in the result descriptor. 

BRIM Backward Read Inhibit Multi This multi is used to inhibit Tape 
Read Level for 6.6 ms when performing a tape turnaround. A tape 
turnaround is when a backward read is initiated with the Tape 
Transport Unit in the write status. 

BTDM Busy Test Delay Multi - Busy Test Delay Multi is used in the 

standard sequence logics at SC=3 and CC=6. This multi delays the 
busy test when the TTU is initially found busy. During successive 
forward operations the tape drive is not stopped provided the 
second forward operation follows the first forward operation 
before DSI in the tape unit has tired out. The second operation 
waits about 800 us or less before DSI times out. DSI is not 
triggered in a backward read. 
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BTDS/ Busy Test Delay Multi Switch Not - This is the switched output of 
BTDM. BTDS/ is true after BTDM has timed out. 

BWIM Backward Index Multi: This multi is triggered when an Information 
Multi times out in a backward read. BWIM prevents the reset of 
BKWF for 1.2 ms to insure the TTU drives the tape well into the 
inter-record gap. EOPS is also produced with BWIM. 

CWBD Clear Write Buffer Driver - The WB register is cleared with this 
driver at the beginning of the LP gap during a write operation. 

DOlFVDl^F These l£ flip-flops are part of the D register. Normally, during 
an operation they always contain the address of core memory that 
information is being sent to or taken from. During maintenance 
operations, they are used to measure tape start time and inter- 
record gaps. 

D17F During the magnetic tape operation, it is used to indicate the 
Mark Inter-Record Gap command, or Mark Start Time to Record 
command is to be executed. 

D20F If a Tape Storage unit is in the Write Lockout status when attempting 
to execute a Write Descriptor, this flip-flop remembers it along 
with D22F. If a Write Descriptor or Read Descriptors is executed 
and a lateral parity error or longitudinal parity error is sensed, 
this flip-flop remembers it. D20F is also used during the Mark 
Start Time and Mark Inter-Record Gap commands to enable the count- 
ing of D01F — Dl£F portion of the D register. It is part of the 
Result Descriptor. 

D21F This flip-flop is part of the D register. During a read operation, 
it flags an End-of-File Record; during a write operation, it flags 
the sensing of End-of-File Reflective strip. It is part of the 
Result Descriptor. 

D22F For Tape Write, D22F is set in conjunction with D20F when the 
transport is found in the Write Lockout condition. 

D26F This flip-flop is part of the D register. When this flip-flop is 
On, tape is to be driven backward during this operation. When 
this flip-flop is Off, tape is to be driven forward during this 
operation. 

D27F This flip-flop when set, specifies a binary operation. 

D30F For Write Descriptors D30 being on causes an Erase Operation; 
for Read Descriptors D30 activates the Maintenance Logic. 

D0ED Dropout Detected Driver - Every character read from tape re- 
triggers the selected lost digit multi. The lost digit multi 
timing out indicates one character has been dropped. However, this 
dropout is not detected unless another character is read before 
the selected information multi times out. 
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DS2M Digit Skew Multi for 200 BPI. 
DS5M Digit Skew Multi for 555 BPI. 
DS8M Digit Skew Multi for 800 BPI. 

DS2S/ Digit Skew 200 BPI Switch. This switch output is true when 
DS2M has timed out. 

DS^S/ Digit Skew 555 BPI Switch. This switch output is also true when 
DS5M has timed out. 

DS8S/ Digit Skew 800 BPI Switch. Compatable to DS2S/ and DS5S/. 



DSI Delay Standard Index-Multi located in TTU that delays the stopping 

of tape drive in the forward direction. Tape will continue to 
drive forward after the FWDF Flip-flop is turned off in the I/O. 
DSI is not used when moving tape backwards. 

DSWM Digit Skew Write Multi: at 120 inches per second capstan speed, 
this multi is set at 2.5 us. This means that while writing a 
tape the maximum skew allowed for the characters or readback 
is held to within 2.5 us. 

E0FL End- of -File Level - This level is produced by sensing the output of 
the Input Buffer. IB [8**>l] all equal to one and IB [B=oA] both 
equal zero indicates a tape mark character (>) in BCL code has been 
read. This is the only valid 1 character record. 

E0FS Tape End- of -File Switch - The output of this switch is true when an 
End -of -File character (BCL >) is read from tape and the Character 
Counter and VRCF verify that only one flux change has been read in 
the forward or backward direction. This is the only valid 1 character 
record. 

E0PS End of operation Switch: this switch output is true when the end of 
a tape record has been sensed. E0PS indicates that either LP2M, 
LP5M, LP8M or BWIM is on. 

EXNF During a magnetic tape operation it is used to activate the pulse 
counter and interlock indexing logic while the 1/0 unit is 
transferring information to the transport. 

FDL/ Forward Drive Level Not - This level is sent to the TTU by 02 2D of 
the 1/0 through Central Control, and when positive, causes tape to 
drive forward providing the TTU is designated and ready. 



FWDF Forward Drive Flip-flop - Used to control forward tape drive. 

GPMS Group Marker Switch - The output of this switch will come true when 
0B [B^l] all equal one during a write operation. (Alpha GM. ) 

H0LF Hold-Over Flip-flop - Used in conjunction with STRF to sync various 
multi functions with the one megacycle clock. 
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IIMS/ Information Multi Switch Not - Its output is true when IM2M, IM5M 
and IM8M have all timed out. 

IM2M Information Multi - 200 BPI: It is set to "one" by the first flux 
change of a record and held, over by subsequent flux changes, if 
they occur at 2i| KC. IM2M is activated during the low density mode 
only. 

IM5M Information Multi - 555 BPI: It is set to "one" by the first flux 
change of the record and held over by subsequent flux changes if 
they occur at 67KC. IM5M is activated during the high density mode 
only. 

IM8M Information Multi - 800 BPI: This multi is set by the first flux 
change that is read from tape when the very high density switch 
is selected in the tape unit. This multi is retriggered with 
each subsequent flux change when reading 800 BPI tape. 

IMCF Initiate Maintenance Cycle Flip-flop. 

IMCP Initiate Maintenance Cycle Pulse. 

IMFF Information Flip-flop - It remembers that one of the Information 
Multi 1 s (IM2M, IM5M or IM8M) has been set. 

IMIF Information Index Flip-flop - Used in conjunction with IMFF to sync 
the indexing logic with the one megacycle clock. 

InnP Information read pulses: The InnP lines originate in Central Control 
and are used to transmit the 2 us tape read pulses to the Input/Output 
control. The tape read pulses are reshaped by pulse compressor 
packages to 0.5 us pulses in Central Control. 

IRnF Tape Information Read Buffer - Information from the Tape Transport 
units is received in this buffer. It is made up of IR1F**>IRPF . 

IWSS/ IB to ¥ register Shift Level Not: When false, this level transfers 
the contents of the IB register to the ¥ register. 

LCHF Last Character Flip-flop - This flip-flop, along with LPWF, 

remembers that the last characters of a record are about to be 
written on tape. LCHF and LPWF on, along with CCI4F on, and the 
Pulse Counter equal to zero or one, form the gate to produce the 
Tape ¥rite Reset Pulse. 

LP2M Longitudinal Parity Multi 200 BPI: Used to delay the testing of 
the Longitudinal Parity Character and to generate the (EOPL) 
End-of -Operation Level. While LP2M is on, the Longitudinal 
Parity Character is read from tape. 

LP5M Longitudinal Parity Multi 555 BPI: It is the high density 
equivalent of LP2M. 

IP8M Longitudinal Parity Multi 8 00 BPI: It is the very high 
density equivalent of LP2M. 
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LPES Longitudinal Parity Error Switch - This level becomes true when 
any of the LPnF ! s are found off at E0PS time and SC=8. 

LPIM Load Point Inhibit Multi - This multi inhibits the Tape Read 
Level while traversing the gap between the Load Point Reflec- 
tive Strip and the first record on tape. 

LPnF Longitudinal Parity [1->P] Flip-flops - Used during the tape 

operations to accumulate longitudinal parity. Any one of these 
flip flops being off after the longitudinal parity character has 
been read causes LPES to be true and D20F is set to flag a parity 
error. 

LPWF Longitudinal Parity Write Flip-flop - This flip-flop along with 
LCHF remembers that the last characters of a record are about to 
be written on tape. LCHF and LPWF on, along with the CCl+F on, 
and the Pulse Counter equal to zero or one, form the gate to 
produce the Tape Write Reset Pulse. 

MRD Restart Delay Multi - Located in the TTU that delays reading from 
tape after stopping forward tape drive and restarting another tape 
drive. This condition may allow the tape to come to a complete 
stop between records. 

0BCF Output Buffer Call Flip-flop - When set to "one", signifies that 
new information is to be shifted to OB. 

PC Pulse Counter - The Pulse Counter counts at a one megacycle rate 

and is used to divide down the 1 MC clock to some predetermined 
rate. 

PC=lU/Ul Pulse Counter Equal Fourteen - The PC is recycled at lU-time or 
Ul-time during a magnetic tape operation, this providing a 66KC 
or 2UKC recycle rate with a tape speed of 120 inches per second. 
Information will be read back at 1$ us or U2 us intervals respec- 
tively. 

PELS Parity Error Level Switch: Its output may become true when 

vertical parity has been violated for any character read into the 
IB register. 

PUCF Pile-up Control Flip-flop - When on, signifies that the IB Buffer 
contains a character which is to be shifted to the W register. 

RCNF Record Control Flip-flop - When on, signifies that the body of a 
record is being read from tape. 

RECF Recycle Flip-flop - Used to allow consecutive maintenance cycles 
of a particular operation to occur. 

REMF Remote Flip-flop - On when the 1/0 Control unit is in the remote 
mode. 
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RIMS/ Read Inhibit Multi Switch Not - Its output is true when both LPIM 
and BRIM have timed out. 

SH0F Skew Holdover Flip-flop - Used in conjunction with SKFF to sync 
the input clocking logic with the one megacycle clock. 

SKFF Skew Flip-flop - Serves as a storage element to signify 
the setting of one of the Digit Skew Multi' s. 

STRF Strobe Flip-flop - This flip-flop is used for control purposes in 
the 1/0 Control unit. It is turned on when it is necessary to 
sync in on the one megacycle clock. 

TA0D Tape Operation Driver. 

TCP/ Tape Clock Pulse Not - This pulse is sent to the TTU by 021D of 

the 1/0 through Central Control, and when positive, causes a flux 
change to be written on the tape. What is written on tape is 
controlled by the levels coming to the TTU from the outputs of 
the Write Buffer of the 1/0. 

TDCS Tape Drive Conflict Switch: This switch output is true when a 

backward read follows a write operation. This logics is used to 
drive tape initially forward before going backward. 

TEFL/ Tape End-of-File Level Not - This level comes from the TTU via 

I38D of Central Control, and when positive, indicates the tape has 
been driven forward onto the end-of-file marker. TEFL remains pos- 
itive until tape is driven backward off the end-of-file marker. 

THDL/ Tape High Density Level Not - This level comes from the TTU via 
13 7D of Central Control, and when positive, indicates the High 
Density Switch is in the High Density position BPI) or very 

high density position (800 BPI). 

THVL/ Tape Very High Density Level Not - This level is false when the 
density select switch is in the 800 BPI position. 

TLPL/ Tape Load Point Level Not - This level comes from the TTU via 
I3I4D of Central Control, and when positive, indicates the load 
point marker has been sensed while moving tape in reverse direction. 
This level remains positive until tape is driven forward off the 
load point marker. 

TREL/ Tape Read Ready Level Not is positive when all the following 
conditions exist: 

1. Power is on. 

2. Circuit Breakers are on. 

3. Cabinet door is closed. 

iu Tape is properly loaded in columns. 
Vacuum pressure is correct 

6. Positive Air Pressure is correct. 

7. All end-of -tape lamps (EOT, BOT and PRE-BOT) are on. 
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8. Unit is in Remote. 

9. Unit is not rewinding. 

10. Restart Delay Multi (MRD) is not on. 

TREL/ is true for 6 ms when MRD in the TTU is timing out. 

TRL/ Tape Read Level Not - This level is sent to the TTU by 026D of the 
1/0 through Central Control, and when positive, activates the 
TTU ! s read circuitry. 

TRP-n Tape Read Pulses [B=*>1] and Parity Bit - These pulses come to the 
1/0 from the Central Control as IllP-o I17P. The 2 us wide pulses 
are reshaped to less than us wide. 

TRWL/ Tape Rewind Level Not - This level is sent to the TTU by 02£D in 
the 1/0 through Central Control, and when positive, indicates to 
the TTU to rewind tape. 

TSCM Tape Speed Check Multi - This multi is set at the beginning of a 

write or read operation to check that tape has attained its proper 
speed. 

TSCS Tape Speed Check Switch - The output of this switch goes true when 
TSCM times out before the first character is read at SHOF time 
with RCNF reset. D0ED is forced true to set D20F. In this manner 
the tape has been sensed as not attaining its proper speed at the 
beginning of a record. 

TSIL Tape Standard Index Level - This level is false when Delay 

Standard Index is on in the TTU. This level is received in the 
1/0 via I39D. 

TT0L/ Tape Transport Operate Level Not - This level comes from the tape 

transport via I31D in Central Control. When positive this level the 
transport has the following conditions. 

1. Power is on. 

2. Circuit Breakers are on. 

3. Cabinet door is closed. 

U. Tape is properly loaded in columns. 

5. Vacuum pressure is correct. 

6. Positive air pressure is correct. 

7. End of tape lamps (EOT, BOT and PRE-BOT) are all on. 

8. Unit is in Remote & designated. 



TWCD Transfer f rom W Clocked Driver - Used to shift information, a character 
at a time, from the W register to the Output Buffer (OB [B=ol] clocked. 

TWFD Tape Write Forward Driver - Used in the I/O Control unit at SC = U. 

TWI-n/ Tape Write Information Levels [B =*>1] and Parity Level Not - 

These levels are sent to the TTU through Central Control. A flux 
change is written on tape as the TCP level goes positive. 

TWL/ \ Tape Write Level Not - This level is sent to the TTU by 02iiD of the I/O 
through Central Control, and when positive, places the TTU in the Write 
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Status. TWL sets the Write Status Flip-flop in the TTU if the TTU is 
write ready and designated. 

TWEL/ Tape Write Ready Level Not - This level comes from the TTU via I3S>D of 
Central Control, and when positive, indicates the file protection ring 
is on the Tape Reel and TREL is positive. 

TWRP/ Tape Write Reset Pulse Not - This pulse is sent to the TTU by 02 7D of 
the I/O through Central Control, and when positive, is used to reset 
the write flip-flops. The resetting of the write flip-flops causes the 
writing of the longitudinal parity character. 

TWSL Tape Write Status Level - This level comes from the TTU via I36D of 

Central Control, and when positive, indicates the TTU is in the Write 
Status. 

TUD6/ Tape Unit Designate Level Not - This level is grounded in Central 
Control and always keeps a tape unit designated. 

VRCF Valid Record Flip-flop - It is set to the one state after seven characters 
have been read from tape. 

WB Tape Write Buffer - This buffer consists of 7 flip-flops and is used to 

reflect the state of the Output Character to the TTU. 

W [CC] Portion of the W register designated by the state of the CC. 

WGBM Write Gap Beginning of Tape Multi - Used to provide a time delay between 
drive activation, while at Load Point of tape (TLPL = 1), and the begin- 
ning of information transfer. WGBM will provide a gap of approximately 
6 inches between the Load Point Market and the beginning of the first 
record. 

WGCM Write Gap Continuous Multi - This multi is set when the I/O initials 
another tape operation within about 800 us after the previous tape 
operation was completed. Tape does not stop between records and this 
multi is responsible for the 3/k inch inter-record gap. 

WGMS/ Write Gap Multi Switch Not - Its output is true when all three of the 
Write Gap Multi f s are Off. 

WGNM Write Gap Normal Multi - Used to provide a time delay between drive 

activation and the beginning of information transfer. The time delay 
is established as to provide a 3 A inch gap between successive records. 
This multi is only used when tape comes to a complete stop between 
records. 

BASIC WRITE OPERATION 

In the alpha mode, a record length is determined by a group mark in memory or word 
count field. The group mark is the last character of a record and causes an inter- 
record gap of 3A Tf on the tape. The group mark is not recorded on tape. This 
group mark is not lost because the I/O reinserts this group mark at EOPS time in an 
alpha forward read only. 
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SC=3&4 



SC=9 



SC=11 




SC 8 
SC 10 
SC 11 



SC 8 
SC 11 
SC 1G 



SC 8 
SC 11 
SC 10 



SC 8 
SC 11 
SC 10 



SC 8 
SC 11 
SC 10 



CHECK UNIT; IF O.K., 
START FORWARD DRIVE 



I 



READ WORD FROM 
MEMORY INTO "W" 



I 



SHIFT FIRST CHARACTER 
FROM "W" INTO 
OB<i»)Ps 



START IMC 
PCC 



I 



SHIFT CHARACTER IN 
OB(n)Ps TO WB(n)Ps 



SHIFT NEXT * 
CHARACTER IN OB<ii)Ps 
CC + 1 



TAPE CLOCK PULSE 
WRITES CHARACTER 
IN WB(n)Ps ON TAPE 




SC=11 



SET CC = 




SC-11 



WRITE L.P. 



I 



READ L.P. 

STOP FWD. DRIVE 




I 

DESC 
"W 

I 



RESULT DESCRIPTOR 
IN "D" TO T* 



"W" TO MEMORY 



* WC=0 FOR BINARY WRITE 

* THIS ACTION 90ES NOT OCCUR DURING ERASE 



SC=11 



SC=11 



SC=14 



SC=15 



FIGURE 5-12 TAPE WRITE OR ERASE ALPHA AND BINARY 
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In alpha or binary mode, record length is determined by the number of words called 
for in the word count field of the descriptor (from 1 to 1023). At high density 
1023 words requires approximately l£ inches of tape. At low density 1023 words 
require approximately i±2 inches of tape. 

If a binary write is specified with a word count of zero, no operation of the tape 
unit takes place. A result descriptor is returned with appropriate indications of 
the following conditions: Busy - D16F/ -, Not Ready - D18F/, Write Lockout - D20 
and D22F set, Beginning -of -tape - D3UF set or End-of-tape - D3^F set. 

A binary tape end-of-file gap is not provided automatically by the Input/Output 
Control Unit. It is provided programmatically by erasing tape for 3 inches then 
writing an end-of-file mark in the alpha mode. The end-of-file record is the only 
valid one character record and it has the same character configuration for both 
alpha or binary. 

If the invalid character (00 1100 - a question mark in internal mode) is included 
in output to magnetic tape when in the alphanumeric mode, the result will be a non- 
recorded area for that character space. Unless it is recorded for maintenance 
purposes, this character should be included only at the beginning of a record. 

A memory parity error being detected during a write operation causes a group mark 
(internal code) to be inserted into the W-register-bits 1 through $ - at SC=10. 
The operation is terminated with this group mark if a write to group mark is being 
performed. 

If a Magnetic Tape Write extends beyond the highest memory address, the condition 
is signalled in the result descriptor (D22) and the operation terminated after the 
highest memory access ( alphanumeric ) j or in binary operation, zeros are used to 
fill out the remainder of the record for word count (Binary) . 

If the designated Magnetic Tape Unit is in the process of stopping, the I/O Control 
Unit waits until it has stopped, then proceeds immediately with the specified opera- 
tion. A "unit busy 11 flag (D16) is not set, unless the unit is still busy after the 
I/O Control Unit has waited long enough to permit deceleration (BTDM timed out after 
6.6 ms at SC=3 and CC=6). 

Magnetic Tape Erase is a variant of Magnetic Tape Write. Erase is specified by the 
D30 descriptor bit. 

There are two options for erase: 

1. Binary: The number of words to be erased (1-1023) must be specified. 

Specifying 1023 words erases approximately 15> inches of high 
density tape or 1±2 inches of low density tape. 

2. Alphanumeric : Starting memory address is specified and tape is erased 

until a group mark is encountered or until the word 
counter is counted down to zero. 

The choice of the binary or alphanumeric option is determined by the descriptor bit 
D27. 
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SEQUENCE COUNT =3 

General. The primary purpose of SC = 3 is to perform a "Busy Test Delay Cycle" in 
which the designated tape transport unit is interrogated for its "Busy" and "Ready" 
status. If the tape transport is busy (being used by another I/O) and/or not -ready, 
the operation is terminated and exit made to SC = lU to notify the system through 
the construction of a result descriptor. 

SEQUENCE COUNT = 3 and CC = 

In sequence count 3 operation, the character counter (CC) is used as a subroutine 
counter. Upon entry into sequence count 3, the character counter (CC) will be at 
zero (CC = 0). At the first SC = 3 clock pulse CC will be counted up +1 and will 
be counted +1 on each clock pulse until CCJ4F is set at CC = U. 

CC + 1 = CCUF/ 

At CC = 1, D16F, the Unit Available (not busy with another I/O) flip-flop will be 
set if AUNS is true. AUNS is a level from Central Control that indicates that the 
peripheral designated in the designate field is not connected (or in use) to one of 
the other I/O Control Units. 

D16F = CC = 1 * AUNS 

NOTE 

D16F is used by Central Control to complete 
the Unit Designate in Central Control and 
connect (gate through) the desired tape unit 
into the I/O Control. This will bring the 
input sensing lines, I31D-IU0D, and output 
control lines 021D-027D into the I/O Control 
Unit. 

At CC = 3, Dl8, the unit ready flip-flop will be set if I33D- or TTOL (Tape Transport 
Ready Level) is true. 

D18F = CC = 3 * 1 3 ID * DU1F 

I31D = TTOL From Tape Transport 

At CC = h the level UBZS will be used to check the peripheral tape unit designated to 
see if the tape unit is in a Read Ready (TREL-I32D) status with the tape units restart 
multi timed out. To insure that the tape is fully stopped after each tape operation, 
the tape unit has a restart delay multi which is started when the forward (or reverse) 
drive is removed from the tape unit. This multi takes 6 ms to time out which is enough 
to insure that tape motion is completed. During the time out of the restart multi, 
the level Tape Read Ready Level (TREL) is held false. I32D and UBZS are used in the 
I/O Control to sense and indicate this level. 

UBZS/ = (DU1F/ * I22S) + (TAOD * I32D) + (D21F * I39S * D26F/) 

, UBZS = (TAOD/ *■ I22S) + (DUlF * I32D/) 
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At CC = h, if UBZS is true (TREL is false) both CC1F and CC2F are set which sets 
CC = 7. However, if UBZS is false or if D16F or D18F are false/ only CC1F is set 
which sets CC = 5. 

CC2F = CC = k 

CC2F = CC = h * D16F * D18F + UBZS 

If UBZS is true, indicating that MRD (Restart Delay Multi) located in the tape unit 
is still on, the CC is set to seven. The Busy Test Delay Multi, BTDM, in the I/O 
Control will be set with the next clock pulse. BTDM is a 6.6 ms delay and its time 
out is longer than MRD which 6.0 ms, therefore, TREL should go true and UBZS should 
go false during the time out of BTDM. CC1F is reset at CC = 7 to allow waiting for 
restart delay multi to time out at CC = 6. 

BTDM = CC = 7 * TAOD 

CC1F/ = CC = 7 

The character counter remains at a count of 6 and waits for the restart delay multi 
to time out. "When it times out, TREL and I32D will go true and UBZS will go false 
and reset CC2F to set CC = U. If the TREL level stays false for longer than 6.6 ms, 
BTDM will time out, BTDS/ will reset [D16F and D16F/ will reset CC2F. At CC = U, 
CC1F will be set and the I/O Control goes to SC = 3 and CC = 5>. At this time the 
sequence counter is set to lU to form a result descriptor because of D16F/. 

D16F/ = CC = 6 * BTDS/ (TAOD + PAOD) 

CC2F/ = CC = 6 * UBZS/ + D16F/ 

The timing relationship of the Test-f or-Busy CC = 7 cycle is shown in Figure $-13. 

D21F = TAOD * I39S * CC = 7 

At sequence count of 3 and character count k the tape unit is checked for being 
busy (UBZS true). UBZS remains true while tape is decelerating to a stop after 
the forward flip-flop in the I/O was reset from the previous operation. 

The output of the MRD (Multi Restart Delay) in the tape unit continues to remain 
true for 6 ms after the forward flip-flop in I/O is reset at Longitudinal Parity 
Character time in a tape write operation. The purpose of MRD is to allow the tape 
to come to a complete stop between records before restarting tape drive again. As 
long as MRD is timing out TREL/ is true and UBZS is held true. The I/O normally 
waits with the character counter setting at 6 until MRD times out. This means that 
tape comes to a complete stop after every tape operation. 

DSI (Delay Standard Index) in the tape unit is a delay circuit that follows forward 
drive level and is adjusted to time out about 2 ms after the forward drive level 
goes false. The forward drive level goes false when the forward flip-flop is reset 
as the Longitudinal Parity Character is written. DSI holds the pinch rollers 
energized to keep the tape up to its proper speed until the read-back has been 
completed. Read-back is not completed until 1.25 ms after the LP character was 
written. This condition is caused by the physical displacement of 0.l£ in. between 
the write head and the read head. At 120 inches/second tape speed, 1.25 ms in time 



CHECK AT SC = 3 WITH UNIT BUSY DUE TO TAPE UNIT RESTART MULTI NOT TIMED OUT 



CLOCK PULSE 



SEQ. CT. 



nrLrmrinru~ir^ 




AUNS = TRUE 



D18F 



TTOL = TRUE 



TAPE UNIT RESTART MULTI = ON 



TREL = I32D = FALSE 



UBZS = UNIT BUSY = TRUE 



BTDM 



BUSY TEST DELAY MULTI 
BTDS 



ON 



TRUE 



inrirrnn 



7\ u /TV 



ON 



ON 



/ OFF 



"\ TRUE 



J FAISE 



ON 



TRUE 



ru~innnnjinr~ 



SC 



- 3 [ Tu\ 15 



cc = 6 \±JT 

/ OFF 



ON 



TREL = FALSE 



UBZS = TRUE 



J OFF 



J SW3B 
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is required to move the tape 0.15 inches. DSI is adjusted to time out well after 
1.25 ms to not only assure a good read-back but also to position the read-write 
head well into the inter-record gap. DSI remaining true causes TSIL/ in Central 
Control to be false and thus holding I39S true to set D21F at a character count of 
6. D21F is used as a logical flag to remember that another successive tape opera- 
tion is to be performed while the pinch rollers are still energized from the previous 
tape operation. 

The I/O Finished Interrupt is set 1.25 ms after the forward flip-flop is reset in a 
tape write operation. If another tape write is performed within approx. 800 us after 
the previous I/O finished interrupt then DSI will be found timing out and D21F is set. 
The logics waits for DSI to finish timing out and at that time I39S/ becomes true. 
With D21F set, UBZS is forced false even though TREL/ is true (MRD still timing out). 
UBZS/ going true resets CC2F and the character counter is counted to h and then to 5 
with the next clock pulse. 

D21F = TAOD * I39S * CC = 7 
SEQUENCE COUNT = 3 and CC = 5 (FIGURE 5-18) 

The first clock pulse that occurs after the sequence counter is set to 3 uncondition- 
ally holds the Pulse Counter (PC) reset. After the clock counter reaches a count of 
5, the Holdover Flip-flop (HOLF), the Information Buffer (IB) and the Write Buffer 
(WB) are all cleared. 

PC-^0 = SC = 3 

HOLF = CC = 5 * (D2i|F + D26F/) 

IB [P*>1]/ = CC = 5 

WB [P=ol]/ = CC = 5 

Also/ the state of D16F and D18F are checked. If either D16F or D18F are reset, the 
Sequence Counters (SC) is set to lU. At SC = H4. the Result Descriptor is formed. 

SC 1U = D16F/ + D18F/ 

In addition, if MAPS (Memory Access Permit) is true and either D16F or D18F is reset, 
the "W" register is cleared. DROS, which is mentioned on the flow chart, is applica- 
ble to drum logic (DR0S f = not drum). 

W [U8 = MAPS (D16F/ + D18F/ + DROS/) 

In all peripheral equipment I/O operations, except drum, it is normal to clear the W 
register at this time even if an error does not exist. If no error exists in drum 
operation the W register cannot be cleared "since it contains the drum address. The 
common term DROS/ insures that the W register will be cleared in all peripheral 
equipment, except drum. 

If an error does not exist at this time, PROD (Proceed) will be true and with DROS/ 
will set the CC = 0. Also, the SC is counted +1. 

PROD = SC = 3 * CC = 5 * D16F * D18F 



CC-*- = PROD -x- DROS/ 
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DA SCHEMATIC BOCK IS 60.00.00 



DA SCHEMATIC BOOK IS 55.00.00 



INPUT-OUTPUT CONTROL i I/O) 

UNIT DESIGNATE (02 THRU 76) 



I4U3ID 



(4.38) 



(4.24) 



45 


42 


39 


36 


33 


30 


27 


24 


21 


18 


15 


12 








44 


41 


38 


35 


32 




26 




20 


17 


14 










43 


40 


37 


34 


31 




25 




19 


16 


13 








1 



(4.14) 



D16F 



D16F 



AUNS-S 



(4.13) 
T~ 

- CH + CH 4 CH + CH 



1 2 3 _. 4 _ 5 6 



CH CH- CH CH 



7 _ 



is 



(3.12) 



PARITY 
GENERATOR 



ROUTING MATRIX AND DECODER 



4 

2_ 
1 

(1 .4) 



9M 

D 



CHARACTER 
COUNTER 



(5.1) 



TWFD 



NW025S. 



I35D 




1 .48 



P C 
C O 
U 

V 

E 

R 



EXNF 



PC=1 




(96.2.5) 



WBnF 



WBPF 



(6-1) 



(96.9) 



* > 



WBID 



(5.1.6) y (5.7) 



WB1F 



(96.9) ' ' 



PC=8&9 



FWDF 



(1.42) 



DR-021 



T = TAPE CLOCK PULSE 



(6-1) 



(96.9) 



(3.4) 



BKWF/ 



FWDF/ 



(1.42) 



DR-022 



T = FORWARD DRIVE LEVEL 



BKWF 



TWRP 



SC-11 



WGMS/ 



^ (1.24) 



SC8F 



(1.43) 



DR-023 



T = BACKWARD DRIVE LEVEL 



D24D/ 



D26F/ 



I35D 



(1.43) 



DR-024 



T = TAPE WRITE LEVEL 



SQ4D 



P24 P/ 



D26F 



TAOD 



STRF 



(1 .44) 



DR-025 



T = TAPE REWIND LEVEL 



WGMS/ \j 


FWDF m 






LP2M ^ 


&KWF 




"g? ■! ") 



3>«n 



.45)t- 



DR-026 



T = TAPE READ LEVEL 



D24D/ 



PC6F/ 



PC=<M < 



PC4F/ 



PC3F/ 



PC2F/ 



CC4D 



LPWF 



°(1.46)C 



DR-027 



T= TAPE WRITE RESET 



(96.9) 



ACB0A7 



CENTRAL CONTROL (C/C) E-RACK 
I1U31D I2U31D I3U31D 



* > 



Vo-i 

(6-1) 
(96.05) 



11 WBPF 



(96.06) 



I1WB1F 



(96.05) 



I1021D 



I1022D 



I1023D 



I1024D 



I1025D 



I1026D 



I1027D 



ECA0A2 



I2WBPF 



I2WB1F 



1202 ID 



I2027D 



I3WBPF 



DWB1F 



1302 ID 



I3027D 



I4WBPF 



I4WB1F 



1402 ID 



I4027D 



I4U01D 
E(50.12.1) 

J2D16F d/O BUSY) 

U12S (1/0-1-1/0-2) 

J3D16F (I/O BUSY) 

LU13S 0/0-1=1/0-3) 

J4D16F (I/O BUSY) 



S) E(57.12) 



01 TWIP/ 



(1/0-1-1/0-4) 
(12-1) 



(96.25.1) 



01 TWI1/ 



T) — fe> 

-4/ E(59.00.1) [^/^ 

E(59.02.1) 
E(59.04.1) 

^) E(59.06.1) ^W>" 



01 TCP/ 



01 FPL/ 



01 BDL/ 



01 TWL/ 



^) E(59.08.1) [/^" 



01 TRWL/ 



4> 



E(59.10.1) 



01 TRL/ 



PWR INTL 



E(59.T2.1) 



01 TWRP/ 



01 TUD6/ 



-4.5V PWR (12-1) 



(96.25.1) 
( EEA0A2 | 



TWIP/ 



i >- 



* >- 

9 >- 



TWI1/ 



TCP/ 



FPL/ 



TWL/ 



^ > TRW1/ ) 



} >- 



TWRP/ 
TUD6/ 



FIGURE 5-1U I/O TO TAPE SIGNAL LINES 
Printed in U.S. America 1-15 



For Form 1036993 



Burroughs - P>55>00 Input; Output Control Training Manual 5-2? 



I O U- BOOi^ 60 00.0;) 



■4 13' 



V.-RtGI MLR 





1 




J 


4 


S 


6 


7 




t t f 












CHARACTER SELECTION MATRIX 



.1.4) 
CHARACTER 
COUNTER I 
TR 1 S -o TR8S | | 



I TRANSLATOR I 



I 



kANSFER LEVELS I 

' I .65 . 1 i 



BINARY 



D20F 



PELS 



(3.13) 



ki 



ODD PARITY 



D27D 



EVEN PARITY 



1 BnF 



D27D 



(5.6) 
LPnF 



D20F 



LCHF 



LPES 



LP 



lRnF 



— 2 



UNCLO CKED < < (3-1) ^ 



(96.01) 



UNCLOCKED 



(5.10) 



(1 .38) 



DEVELOPS 
PROD 
(1 .31) 
CC2F/ CC2F 



D18F. 



(4.24) 



SC-3 



CC=3 

131 D T = TRANSPORT OPERATE 



I22S/ 



JBZS/ 




(1 .28.5) 



UBZS 



7T5T 



D16F 

(4.22) 




CC 6 



(6MS) 
| BTDM 

(3J7) 



■OCK 



I32D 



T = READ READY LEVEL 



TAOD 



D21F REMEMBER DS1 TIMING OUT 
D26S/ FORWARD 



( BOT 1 W35F. 



I24S/ 



■ 395/ DS1 TIMED OUT 

T = LOAD POINT LEVEL 



13:- D 



T - WRITE READY LEVEL 



D20F AND D22F 



125$/ 



(NO WRITE-WRING) 



(1 .28) 



I36D 



1265/ 



T - WRITE STATUS LEVEL 



( 1 . 28 . 5) 



I37D 



T - HIGH DENSITY LEVEL 













(1 .28) 


I38D 


T END OF FILE LEVEL 



(EOT) W34F ■ 

D21F ■ 

(4 28) 



I39S 



(2.01) VK— 1 



■5 BID 



2BID 



I39S/ 



D26F/ 



F - STANDARD INDEX 



I 1 .62) 
1405/ 



!40S^ 



F VERY HIGH DENSITY ss (3-D 
^ 96.01 



ACD0A7 



I.VS 
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< 6 



< £ 



< e 



iiihp 



E(52.00) 
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E(53.50) 



I1I32D 
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I1I34D 



E(53.52) 



I1I35D 



-< 6 
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E(53.53) 



I1I36D 
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E(53.56) 
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(53.70) 
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(1 OF 4) 
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01 TTOL/ 



E'55.0» 



01 TREL 



E(55.01) 



01 TLPL/ 



E(55.03) 



01 TWRL/ 



E(55.04) 



01 TWSL/ 



E(55.05) 



01 THDL/ 



E(55.06) 



E(55.07) 



01 TEFL/ 



01 TSIL/ (DSI) ^ 



01 THVl/ (12-1) 



(96.25.1) 
EEA0A2 



TRPl 



TREL/ 



TLPL, 



TWRL,' 



TWSL, 



THDL/ 
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NAME 


LOCATION 


TYPE 


DA PAGE 


SETTING 


SCOPE SET-UP 




DENSITY 


83.4 Ips 


90 ips 


120 ips 


OUTPUT 


SYNC 


SLOPE 


A TRACE 


B TRACE 


MODE 


TAPE OPERATION 


UTDM 


AD BO A 2 


MMN 


63.03. 17 


7.8ms 


7.8ms 


6.6ms 


AD BO FO 


AA D8 P2 
(S03D) 


NEG 


AD BO FO 
(BTDM) 





A ONLY 


CONTINUOUS WRITE 


ANY 
































DSWM 


A A A 6 A 2 


MUM 


63.04. 24 


3.6*is 


3.3ns 


2. 5ns 


AA A6 FO 


INTERNAL 


NEC 


AA A6 FO 
(DSWM) 





A ONLY 


CONTINUOUS WRITE 


ANY 


DS2M 


AA B7 A2 


MUG 


63.03.03 


2 B^s 


26ns 


19ns 


AA B7 FO 


AA A6 FO 
(DSW1I) 


NEG 


AA B7 FO 
(DS2M) 





A ONLY 


CONTINUOUS READ 


200 bpi 


DS5M 


A A B7 N2 


MUF 


63.03.03 


9.3ms 


8.5ns 


6.0ns 


AA B7 UO 


AA A6 FO 
(DSWM) 


NEG 


AA B7 UO 
(DS5M) 





A ONLY 


CONTINUOUS READ 


500 bpi 


1>S8M 


A A A 7 N2 


ML* 


63.03.03 


6.0ns 


5. 5|as 


3.9ns 


AA A7 UO 


AA A6 FO 
(DSWM) 


NEG 


AA A7 UO 
(DS8M) 





A ONLY 


CONTINUOUS READ 


800 bpi 
































LP1M 


A A B8 N2 


MUV 


63.03. 10 


21ms 


20ms 


15ms 


AA B8 UO 


A A D8 VO 
(S04D) 


NEG 


AA B8 UO 
(LPIM) 




A ONLY 


REWIND FOLLOWED BY READ 


ANY 


IJ>2M 


A A B9 A 2 


MUJ 


63.03.09 


1000ms 


900ns 


700ns 


AA B9 FO 


AB C2 U4 
(IMIF) 


NEG 


AA B9 FO 
(LP2M) 





A ONLY 


CONTINUOUS WRITE OF SHORT RECORDS 


200 bpi 


LP5M 


A A B8 A 2 


MU I 


63.03.09 


360ns 


330ns 


250ns 


AA B8 FO 


AB C2 U4 
(IMIF) 


NEG 


AA B8 FO 

(LP5M) 





A ONLY 


CONTINUOUS WRITE OF SHORT RECORDS 


500 bpi 




A A A 7 N7 


MUI 


63.03. 14 


260 (xs 


240ns 


200ns 


AA A7 U5 


AB C2 U4 
( IMIF) 


NEG 


AA A7 U5 
(LP8M) 





A ONLY 


CONTINUOUS WRITE OF SHORT RECORDS 


800 bpi 
































WGNM 


AA B4 N2 


MMN 


63 .03 . 10 


4 . 7ms 


4. 7ms 


4. 7ms 


AA B4 UO 


AA D8 VO 
(S04D) 


NEG 


AA B4 UO 
(WGNM) 


— 


A ONLY 


CONTINUOUS WRITE OF SHORT RECORDS 


ANY 


WGCM 


A A B5 A2 


MMN 


63. U3 . 10 


5 . 7ms 


5. 1ms 


5. 5ms 


AA B5 FO 


AA D8 VO 
(S04D) 


NEG 


AA B5 FO 
(WGCM) 





A ONLY 


CONTINUOUS WRITE 


ANY 


WGBM 


A A B4 A 2 


MM0 


63.03 . 10 


75ms 


68ms 


52ms 


AA B4 FO 


AA D8 VO 
(S04D) 


NEG 


AA B4 FO 
(WGBM) 





A ONLY 


REWIND FOLLOWED BY WRITE 


ANY 
































BK2M 


AB B4 A2 


MUI 


63.03.02 


400ns 


350ns 


250ns 


AB B4 FO 


AB C2 U4 
(IMIF) 


NEG 


AA B4 FO 
(BF2M) 





A ONLY 


BACKWARD READ 


200 bpi 


BF5M 


AB B4 N2 


MUH 


63.03.02 


145t*s 


130ns 


100ns 


AB B4 UO 


AB C2 U4 
(IMIF) 


NEG 


AB B4 UO 
(BF5M) 





A ONLY 


BACKWARD READ 


500 bpi 


BK8M 


AB A 4 N2 


MUH 


63.03 .01 


105ns 


95ns 


75ns 


AB A4 UO 


AB C2 U4 
(IMIF) 


NEG 


AB A4 Uu 
(BF8M) 




A ONLY 


BACKWARD READ 


800 bpi 
































BWIM 


AA B6 N2 


MMQ 


63.03.02 


1 . 2ms 


1 . 2ms 


1 . 2ms 


AA B6 UO 


INTERNAL 


NEG 


AA B6 UO 
(BWIM) 





A ONLY 


BACKWARD READ 


ANY 


BRIM 


AB B4 A7 


DM J 


63.03.02 


6 . 6ms 


6 . 6ms 


6.6ms 


AB B4 E9 


AB B4 H5 
(BRIM-IN) 


POS 


AB B4 E9 
(BRIM) 





A ONLY 


WRITE FOLLOWED BY BACKWARD READ 


ANY 
































IM2M 


A A B6 A 7 


bt'S 


63 .03 .08 


1 35ns 


1 25n« 


95ns 


AA B6 F5 


AA A4 W5 
(TRPS) 


NEG 


AA B6 F5 
(IM2M) 


AA C9 F4 
(SHOF) 


ALGEBRAIC 
ADD 


CONTINUOUS WRITE OF SHORT RECORDS 


200 bpi 


IM5M 


A A B6 A 2 


DUR 


63 .03 .08 


50 ias 


45ns 


35ns 


AA B6 FO 


AA A4 W5 
(TRPS) 


NEG 


AA B6 FO 
(IM5M) 


AA C9 F4 
(SHOF) 


ALGEBRAIC 
ADD 


CONTINUOUS WRITE OF SHORT RECORDS 


500 bpi 


IM8M 


AA A6 N2 


l)UE 


63.01 . 53 


35ns 


32ns 


25ns 


AA A6 UO 


AA A4 W5 
(TRPS) 


NEG 


AA A6 UO 
(IM8M) 


AA C9 F4 
(SHOF) 


ALGEBRAIC 
ADD 


CONTINUOUS WRITE OF SHORT RECORDS 


800 bpi 
































1D2M 


AB AO N2 


DUF 


63.03.02 


85^s 


78ns 


58ns 


AB AO UO 


AB CI U4 
(SKFF) 


NEG 


AB AO UO 
(LD2M) 


AA C9 F4 
(SHOF) 


ALGEBRAIC 
ADD 


CONTINUOUS WRITE ALPHA (7 CHARACTERS) 


200 bpi 


LP5M 


AA A9 N7 


DUE 


63.03.02 


30ns 


28ns 


21ns 


AA A9 U5 


AB CI U4 
(SKFF) 


NEG 


AA A9 U5 
( LD5M) 


AA C9 F4 
(SHOF) 


ALGEBRAIC 
ADD 


CONTINUOUS WRITE ALPHA (7 CHARACTERS) 


500 bpi 


I.D8M 


AB AO A 7 


UUQ 


63.02.01 


21 M s 


20. 5ns 


16ns 


AB AO F5 


AB CI U4 
(SKFF) 


NEG 


AB AO F5 
(LD8M) 


AA C9 F4 
(SHOF) 


ALGEBRAIC 
ADD 


CONTINUOUS WRITE ALPHA (7 CHARACTERS) 


800 bpi 
































Bl.TM 


A A B5 N2 


DMS 


63.03.05 


. 72sec 


.67sec 


. 50sec 


AA B5 UO 


AA B5 V4 
(BLTM-IN) 


NEG 


AA B5 UO 
(BLTM) 




A ONLY 


CONTINUOUS READ 


ANY 
































TSCM 


AB C4 A 2 


MMQ 


63.03.03 


2.1ms 


2.0ms 


1 . 5ms 


AB C4 FO 


AB C3 U4 
(FDWF) 


NEG 


AB C4 FO 
(TSCM) 


AA C9 F4 
(SHOF) 


ALGEBRAIC 
ADD 


CONTINUOUS WRITE 


ANY 



SPECIAL INSTRUCTIONS 



SYNC POINT STARTS 6ns BEFORE BTDM . 



GROUND OUT AF B2 X2 (D21F) IF WRITES ARE 
DONE LOCALLY AND RECYCLE IS ON. 



USE A RECORD FORMAT WHICH CONTAINS 
"AN LP CHARACTER. 



ADJUST MULT I TIME DURATION FROM THE 
y NEGATIVE SLOPE OF THE LAST SHOT PULSE 
OF THE RECORD. 



USING DELAYED SWEEP, SELECT LAST SHOF 
y PULSE BEFORE GAP AND EXPAND THIS PORTION 
TO MAKE PROPER MULT I ADJUSTMENT. 



USE A DEGAUSSED TAPE. 



SHOULD NOT TIME OUT PRIOR TO SHOF. 
CHECK LOGIC, CREATE TAPE DRAG WITH 
FINGER PRESSURE. D20F SHOULD SET. 



TO 
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At the conclusion of the test-for-busy cycle, the D register common field is sensed 
for certain subsequent operations. Specifically the binary erase is sensed in the 
write flow at SC = 3 and CC = 5. A space operation is sensed in the read flow at 
SC = 3 and CC = 5. Variations of the space operations is a mark inter-record gap or 
mark start time to valid record. 

SEQUENCE COUNT = h 

If the Perform Busy Test Delay Cycle has been successfully completed, i.e., not-busy, 
then the write process is initiated. Events occurring and for situations developed 
may be summarized as follows: 

1. The delay standard index flag (D21F) is cleared. 

2. Blank tape multi triggered to prevent tape runaway in case of no 
read-back. 

3. The Tape Write Reset Pulse is generated and sent to the TTU. 
U. The TTU is interrogated for operational ability to perform the 

write operation, namely, Write Lockout. If the TTU is in the 
Write Lockout condition, the operation is terminated. The 
appropriate bits in the error field of the Result Descriptor are 
set and the operation exits to SC = 1U. 
5. If the TTU is capable of and ready for writing, the following 
operation is initiated: 

a. The Sequence Counter is set to 9. 

b. The Output Buffer Call Flip-flop is set. 

c. The forward drive level to the TTU is set. 

d. Either the normal gap multi (WBNM) the beginning of the tape 
multi (WGBN) or the write gap continuous multi (WGCM) is 
triggered. 

A flow chart of operation is illustrated in Figure 5-18 . Since this is a magnetic 
tape write operation, TAOD and D21+F/ are true. 

HOLF is used as a logical flip-flop to set the Blank Tape Multi. 

TAOD had been enabled by decoding the unit designate field of the I/O Descriptor 
(DU5 through DUlF) . TAOD is merely the detection of the DUlF bit which is true for 
all tape units (all are odd numbered). 

D2l|F/ is true by selection (data descriptor) and indicates that this is a write opera- 
tion. 

These two levels, TAOD and D2UF/ are combined to develop TWRP (Tape Write Reset Pulse). 

TWRP = TAOD * D2UF/ 

TWRP, in turn, is sent to the TTU through output driver 02 7D and used to reset the 
write flip-flops in the TTU. The occurrence of TWRP resets all write flip-flops 
containing a "one". The primary purpose of TWRP is to generate the longitudinal 
parity character. In this case, however, TWRP is used as a precautionary device to 
insure that the write flip-flops are reset prior to the write operation to follow. 
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The level TWFD (Tape Write Forward) is developed from the control levels D2uF/ and 
D26F/ contained in the I/O Descriptor and when true indicate a write (D21+F/) Forward 
(D26F/) operation. 

I2£S/ is used to invert the input level I35D. I3!?D being false signifies that tape 
write ready level not (TWRL/) is true and the TTU is not in a write status (no write 
ring). If a reel of tape is to be written upon a "write ring" must be attached to 
the reel. The write ring, when attached, physically enables write circuity in the 
TTU. The write ring is a precautionary device which, when absent, prevents accidental 
writing on library tapes. 

If the TTU is not in a WRITE -FORWARD status then I2£S/ will be true. I2£S/ is gated 
with TWFD to flag the condition by setting D20F and D22F in the error field of the 
result descriptor. If this condition exists, the write operation is terminated by 
exiting to SC = lU. The combination D20F and D22F is subsequently interpreted by the 
MCP as a Write-Lockout error. 

If a file protect ring is in place, then I3!?D will be true. This condition is gated 
with TWFD to start the normal write operation. The term (TWFD -x- 13 £D) is the primary 
logic for a number of operations which start the write operation. These operations 
are discussed separately as follows : 

1. The Sequence Counter is set to nine where a memory access of the first word 
to be written will be performed. Also, the Output Buffer Call Flip-flop 

(OBCF) is set indicating that new information is needed in the Output Buffer (OB). 

SC = 9 = TWFD -x- I3!?D 

OBCF set allows an information transfer from the W register to the OB. It will be 
seen later that this transfer is asynchronous with respect to the Sequence Counter. 

2. The Forward Drive Flip-flip is set under three conditions: 

1. Binary mode with word counter f and D2£F set. 

2. Alpha mode is specified WC f and D2^F set. 

3. Alpha mode is specified WC = and D25>F reset (Group Mark Ending) . 

FWDF = WC / + D2£F/ 

If D25>F is reset (Alpha) the Word Counter need not be considered since the record 
length to be written is determined by placement of a Group Mark in the record. 

If D2^F is set (Binary or Alpha), the Word Counter must be at some other value than 
zero (record length determined by word count). Binary mode with a Word Count field 
equal to zero has no significance as a tape command and is considered a No Operation 
condition. 

3. There are two possible positions of the tape prior to a write or read command. 

1. Beginning -of -Tape (BOT) Load Point Marker. 

2. In the inter-record gap. 

If the tape is positioned at the BOT, then it is necessary to inhibit the write 
operation for a sufficient length of time to provide at least a 6 inch gap between 
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the load point marker and the first record to be written. This is accomplished by 
triggering the Write Gap BOT multi (WGBM) whose time interval is $2 ms or approxi- 
mately 6 inches. As will be seen in Sequence Count = 11 operations, WGBM will 
inhibit, starting the Pulse Counter and thus the write operation until it times out. 
Whether the tape is initially at the BOT load point or in the inter-record gap is 
determined by the external level l3i|D. I3l|D will be true if the tape is positioned 
at the BOT load point. The logic for setting WGBM is, therefore: 

WGBM = (WC f + D2£F/) * 13I4D 

Similarly, if the tape is not at the BOT load point, then I3l|D will be false; and 
I2US/, which reflects the complement state of I3i|B, will be true. 

When true, I21+S/ will trigger the Write Gap Normal Multi (WGNM) whose time interval 
of it. 7 ms inhibits the write operation while traversing approximately 0.5>8 lf . As 
with the WGBM logic, I2l|S/ is gated with the term (WC P + D2£F/), for binary and 
alpha operation, to trigger WGNM. 

Write Gap Continuous Multi (WGCM) is set with the same logic as Write Gap Normal 
Multi except D21F being on disables the set of WGNM and sets WGCM. The delay Standard 
Index Multi in the tape unit found not timed out means the pinch rollers are still 
engaged and tape never stopped. The forward flip-flop being set produces the Forward 
Drive Level to the selected tape unit and keeps the forward pinch rollers engaged. 
In this, case, tape never stopped between records. 

WGNM = (WC ? + D25F/) * I2US/ * D21F/ 

SEQUENCE COUNT = 9 . 

At Sequence Count = U, the TTU was interrogated for its ability to perform a write 
operation. If the TTU was not in a Write Lockout condition the Output Buffer Call 
Flip-flop (OBCF) was set indicating that information is needed in the I/O Control 
Unit to continue the write operation. In order to retrieve information from memory 
for subsequent output to the TTU, the Sequence Counter is advanced to lOj and the 
normal write operation continues. 

To simplify, detailed explanation of the operations which do, or could occur during 
Sequence Count = 9> are divided into two sections. The first describes a normal 
write operation (no errors), while the second explains various coexisting error 
conditions. 

SEQUENCE COUNT = 9 WITHOUT ERRORS 

The first pulse following the entrance to Sequence Count = 9 initiates the follow- 
ing actions: 

1. Sets the Character Counter to 0. 

2. Clears the W register. 

3. Counts the Word Counter -1. 

U. Sets MANF (Memory Access Needed) . 

The Character Counter is set to zero from the logic, 



CC/ = MANF/ -x- PTOS/ -x- D26F/ 
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This is necessary since the transfer of information from memory to tape is from the 
most significant character to the most significant word to the least. 

The term PTOS/ (not printer) is included in the logic to differentiate between the 
printer and all other peripheral output devices. In the case of the printer, informa- 
tion is transferred from the least significant position. Further logic (B26F/) limits 
the clearing of the Character Counter to the forward direction only. (For example, 
in a backward read lease significant character first the character counter would have 
to be positioned at Character 7.) 

W [U8-0I]/ = (MANF/ * B2UF/) * MAPS 

The ¥ register is normally cleared at this point in anticipation of a load from 
memory. 

WC -1 = MANF/ -x- WC / -x- B2£F 

If the word counter is used, the word count field of the data descriptor is counted 
down one and will be counted down by one at each Sequence Count = 9 until it is zero. 

The same pulse, which counts the word count field to 
zero, sets MANF allowing access to the last word. 

MANF = AOFF/ * (WC ? + B2£F/) 

If an address overflow does not exist (AOFF/) and either an alpha write to group mark 
(B25>F/) or a write operation using word counter (WC ^ and B2^F) is indicated; the 
Memory Access Needed Flip-flop (MANF) is set. Setting MANF initiates a normal memory 
access of the word specified by the address contained in the data descriptor. Briefly, 
MANF starts the memory time counter (external) . At Memory Time 2 (MT2), MAOF (Memory 
Access Obtained) is set. MAOF, together with MANF develop the strobe level MISB 
(Memory Information Strobe). 

MAOF = MANF -x- (MT2B + MAPS/) 

MISD = MANF * MAOF -x- MAPS -x- (SOOB + [S09B -x- B2l|F/]) 

MISB, in turn, is* used as enabling logic to set the information contained in the MIR 
(Memory Information Register) into the W register. This transfer is accomplished in 
parallel (all I48 bits simultaneously) and occurs at the first clock pulse following 
MISB. This transfer may be represented as follows: 

W [U8^1]-*-MIR = MISB 
or 

W [U8 -o>l]--R [U8«^l] = MANF -x- MAOF * MAPS * S09B -x- B2l|F/ 

The same pulse which effects the transfer of information from the MIR to the W 
register counts the Sequence Counter +1. 

SEQUENCE COUNT =9 WITH ERRORS 

Three conditions are interrogated during Sequence Count = 9, prior to initiating the 
memory cycle previously described. They are: 
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Address Overflow (AOFF) 
Memory Addressing Error (MAED) 
Binary Write - No Operation 

A tape parity error is forced if memory access required too much time in obtaining 
the next word to be written on tape. Characters are written on tape with a pulse 
count of 8 or 9. The output Buffer Call Flip-flop (OBCF) found set indicates the 
OBnF has no valid character for the Write Buffer. When the Pulse Counter is found 
equal to one at Sequence Count of 9 and OBCF set, a character is required by the 
WB register before a memory access was completed. 

D20F = TAOD * PC = 1 * OBCF 

ADDRESS OVERFLOW 

There are five separate situations which can cause an Address Overflow indicating 
in tape operation. Of these five, only one is applicable to a magnetic tape write 
forward operation. It is: 

AOFF = S10D * AMXS -x- D26F/ * PTOS 

where, S10D = Sequence Count = 10 

AMXS = Address Field of Descriptor is a maximum (D1J>F»> D01F = 1) 
D26F/ = Forward 
PTOS/ = Not Printer 

NOTE 

PTOS/ is included to differentiate between printer 
operation and all other output devices . Address 
Overflow in Printer operation is detected as AMNS 
(Address Minimum) . 

When AOFF is true, further memory transfers are inhibited. 

If AOFF is true at Sequence Count = 9 time, then the W register is cleared and the 
Sequence Counter is counted +1. 

W [U8 =>1]/ = MAPS -x- AOFF 

SC + 1 = AOFF -x- (WC ^ + D2£F/) 

D22F = AOFF -x- (WC j + D2£F/) 

Further, the overflow condition is flagged by setting D22F in the error field of the 
Result Descriptor. 

MEMORY ADDRESS ERROR (MAED) 

MAED (Memory Address Error) is generated in Central Control and, when true, indicates 
that the memory module selected (D13F-D15F) is not available. If a memory addressing 
error exists, the condition is flagged in the Result Descriptor by setting D22F and 
the Sequence Counter Counted +1. 



D22F = MANF * MAED * MAPS 
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BINARY WRITE - NO OPERATION 

One function of the MCP is to interrogate the TTU f s for their ability to perform a 
write operation. Ability, in this case, is defined as "Not-Busy", "Ready", and a 
Write -Ring installed. 

Since the TTU has been checked during Sequence Count = 3 for its operational ability 
(Ready - Not-Busy), it is necessary only to check for the presence of the Write-Ring 
to complete the interrogation. If a Write-Ring is not in place the operation is 
terminated normally in Sequence Count = k by flagging the condition in the Result 
Descriptor and exiting to Sequence Count = ll±. However, if a Write-Ring is in place, 
the operation is advanced normally to Sequence Count = 9. In order to terminate the 
write status interrogation, it is necessary to provide exit logic in Sequence Count = 
9. This is accomplished by No Operation logic which, when detected, transfers con- 
trol to Sequence Count = llu 

SEQUENCE COUNT = 10 

During Sequence Count = 9 a memory access was performed and, the word specified by 
the address portion of the Descriptor loaded into the W register. 

In addition to counting the Word Counter down by one, certain possible error condi- 
tions were examined; namely, Address Overflow (AOFF), and Memory Address Error 
(MAED), or a memory access requiring too much time (D20F set). In all cases, if an 
error existed, the condition was flagged in the error field of the D-register and 
the Sequence Counter advanced +1. 

There are, then, four possible conditions which can exist upon entry to Sequence 
Count = 10. They are: 

1. A normal memory cycle has been performed and the W register is loaded. 

2. An Address Overflow (AOFF) has been detected and the memory cycle 
inhibited. 

3. A Memory Address Error has occurred and the memory cycle inhibited. 
U. Too much time required to access the next word from memory. 

All four of the above possible conditions advance the Sequence Counter +1. 

During Sequence Count = 10, the first character of the word in the W register will 
be transferred to the Output Buffer. Operations performed in this transfer are 
summarized as follows: 

1. The address field is counted up +1. 

2. MAOF is reset. 

3. The first character is transferred to the Output Buffer. 
U. The Character Counter is counted +1. 

5. The Sequence Counter is advanced +1. 

6. The Output Buffer Call Flip-flop is reset. 

In addition, certain error conditions are interrogated. They are: 

1. Address field of Descriptor is examined for overflow. 

2. A Group Mark is inserted in the W register if a Memory Address 
Error has occurred while performing an alpha write with GM ending. 
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3. Memory Parity Error is interrogated (MPED). 

U. The WBnF requiring a character from the OBnF before the OBnF was 
loaded with a new character. This condition couldn't happen 
during the first memory access. 

To simplify, detailed explanation of the events occurring during Sequence Count = 10 
separated into two sections - Normal and Error. 

Flow charts for the preceding general comments are illustrated in Figure 5-18 while 
timing relationships are shown in Figure 5-23 . 

SEQUENCE COUNT = 10 WITHOUT ERRORS 

The address field of the Data Descriptor is sampled; and if it is not yet a maximum, 
it is counted +1 in order to address the next word in memory. This action is 
restricted to a forward operation (D26F/) and occurs, if a printer operation is not 
involved. (Printer operations count down the address field). Additional logic 
(D17F/) insures that a normal count will take place, except during maintenance 
operations. 

D [15-^1] + 1 = D [l£*ol] j MAX »x- D26F/ * D17F/ * PTOS/ 

The Memory Access Obtained Flip-flop (MAOF) is reset. It should be noted that reset- 
ting MAOF occurs normally as a result of a memory access. The fact that MAOF is reset 
under Sequence Count = 10 is significant only because it does occur at Sequence 
Count = 10 time. This may be seen by examining the timing chart for Sequence Count = 
9. MAOF does not depend' on the primary logic of S10D to be reset. 

The character of the !f ¥" register which is selected by the Character Counter (W [CC]) 
is shifted to the Output Buffer. This character will later be shifted to the WB 
(Write Buffer) register. This is represented logically as, 

OB [B^l] - ¥ [CC] = TWCD 

TWCD (Transfer W Register Clocked) is generated at Sequence Count = 10 time. D2ltF/ 
signifies that this is a write operation while OBCF indicates that the Output Buffer 
is ready to receive information. 

T¥CD = S10D -x- D2i|F/ -x- OBCF 

The Character Counter is advanced +1. 

CC + 1 = D2UF/ * OBCF 

This positions the Character Counter at the" next character to be transferred 
(Character Position 1). As with the transfer of the first character to the Output 
Buffer, this operation is initiated by signifying a write operation (D2UF/) and OBCF 
(¥rit e -Ready) . The Sequence Counter is counted +1 to 11. 

SC + 1 = D2UF/ * TAOD * MS10D 

This action occurs when a tape (TAOD) write (D2i|F/) command is to be executed if 
MS10D (Maintenance Sequence Counter) is true. MS10D will be true in a normal write 
operation if the Memory Cycle Switch (MCYS) is false and the Sequence Counter = 10. 
The logic for MS10D is as follows : 
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MS10D = GAG 67 * MCYS/ 

CAG 67 = SC1F/ * SC2F * SChF/ * SC8F 

MCYS is true during a maintenance operation. 

Since a character has been transferred to the Output Buffer the OBCF is reset to 
indicate the OB is loaded and new information not needed. 

SEQUENCE COUNT = 10 WITH ERRORS 

At the time the character in the W-register is transferred to the OB, three error 
conditions are interrogated. They are: 

Address Overflow (AOFF) 
Memory Address Error (MAED) 
Memory Parity Error (MPED) 

Too late to transfer a character (PC = 1 •* OBCF) 

ADDRESS OVERFLOW (AOFF) 

The initial setting of AOFF occurs during Sequence Count = 10 and is recognized at 
Sequence Counter = 9 of the next cycle (See Sequence Count = 9: Error Conditions). 
An Address Overflow is recognized by examining the Address Field of the Descriptor. 
If all bit positions of Dl^F through D01F are equal to one, the condition is 
recognized AMXS (Address Maximum) and AOFF is set. The logic for setting AOFF is: 

AOFF = (D [15-^1] = MAX) * D26F/ * PTOS/ 

D26F/ indicates this is a forward operation while PTOS/ signifies this is not a 
Printer operation. 

MEMORY ADDRESS ERROR (MAED) 

As explained under Sequence Count = 9 operation of either a Memory Address Error 
(Unavailable Memory Module) or an Address Overflow (AOFF) will set the error flag 
D22F in either alpha or binary mode. 

If either condition exists , it is necessary to terminate the operation. When in 
binary mode the operation is normally terminated when the Word Counter = with 
all memory cycles inhibited after the error is recognized. However, in alpha mode, 
the only way the operation may be ended is by recognition of a Group Mark within a 
word accessed from memory. Since AOFF and MAED both inhibit further memory cycles, 
it is impossible, in alpha mode, to access the normal insert Group Mark logic and 
thus end the operation. To terminate an alpha-write-forward error condition, the 
I/O Control Unit first recognizes that an error condition exists and then simulates 
an alpha end command by inserting a Group Mark in the W register for subsequent 
recognition at Sequence Counter = 11 (Group Mark exit). Recognition is (as ex- 
plained previously) performed at Sequence Count = 9 while Group Mark insertion is 
performed at Sequence Counter = 10 from the logic: 
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W [5 -c>l] = D2l|F/ * D25P/ *■ D27F/ * D22F * MS10D 



where, 



D2ltF/ 
D2£F/ 
D27F/ 
D22F/ 
MS10D 



Write Operation 
Alpha Write 
Alpha Mode 
AOFF or MAED 
MCYS/ -x- S10D 



MEMORY PARITY ERROR (MPED) 

If, during the last memory access a Memory Parity Error was detected (MPED), D19F 
is set to flag the condition in the Result Descriptor. MPED will go true at MT2 
time and is logically available to set D19F, clocked, at MTli time. D19F will be 
set only if a Memory Access is not needed (MANF/), a Memory Access has been obtained 
(MAOF), and the parity error level MPED is true. 



Again D20F is set to flag an error if the tape unit requires a character in the WB 
register before one is available from OBnF. This type of error normally wouldn't 
occur during the first pass through SC = 9 and SC = 11. 

SEQUENCE COUNT = 11 

Entrance to Sequence Count = 11 can only be made from Sequence Count = 10 where one 
of two conditions exists upon exit. 

1. The tape was initially positioned in an inter-record gap or at the BOT mark. 
Depending on the starting position of tape, either the Write Gap Normal or 
Write Gap BOT multi has been triggered. While the tape is being driven 
forward through the gap, the first word of the record to be written has been 
loaded into the W register (SC = 9) and a partial transfer of information 
effected (SC = 10). The OB, W, and WB are in the following configuration 
with subsequent operation inhibited until time out of either WGNM or WGBM. 

a. The OB contains the first character of the first word. 

b. The Character Counter is pointing to the second character of 
the word in the W register (CC =1). 

c. The WB register is cleared. 

2. The write operation is in process and a record is in the process of being 
written in either Alpha or Binary mode. More information has been requested 
in the previous SC = 11 to continue the write operation and, as a result, a 
new word has been loaded into the W register (SC = 9) and a partial transfer 
has taken place (SC = 10). The information registers are in the same con- 
figuration as in Condition 1, preceding, with subsequent character transfers 
occurring without delay upon entrance to SC = 11. During Sequence Count = 
11 information from the W register is transferred to the Write Buffer (WB) 
via the Output Buffer (OB) for subsequent output to tape at a rate determined 
and controlled by a Pulse Counter (PC). 



D19 = MANF/ * MAOF -x- MPED 
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In addition to preliminary synchronization of asynchronous inter-record gap and BOT 
logic, SC = 11 operation initiates memory requests for new information and terminates 
the write operation when the end of an Alpha or Binary record is detected. Control 
is then transferred to SC = 8 where a read check operation is performed upon informa- 
tion just written. 

Detailed operation during SC = 11 may be divided into three specific areas according 
to primary function. They are: 

Phase I- Synchronization of Inter-record Gap or BOT logic with system clock. 

Phase II- Develop timing and information transfer rates for I/O Control and 
the TTU. (Pulse Counts (PC) and Tape Clock Pulses (TCP). 

Phase III- Initiate memory requests for new inf ormation. 

Phase IV- Recognize and terminate the write operation. 



PHASE I 

Synchronization 

During Sequence Count = U either WGNM (Write Gap Normal) or WGBM (Write Gap Beginning 
of Tape) or WGCM (Write Gap Continuous) had been triggered depending upon the initial 
position of the tape. While any of the multi T s output is true, further write opera- 
tions are inhibited. After the respective multi has timed out (U.7 ms for WGNM, 5.2 ms 
for WGBM, 5-5 ms for WGCM) it is necessary to resynchronize additional write operations 
with the system clock. This is accomplished by the action of STRF (Strobe) and HOLF 
(Holdover). 

STRF is initially set upon entrance to Sequence Count =.11 by EXNF/ and TAOD. 

As soon as WGNM, WGBM or WGCM time out, the level WGMS/ (Write Gap Multi Not) will go 
true. 



HOLF, in turn, sets the logical flip-flop EXNF. The same pulse sets the tape speed 
multi (TSCM) to set up for a logical check to make sure the tape is up to proper 
speed during initial read-back. A flux change must be read within the next 1.5 ms 
or the tape is assumed to not have attained its proper speed. A parity error is 
forced by the setting of D20F when the first flux change is sensed (SHOF). To 
complete synchronization, HOLF also resets STRF. 



A. Alpha 

B. Binary 



HOLF = WGMS/ * STRF -x- TAOD 



D20F 
DOED 
TSCS 
EXNF 



DOED 



TSCS * D2I4D/ * EOPS/ 
RCNF/ "* SHOF * TSCM/' 
HOLF * TAOD * SC = 11 
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PHASE II 
Timing Rates 

Logical operations during Phase II of the write operation are dependent upon the 
primary logic of EXNF * TAOD. EXNF may be considered as the logical indication that 
synchronization has been effected with the system clock following the asynchronous 
operation of WGNM, WGEM or WGCM. 

PC + 1 = PSOS/ * SC8F -x- D2J4F/ * EXNS * TAOD 

The Pulse Counter (presently at zero) is counted +1. If the Sequence Counter is at 
8 or above , as indicated by SC8F, and a write operation is signified (D2l;F/), the 
Pulse Counter is counted +1 with the additional term PSOS/. The term PSOS/ (Pulse 
Counter set to zero) does not imply that the Pulse Counter is equal to zero, but 
rather that the level which initially set the Counter to zero is false. 

WB [B-*> 1] OB [B->1] = PC = 1 -x- (GPMS/ + D2£F) * (IPWF/ + LCHF/) -x- D30F 

The character in the OB (loaded at Sequence Count = 10) is transferred to the WB 
(Write Buffer). To simplify, when the Pulse Counter is equal to one, EXNF is true; 
and if this is a tape operation, then any of the following conditions will generate 
WBID (Write Buffer Input). They are: 

GPMS/ * IPWF/ * D30F/ 

Alpha with GM End 

GPMS/ * LCHF/ -x- D30F/ 



D2£F -x- IPWF/ * D30F/ 

Any Alpha or Binary Operation 
Using Word Count End 

D2£F LCHF/ * D30F/ 

In other words, if this is not an Erase operation (D30F/), then the contents of the 
OB will be transferred to the Write Buffer if, in alpha mode, the character to be 
transferred is not a Group Mark and is not a longitudinal parity write or a last 
character. Similarly, alpha mode with word count end or in binary mode. This is 
not a Longitudinal Parity Write or the Last Character. All of these conditions are 
discussed in Phase III to follow. 

Since the character in the OB has been transferred to the WB, new information is 
needed in the OB to continue the operation. To signify that the OB is ready to 
accept another character, OBCF is set from the logic; 

OBCF = PC = 1 [ (IPWF/ * LCHF/ * D2^F) + (GPMS/ -x- D2$F/>] 

As with the generation of WBID, the set logic for the OBCF may be simplified as 
follows: 

With the Pulse Counter equal to one, EXNF true and a tape operation, OBCF will be 
set when, 



Alpha Write with GM End: GPMS/ -x- D2£D/ 
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Alpha or Binary Write 

with Word Count End: IFWF/ * LCHF/ * D25F 

The OBCF is set when, in alpha with group mark ending the character is not a Group 
Mark. OBCF is set in alpha or binary with word count ending at each PC = 1 if this 
is not a Longitudinal Parity Write or the last character. 

With OBCF true, the second character is transferred from the W register (CC = 1) to 
the OB. 

OB [B-ol]-*-W [CC] = OBCF * SC8F 
To signify that the OB is loaded, the OBCF is reset from, 

OBCF/ = SC8F 

The Character Counter is counted +1 (Character 3) in anticipation of the next 
character transfer. 

CC + 1 = OBCF 

Conditions now existing in the I/O Control Unit may be summarized as follows: 

1. EXNF set. 

2. PC = 2. 

3. First character of word in WB. 
U. Second character of word in OB. 

5. Character Counter set to 2 (3rd character of word). 

6. OBCF reset. 

The Pulse Counter will now continue to count +1 with each clock pulse from the logic 
previously described as, 

PC + 1 = PSOS/ * SC8F -x- D2I4F/ 

When the Pulse Counter is equal to 8 or 9> a TCP (Tape Clock Pulse) will be generated 
from the logic, 

TCP = (PC = 8 + 9) 

This 2 us pulse is sent to the TTU through Output Driver 021D and when true, clocks 
the information lines from the WB to the seven Write Flip-flops in the TTU. 

The formal logic for TCP is as follows . Notice that TCP will be true for a pulse 
count of 8 or 9 by not gating PC1F. 

TCP = 021D = TAOD * EXNF * PA2F/ -x- PC3F/ -x- PCUF -x- PC5F/ * PC6F/ 

After the generation of a TCP at pulse count time of 8 and 9 the Pulse Counter 
continues counting +1 until one of the following conditions exists: 

1. The Pulse Counter = Hi and this is a 200 BPI Operation. 

2. The Pulse Counter = lU and this is a 555 BPI Operation. 

3. The Pulse Counter = 10 and this is a 800 BPI Operation. 
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As explained in I/O Orientation, the purpose of the Pulse Counter is to scale down 
the system clock to read or write magnetic tape infonnation at the TTU designed rate 
of 2U, 67KC or 96KC for low density, high density or very high density operation. 

Consequently, when the Pulse Counter reaches the recycle point for high or low 
density operation, it is reset and restarted. The recycle point is determined from 
the logic, 

PC/ = (13 7D .* PC = lli) + (I2?S/ -x- PC = Ul) + (I37D * iUOS * PC - 10) 
where, 

127S/ = Low Density (13 7D Switched). 

13 7D = High Density 

137D * 1J4OS = Very High Density 

When the first recycle point is reached (I4.I + 1U + 10), one complete character write 
operation has been performed; i.e., 

1. The first character has been written on tape by TCP (PC -8+9). 

2. The second character has been transferred from the W register to the OB. 

3. The Character Counter is pointing at the next character to be transferred 
to the OB (Character 3* Character Count =2). 

The Pulse Counter will continue to recycle with one character being written with 
each TCP until one of the following conditions occurs: 

1. The last character of the word (Character 8, Character Counter =7) has 
been set into the OB and a new word is required from memory to continue 
the write operation. 

2. The last character of the record has been set into the OB. 

a. In Alpha or Binary mode this is recognized by the character 
counter = 7 and the word counter =0. 

b. In alpha mode with D2£F/ the last character of the record is 
detected as a Group Mark. 

Each of the two preceding conditions is explained separately in the following sec- 
tions. 

PHASE III 

Memory Requests 

When the last character of a word is set into the OB during Sequence Count s 11, the 
operation exits to Sequence Count = 9 to perform a memory access for new information. 
During Sequence Count = 9 the next word addressed by the Descriptor is accessed and 
placed into the W register. At the time exit is made from Sequence Count ~ 11 the 
following conditions exist: 

1. Character 7 of the 1st word is in the WB. 

2. Character 8 of the 1st word is in the OB. 

3. The Character Counter has been set to 0. 

U. The previous TCP has written Character 6 on tape. 
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Coincidental with the memory access of Sequence Count = 9 and 10 is the writing of 
character 7 of the first word. Completion of writing the first word is performed 
when the memory cycle has been completed and control returned to Sequence Count = 
11. Character 8 of the first word is written during the second cycle of the Pulse 
Counter. 

It is important to note that these two actions; i.e. , memory access and completion 
of writing the first word occur concurrently. Action of the Pulse Counter is in- 
dependent of the primary logic S11D where operation was initiated and only depends 
upon the Sequence Counter being equal to or greater than a value of 8. 

PHASE IV 

When the Character Counter is counted to 7 it signifies that the counter is pointing 
at the last character of the word (character 8) and new information is required in 
the W register. This condition effects a transfer of control to Sequence Count = 9 
by the logic , 

SC-*-9 = OBCF -x- CC = 7 (D25F/ + WC f * D25F) 

This logic is significant in differentiating between the last character of a word and 
the last character of a record . 

If this is the last character of a record where word counter is used (D25F) then the 
write operation is to be terminated. This situation is recognized as the Word 
Counter = and, when true, inhibits exit to Sequence Count = 9. 

Similarly, in the case of a last character of a record in Alpha mode with group mark 
ending the OBCF will not be set, due to the recognition of a Group Mark in the last 
character position. 

To continue, when character 8 is recognized and, further, that this is the last 
character of a word , control is transferred to Sequence Count = 9. 

During Sequence Count = 9> a standard memory cycle is performed during which: 

1. Character 8 is transferred to OB (under control of the Pulse Counter) . 

2. Character Counter is reset. 

3. W-Register cleared prior to access. 
U. Word Count reduced by 1. 

5. AOFF and MAED interrogated. 

6. Sequence Counter advanced +1. 

Operation at Sequence Count = 10 is identical to that described in SC = 10 without 
errors with the exception that the character pointed to by the Character Counter is 
not transferred to the OB (second word - first Character) and the Character Counter 
is not advanced +1. This is done to prevent shifting the first character of the 
second word to the OB which already contains Character 8 of the first word. Inhibit- 
ing these two actions is a result of resetting the OBCF when the operation left con- 
trol of Sequence Count = 11. This may be seen by examining the logic, where, TWCD = 
S10D -x- D2i|D/ * OBCF 

OB [B-ol]-*-W [CC] = TWCD 

Figure 5-23 shows the timing relationship of Sequence Counts 9> 10, and 11 when the 
last character of a word is recognized and a memory cycle initiated. 
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ALPHA WITH GROUP MARK TERMINATION 

As described previously, during a magnetic tape write operation, eight character 
words are continuously accessed from memory and written on tape under control of the 
Pulse Counter. This procedure is continued until the last character of the word is 
recognized. 

In Alpha mode with D23>F/ all records are terminated by a Group Mark indicating that 
the character string is ended or that an address overflow or memory address error 
has occurred (Sequence Count = 10). 

The Group Mark is used as an ending flag for an Alpha record since the record can 
consist of a series of characters whose total number may or may not equal an integral 
number of words. 

Therefore, recognizing the end of a record by a Word Count of 8 and Character 8 is of 
no significance since the end of the record (last character) may appear in any char- 
acter position of the last word accessed. 

In terminating an Alpha record, recognition of a Group Mark initiates the following : 

1. Recognition of Last Character. 

2. Complete writing record. 

3. Generate the Longitudinal Parity Gap. 
U. Write Longitudinal Parity. 

At the same time the Longitudinal Parity Character is written, control is transferred 
to Sequence Count = 8 (Read portion of Write Operation) . Specific logic for terminat- 
ing an Alpha write is shown in Figure 5-23. 

In order to exemplify terminating an Alpha record a situation has been selected where 
a seven character record is ended with a Group Mark in the eighth position. 

At the initial stage, illustrated in Figure E>-23, the following conditions exist: 

1. Character 6 has been transferred to the Write Buffer. 

2. The seventh character has been transferred to the Output Buffer. 

3. The Character Counter has been counted to 7. 

A Tape Clock Pulse is generated at PC 8 -x- 9* and character 6 is written on tape. 

When the Pulse Counter recycles at the following PC = 1 (Ul + lU + 10) for the next 
character write (character 7) a normal transfer of information occurs i.e., character 
7 is transferred to the WB and the eighth character (Group Mark) is shifted to the OB. 

The state of the flip-flops in the OB are sampled and the Group Mark detected from 
the logic, 

GPMS = OBBF * OBAF * 0B8F * OBkF * 0B2F * 0B1F -x- 
D2UF/ -x- DROS/ * CROS/ 
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where, 

D2UF T = a write operation 

DROS 1 = not a drum operation 

CROS ! = not a card reading operation 

Character 7 is written normally at the following PC = 8 and 9. Coincidental with 
writing Character 7 is the recognition that this is the last character of the record. 
The event is flagged by setting LCHF (Last Character Flip-flop) from the logic, 

LCHF = PC = 9 * (GPMS * LCHF/ * D25F/) 

Since this is the last character of the record, it is now necessary to initiate the 
operation of generating the Longitudinal Parity Gap and writing the Longitudinal 
Parity Check Character following the IP gap. The operation is started by setting 
IPWF (Longitudinal Parity Write Flip-flop) from, 

U¥F = PC = 9 * D25F/ -x- GPMS 

The Longitudinal Parity Gap is generated by inhibiting the write of the LP check 
character for a period of time equal to four and 1/2 character spaces regardless 
of density selected. This time interval is produced by tallying pulse counter 
cycles (O^Ul at low density, 0=>lU at high density or 0=>10 at very high density) 
with the character counter. In low density this longitudinal parity gap is 187 us 
while in high density it is 67 us. Four 1/2 character spaces represents k9 us at 
very high density. 

Briefly, the fixed time interval, representing the Longitudinal Parity Gap between 
the last character of the record and the LP check character, is produced as follows: 

1. The Character Counter is set to 0. 

2. The Pulse Counter is allowed to count at the system clock rate. 

3. Each time the Pulse Counter recycles the Character Counter is 
counted +1. 

U. Writing the Longitudinal Parity check character at a specified 
character and Pulse Counter time. 

As stated in the flow shown in Figure 5-23, this action- occurs at the same PC = 9 
initially setting the Character Counter to zero from the logic, 

CC/ = PC = 9 * (GPMS -x- B25F/ * IBHF) 

In the example illustrated in Figure 5-23 , this action occurs at the same PC = 9 
which generates the TCP for writing the last character of the record (Character 7). 

At the next PC = 1 interval, the Character Counter is counted +1 by, 

CC + 1 = SC8F -x- CCllF -x- PC = 1 

Normally, at this time, the OBCF would be set to initiate another load of OB and WB. 
However, both actions are inhibited (because of the Group Mark) by the condition, 



OBCF = PC = 1 -x- (GPMS -x- D25F/) 
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The WB is also cleared to prevent further flux changes on tape between the last 
character of the record and the LP character. Effectively the last character of the 
record is "smeared" on tape up to the IP character. 

WB [P=*>1]/ = PC = 1 * (GPMS * D25F/) 

The Pulse Counter continues to count at the system clock rate and with each PC recycle 
counts the Character Counter +1. 

When the Character Counter is equal to k and the Pulse Counter is equal to 0, 67 us 
will have elapsed from the writing of the last character. At this time a TWRP (Tape 
Write Reset Pulse) is generated from the logic, 

TWRP = CCliF -x- PC = + 1 

TWRP, in turn, is sent to the write circuitry of the TTU through 027D. The occurrence 
of TWRP resets the 1t l ,f state flip-flops, causing a "1" bit to be written on the 
associated track. This action represents the Longitudinal Parity Check Character. 

The formal logic for TWRP is as follows, 

TWRP = 027D = TLPD -x- CCijD -x- PC2F/ -x- PC3F/ * PCW * PC£F/ -x- PC6F/ 

where, TLPD (Tape Longitudinal Parity) = EXNF -x- LCHF * LPWF -x- TAOD. 

Notice that TWRP is similar to a TCP in that a 2 us pulse is developed by not gating 
PC1F. 

The write operation can be considered complete at this point and at the same PC = 1 
which is generating TWRP a reset action is developed as follows, 

LPWF/ = CC = k * PC = 1 

Control is also transferred to Sequence Count = 8 where a read operation will be per- 
f ormed of the information just written on the tape (Post-Write Read Operation) control 
transfer is a result of the logic, 

SC-- 8 = CC = k * D30F ■* PC =1 
where, D30F indicates this is not an erase operationj ie., data to be transferred. 

WORD COUNTER TERMINATION 

Terminating a magnetic tape write operation with word counter, is similar to ending 
an Alpha write with group mark in that the method of generating the Longitudinal 
Parity Gap and writing the Longitudinal Parity Check Character is identical. How- 
ever, in Alpha mode, with group mark ending, writing the last character (Group Mark) 
is inhibited while in Binary mode the last character must be included as part of the 
record. 

Recognition of character 8 or a word normally initiates a memory cycle to fetch the 
next addressed word. However, when it is recognized that the last character of a 
word is coincident with the Word Count being equal to zero then the situation is 
detected as an end of record. An Alpha or binary record terminated when word counter 
is zero as follows: 
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1. Recognition of the Last Character. 

2. Complete writing record. 

3. Generate the Longitudinal Parity Gap. 

U. Write the Longitudinal Parity Check Character. 

At the time the Longitudinal Parity Check Character is written, control is transferred 
to Sequence Count = 8. (Read portion of a Write Operation). 

Specific logic for terminating a write with word counter equal to zero, is shown in 
Figure 5-19. 

An example has been chosen where the write operation is to end after reading a two 
word record. 

As illustrated in Figure 5-23 the following conditions exist prior to the transfer of 
the eight character of the second word to the OB. 

1. Character 6 has been shifted to the Write Buffer. 

2. Character 7 has been transferred from the W register to the OB. 

3. The Character Counter has been counted to 7. 

U. The word Counter has been counted to zero (Sequence Count = 9). 

Continuing, a TCP is generated at PC = 8 and 9 and character 6 written on the tape. 

When the Pulse Counter recycles for the next character write (Character 1) 3 a normal 
transfer of information occurs j i.e., Character 7 is transferred to the WB and the 
eighth character (last character) is shifted to the OB at PC = 1. 

At this same PC = 1 the LCHF is set from the logic, 

LCHF = PC = 1 -x- CC = 7 * WC = -x- D25F * LCHF 

Logically, setting LCHF at this time is significant in that it indicates that this is 
the next to the last character of the record. When LCHF, is set, character 8 is in the 
OB and character 7 in the WB. Actually, another transfer cycle is necessary to trans- 
fer cycle is necessary to transfer character 8 to the WB. This was also true in the 
case of the Alpha ending previously described. However, in an Alpha ending, when LCHF 
is set it does indicate that the last character of the record is in the WB, since the 
Group Mark is now written on tape. 

Character 7 is written normally at the following PC = 8 and 9. 

When the Pulse Counter recycles, LCHF will be reset and LPWF will be set if LCHF had 
been set at the previous PC = 1. 

LCHF/ = PC = 1 -x- LCHF 8 LPWF * D25F 

These actions occur as the last character (character 8) is transferred from the OB 
to the WB. 

Character 8 is written at the following PC = 8 and 9. At the same PC = 9 which 
generated the TCP to write character 8, the LCHF is again set to indicate the last 
character has been written. The character counter is set to zero with the same pulse 
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and signifies the beginning of generating the Longitudinal Parity Gap. 

ICHF = PC = 9 * (UW -x- LCHF * D25F) 

The Write Buffer (WB) is cleared at the following PC = 1 (prior to next TCP) in order 
for subsequent TCP's to write zeros on tape during the Longitudinal Parity Gap. 

WB [P=4>1/1 = PC = 1 -x- (LEW -x- LCHF) 

Further operation in generating the LP gap and writing the IP Check Character is 
identical to that described for an Alpha ending. 

Brief ly, the Pulse Counter continues to generate TCP's at each PC = 8 and 9. At 
each recycle pointy the Character Counter is counted +1. When the Character Counter 
is equal to U and the Pulse Counter equal to zero, a 2 us pulse is developed^ named 
TWRP, which writes the Longitudinal Parity Character. 

Only those write flip-flops found set and are reset with TWRP produce a flux change 
on tape to form the Longitudinal Parity Character. 

When the LP Check Character is written, the operation is terminated and control trans- 
ferred to Sequence Count = 8 where a read operation is performed upon the previously 
written Information. This read operation is not completed until 1.25 ms later because 
of the displacement between the read and write head. 

POST-WRITE READ OPERATION (See Figure 5-19) 

During any write operation, a simultaneous read check of previously written material 
is in progress. The purpose of this read-check operation is to sample successive 
characters and interrogated for proper lateral parity (Alpha-even; Binary-odd) . 

At the end of the record, Longitudinal Parity is checked and the post-write read 
operation terminated by exiting to the indexing control cycle which, in turn* stops 
the tape read. 

The read head of the dual gap head is physically separated from the write head by a 
distance of 0.15". Therefore, a time delay of 1.25 ms exists between the writing of , 
a character and a post-write read operation of the same character ^ fii tZOifS (f,G7 ms**** 6 

Read logic is activated for this checking procedure by the level TRL (Tape Read 
Level) , which is enabled during any write operation as soon as the prerecord gap 
(inter-record or BOT) has ended. Read operation is identical to the normal read 
operation discussed in the next section with the exception that characters are not 
transferred to the W register for subsequent storage in memory. 

This post-write read provides a means of checking the character parity and Longitudi- 
nal Parity of information just written on tape without initiating a separate read 
instruction. No information on read-back is placed into the W register. 

The post-write read operation can be divided into 5 specific actions. They are: 

1. TRL (Tape Read Level). Read character from tape into IR. Check 

skew characteristics and synchronize character with the system clock. 
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2. SHOF (Skew Holdover). Transfer character from IR to IB. Generate 
Longitudinal Parity and check repetition rate of character input. 

3. PUCF (Pile-Up Control). Check lateral parity and initiate indexing 
control logic. 

U. IMFF (information Flip-Flop). Begin indexing control cycle or recycle 

for next character. 
5. IMIF (Information Index). Index and terminate operation. 

To demonstrate the general operation of the post-write read operation an example has 
been selected where an eight character alpha record has been written and control 
transferred to SC = 8. As illustrated in the timing charts , the example includes 
reading parity, indexing, end-of -operation detection, and writing the longitudinal 
parity check character. 

Tape Read Logic is considered true upon entry to the example from the logic, 

026D = TRL = TAOD -x- RIMS/ * WGMS/ -x- (LP2M + LP^M + LP8M + FWDF + BKWF) 

which, in essence, indicates that neither WGNM, WGEM nor WGCM is true. Also, the 
term RIMS 1 indicates that the Backward Read Inhibit (BRIM) and the Load Point Read 
Inhibit (LPIM) multi ! s are false. 

Tape Read Pulses (TRP's) will be set into their respective IR Buffer Flip-flops, 
unclocked, during the interval determined by the Digit Skew Multi (DSWM). When 
the character has been completely read, as . determined by the skew multi timing out, 
synchronization with the system clock is accomplished by setting SHOF and trans- 
ferring control to the Skew Holdover logical cycle (SHOF). 

SHOF (Skew Holdover): During the SHOF logic cycle (1.0 us), the following opera- 
tions occur as part of a normal read operation. 

1. A dropout is detected if this is not the first character and all 
Lost Digit Multies are found timed out. 

2. Skew and synchronization logic are reset in anticipation of the 
next character. 

3. The character in the IR Buffer is transferred to the IB and the 
IR Buffer cleared for the receipt of the next character. 

h. Longitudinal Parity is generated by complementing the LP register 
flip-flops whose corresponding IR Flip-flop is set. 

5. The Information Index Multi (IM2M," IM^M or IM8M) is triggered for 
character repetition checking. 

6. The Record Control Flip-flop (RCNF) is set at the first character 
signifying that the body of a record is being read. 

7. Control is transferred to PUCF (Pile-Up Control). 

Logic not included as part of a normal read cycle but necessary in a post-write read 
operation is validating the record at SHOF time by setting VRCF. Normally, record 
validation occurs during PUCF logic under control of the Character Counter and D2liD 
(Read) and enables indexing logic (IMIF). 

However, in a post-write read operation the ¥ register is not used to tally input 
characters and, consequently, is not under Character Counter Control (concurrent 
write operation is in process). Further, D2Ltf) is not true. Therefore, record 
validation, and thus entrance to indexing logic, is simulated by setting VRCF. 
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The first character detected causes SHOP (Skew Holdover flip-flop) to be set and the 
respective Lost Digit Multi is initially set. Anyone of the Lost Digit Multi times 
out in one and 1/2 character frames regardless of density selected. EOPS/ (End of 
Operation Pulse) being true indicates that the Longitudinal Parity has not been 
detected because none of the Information Multi ! s are set. 

LDSF = SHOF * EOPS 

DOED becomes true when a one character dropout has been selected in a record. IMFF, 
VRCF and LD^F are both set with the first character read. One of the Lost Digit Multi' s 
is set to keep DOED false. The selected Lost Digit multi is prevented from timing 
out with each character read if no characters are read for one and 1/2 character 
frames (21 us at high density) , then LD!?M times out and DOED becomes true. However, 
this dropout would not be detected unless another character was read (SHOF set) be- 
fore the information multi timed out. No flux changes for two and 1/2 character 
frames in succession indicates a Longitudinal Parity Gap has been detected. 

DOED = IMFF -x- SHOF -x- LD2M/ -x- LD^M/ -x- LD8M/ *■ (BKWF/ + CC / 7 + VRCF) 

DOED also becomes true if TSCM (Tape Speed Check Multi) times out before the first 
character is read (SHOF set) by the read head. 

DOED = TSCS -x- D2i]D * EOPS/ 

TSCS = RCNF/ -x- SHOF -x- TSCM/ 

TSCM (Tape Speed Check Multi) is initially set at the beginning of an active write and 
times out l.£ ms later. If the tape is moving at 120 inches/ second the first character 
of a record is read 1.2£ ms after it was written. SHOF is therefore normally set about 
2^0 us before TSCM times out. When TSCM times out before RCNF is set to indicate the 
beginning of a record, the tape is detected as not being up to proper speed when the 
beginning of the record was written. This means the packing density has been increased 
and individual characters could not be read reliably in a read operation. 

PUCF (Pile-Up Control) . The primary purpose of PUCF logic during a post-write read 
operation is to flag a vertical Parity Error (PELS) by setting D20F in the error field 
of the Result Descriptor. This action occurs from the logic, 

D20F = PELS -* V50F * WpE 

where, D30F/ indicates that this is not a maintenance operation and EOPS/ signifies 
this is not the end of the read operation. 

IMFF (Information Flip-flop) is set during PUCF time and logically indicates that 
one of the Information Index multi f s (IM2M + IM^M + IM8M) has been triggered. IMFF 
is shown under PUCF logic because, it is set when PUCF is set for the first time. 
However, though indicated on the flow, PUCF is not primary logic for setting IMFF, 
which, when set, remains true during the reading of the rest of the record. 

IMFF (Information Flip-flop). When IMFF is set it indicates that a record is being 
read. Once set, it is necessary to recognize when the record is complete, which is 
detected as the time-out of (IM2M + IM|?M + IM8M). 
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When all of the Information Index Multi ! s are found timed out, the indexing cycle is 
initiated by setting IMIF (Information Index Flip-flop) from the logic, 

IMIF = TMS * SKFF * 525F 

where, IIMS/ = IM2M/ * IM5M/ * IM8M/ and SKFF 1 indicates that a following character 
has not set a skew logic cycle. Simply, control of a read operation is transferred 
to an indexing cycle when character separation is greater than the tiine interval of 
the respective Information Index Mult ij i.e., 

IMIF set 

BFMS/ (Backward Flow Multi Switched) output is true during any forward tape operation. 
VRCF (Valid Record) and RCNF (Record Control Flip-flop) are both on at this time if 
at least one character has been read. The clock pulse that finds IMIF set resets 
RCNF, VRCF and FWDF. EXNF was reset as the IP character was written. Therefore EXNF 
has been reset for 1.25 us at 120 in/sec. before the IP character is read. The in- 
sertion of a Group Mark and the setting of PUCF at this time is redundant. 

FWDF/ = RCNF -x- FWDF -x- VRCF -x- EXNF/ -x- IMIF 

A Longitudinal Parity Multi is set corresponding to the Bit Density selected by the 
operator. Any one of the three Longitudinal Parity multies being set causes EOPS 
(End of Operation Pulse) to be true: 

IPnM = nBID * IMIF 

EOPS = LP2M + IP5M + IP8M 

A DOED (Drop-Out) is detected at this time if a write operation is still in progress 
(EXNF set) and no flux changes detected for two and 1/2 character frames (IIMS/ true) 
after at least one character was read to set an information multi. 

DOED = IMIF -x- D2UF/ -x- EXNF 

However, a one character drop-out is not detected unless another character is read 
(SHOF set) before the information multi times out and causes Valid Record and 
Information Flip-flops to be reset. The detection of a one character drop-out is 
inhibited during an erase rewind or maintenance operations spacing 

DOES = IMFF * SHOFF -x- LD2M/-X- LD5M/ * LD8M/ * VRCF 

DOED = DOES -x- D30F/ 

A two character drop-out allows the information multi to time out and reset VRCF 
and RCNF. A longitudinal parity multi would be set and cause EOPS to be true. 

With any Longitudinal Parity Multi set, the logics expects to read one IP character 
and set SHOF. The next clock pulse sets RCNF and resets SHOF. If a second charac- 
ter was read during the LP gap, SHOF would be set again and find RCNF set. This 
logic says two or more IP characters have been read and this is an error, which 
causes D20F to be set. D30F/ indicates this is not an erase operation. 

DOED = EOPS -x- SHOF * D30F/ -X- RCNF 
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SC = 8 

STRF is normally set with the next clock pulse that finds a Longitudinal Parity 
Multi set (EOPS true). After the Longitudinal Parity Mult i times out EOPS/ becomes 
true and sets HOLF. STRF and HOLF both set the sequence counter to lU. The W- 
register is cleared in preparation for doing a D-register to W-register transfer at 
SC = Hi. 

MAGNETIC TAPE REWIND (See Figure 5-17) 

The common logics for all tape operations is performed at Sequence Count equal to 
three. 

Sequence Count = k 

D21F is used as a logical flip-flop at SC = 3 and CC = 6 to check for Delay Standard 
Index Multi (DSI) in the tape unit being on. 

If DSI is found on at SC = 3 and CC = 6, the logics holds until DSI times out and 
then proceeds to SC = 3 and CC = At SC = h s D21F is unc ondit i ona 1 ly reset. 

STRF the Strobe Flip-flop (STRF) is set when all tape movement has stopped (TREL 
true). A rewind level is produced and sent to the tape unit when STRF is set. 
However > exit of this flow is not attained until after the tape unit has begun to 
execute the rewind (I22S/ true). 

BASIC READ OPERATION (See Figure 5-20) 

Magnetic tape may be read forward or backward. When reading in the forward direc- 
tion, the low order destination address in the descriptor is specified. Words are 
read into the most significant position firstj subsequent characters are read into 
successively lower character positions. 

Eight consecutive characters are accumulated in the W register and then sent to Core 
Memory. This continues until an inter-record gap is encountered. If the Word 
Counter feature is utilized D2£ set in descriptor memory accesses are terminated 
after the designated number of words has been read, provided that the inter-record 
gap has not been encountered. The I/O remains connected to the tape unit until the 
inter-record gap is encountered. 

A group mark (01 1111 - BCL code) is inserted as the last character after the inter- 
record gap is encountered during alphanumeric forward read only. No group mark is 
inserted in binary readj or if the word counter feature terminates memory accesses 
during alphanumeric read. If a binary record or an alphanumeric record read forward 
does not constitute an integral number of words/ the remaining character spaces of 
the last word are filled with the character (00 0000 internal code). The contents of 
the character counter is placed into the result descriptor bits D31, 32 and 33. 

If an alphanumeric record read backward does not constitute an integral number of 
words, the remaining character spaces of the last word are filled with the question 
mark character (00 1100 internal code). 

When reading in the backward direction, the high order destination address is 
specified in the descriptor. Words are read into successively lower memory addresses. 
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Characters within a word are read into the least significant position first j subse- 
quent characters are read into successively higher character positions. 

A particular tape record will occupy identical memory spaces (word for word, character 
for character) whether read forward or backward only if the record is an integral 
number of words. For other records, there is a maximum displacement of seven charac- 
ters when identical memory areas are specified. 

To permit uniformity of Alpha records appearing on magnetic tape, provision is made 
during the write operation to pass the question mark character (00 1100 internal code) 
through the I/O without recording a character on magnetic tape. This function permits 
an alphanumeric record to be read backwards and then rewritten exactly as it appeared 
on tape provided the question marks appear at the beginning of the record. 

Forward space and Backward space are variants of Magnetic Tape Read. See Figure 5-20. 

If a Magnetic Tape Read extends beyond the highest memory address, the condition is 
signalled in the result descriptor (memory address error, D22) and information beyond 
this address is not written in memory. 

If the designated Magnetic Tape Unit is in the process of stopping (TREL/ true and 
TSlL/true), the I/O Control Units wait until it has stopped, then proceeds iinmediately 
with the specified operation. A "unit busy" flag (Dl6) is not set unless the unit is 
still busy, after the I/O Control Unit has waited long enough to permit declaration. 
(BTDM timed out). If DSI in the tape unit has not timed out at SC = 3 * CC = 6 then 
the logic waits until DSI does times out (139/ true) . 

The logics then proceeds CC = 5 and then to SC = U. Here the FWDF is set and tape 
does not stop between records. No provision is made to perform a backward read 
operation that attempts to read backward beyond the first record on tape. If such 
an operation is attempted, the tape stops after the beginning of tape signal occurs; 
but the Input/Output Control Unit remains connected to the tape unit and no result 
descriptor is returned until the blank tape multi times out. 

It is expected that a backward read, beyond recorded data will be prevented by pro- 
gram. (This may be accomplished by the use of an end-of-file mark ( > ) recorded 
on tape immediately following the tape label) . 

SEQUENCE COUNT = 3 and CC = 5 FORWARD READ 

A forward or backward read is identical at Sequence Count = 3. 

Space Forward AOFF = D2l|F * D25>F * WC = 

or Backward D30F/Inhibit D17 and D [l? ^ 1] j 

Mark Inter EXNF = D30F -x- D2l±F * D2^F -x- WC = -x- 

Record Gap D27F/ * D26F/ 

(FWD Only) D17^F = D30F * D21+F * D26F * WC = 

D [I5r>l]^0 

Mark Start Time D17F = D30F -x- D2UF -x- D26F -x- WC = 
To Record D27F (Inhibit EXNF) 

(Forward Only) D [1^1] -*-0 
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SEQUENCE COUNT = 3 and CC = 5 FORWARD READ 

The Holdover Flip-flop (HOLF) is set at a Character Count of 5 in all tape operations 
except a rewind. HOLF has one logical usage at this time and that is to set the 
Blank Tape Multi (BLTM) at SC = U. 

If the descriptor in the D-register .specifies a forward or backward space, the Address 
Overflow Flip-flop (AOFF) and D30F are both set. D30F being set prevents the detec- 
tion of a one character drop-out in a record or more than one LP character while the 
longitudinal parity multi is set. D30F also prevents any character parity errors from 
being detected when PUCF is set or longitudinal parity errors at SC = 8. AOFF being 
set inhibits memory cycles at SC = 9 by preventing the set of MANF. 

A tape space is a normal read forward or backward but no information is transferred 
into memory and all parity errors are inhibited. Tape movement stops when an inter- 
record gap is detected. Maintenance functions are omitted here because they are 
covered in a separate section. 

SEQUENCE COUNT = h and CC = FORWARD READ 

HOLF being on allows the Blank Tape Multi to be set. The purpose of BLTM is to pre- 
vent tape run-away in case the tape is blank or some malfunction prevents read-back. 
The Longitudinal Parity Flip-flop are all reset and the Information Register is 
cleared in preparation for the first character to be read from tape. Any forward 
read operation (D2l|F D26F/) causes the Forward Flig-floj) to be set. FWDL (Forward 
Drive Level) is now true and energizes the forward pinch rollers. The tape being at 
its load point (I3U0 true) causes the Load Point Inhibit Multi (LPIM) to be set to 
prevent reading of information for the first 1$ ms of tape movement. No information 
is written on tape for the first $2 ms when initiating a tape write descriptor and 
the tape is initially found at its load point. The Forward Flip-flop being on causes 
TRL to be true after LPIM times out. Read Inhibit Multi Switched (RIMS/) is false if 
LPIM or BRIM is set. 

026D = TRL = TAOD * RIMS/ * WGMS/ * (FWDF) 
RIMS = BRIM/ * LPIM/ 

SEQUENCE COUNT = k and CC = BACKWARD READ 

Only when a backward read follows a write operation is the tape advanced forward be- 
fore going backwards. The reason for moving the tape forward first is to allow the 
tape more time to attain 120 t! /sec. before reading the LP character in the backward 
direction. Also, moving the tape forward allows the tape to be erased and a long 
inter-record gap is constructed to prevent indexing problems. 

The tape unit read-write head does not stop in the center of the inter- record gap at 
any time. At the end of a forward operation, the read-write head stops near the end 
of the record just read or written. If a backward read was initiated just after a 
write operation then the LP character is positioned very close to the read-write 
head. Four milliseconds maximum is required for the tape to attain 120" /second speed. 
The I/O descriptor in the D-register specifies a backward read with D21+F and D26F 
on. With no tape drive conflict detected (TDCS/true), the Backward Flip-flop (BKWF) 
is set, the character counter is set to seven and the Sequence Counter is set to 8. 
The Backward Drive Level follows BKWF and causes the backward pinch rollers to be- 
come energized. Tape now moves in the backward direction. 
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Tape Drive Conflict (TDCS) is true when the tape unit is found in a write status 
(I36D true) and a backward tape read is being executed at SC = U. 

TDCS = TAOD * D26F * I36D * D2i|D * SC = U 

TDCS causes Write Gap Normal Multi (WGNM) to be set. The Forward Flip-flop being 
set causes the tape unit to move forward until WGNM times out. The Sequence Counter 
advances plus one. 

SEQUENCE COUNT = 5 BACKWARD READ 

Backward Read Inhibit Multi (BRIM) is set to prevent reading of any information while 
tape is being advanced forward for U.7 ms. WGMN being on at SC = 5 causes STRF to be 
set and the logics waits for U.7 ms before WGNM tiines out. WGMS/ goes true after 
WGNM times out and allows HOLF to be set. STRF and FWDF are now reset and the Sequence 
Counter is advanced plus one. 

SEQUENCE COUNT = 6 BACKWARD READ 

Again the Backward Read Inhibit Multi is held in the set state and not allowed to time 
out until 6.6 ms after leaving Sequence Count of 6. STRF is set immediately upon entrance 
to SC = 6 because MRD is found timing out in the tape unit and causes I22S to be true. 
MRD times out in approximately 6 ms after FWDF is reset at SC = 5>. I32D becomes true 
(TREL/false) when MRD times out. Tape has now stopped completely and is ready to be moved 
backward. HOLF is set and allows BKWF to also be set as the Sequence Counter is set to 8. 
The backward pinch rollers are energized and tape now moves in the backward direction. 

SEQUENCE COUNT = 8 FORWARD READ 

In Figure 5-20 ^ STRF cannot be set until the Blank tape Multi times out (BLTS/) in 5 00 ms. 

STRF = BLTS/ -x- IMFF/* BFMS/ 
This means that HOLF cannot be set to allow an exit to SC = lU until STRF is first set. 

HOLF = STRF ^ EOPS/ 
The logics to normally set STRF is found in Figure 5-21 at EOPS tiine. 

STRF = TAOD * EXNF/ * EOPS 
TRL (Tape Read Level) Figure 5-21 

The purpose of the TRL logic is to read and store Tape Read Pulses from the TTU into the 
IRNF (Tape Input Read) Buffer. Reference Figure 

These pulses, which enter the I/O Control Unit through input drivers I11P-I17P, are 
gated unclocked into the IRnF f s and then synchronized with the I/O (system) clock 
for subsequent transfer to the W register. Refer to Figure 5-l£. 

Synchronization of the Read pulses is necessary because of the asynchronous nature 
of the TTU and the inherent skew properties of the character being read. 

Skew is defined as the longitudinal separation in distance (therefore time) between 
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bits of a character and is due to electromechanical inaccuracies existing in the TTU 
read-write head. 

To insure that all bits of a character will be read, it is necessary to assign an 
interval of time to the read process which will bracket the maximum allowable longi- 
tudinal displacement in time. At the end of this interval all the bits of the 
character will be available and then can be gated with respect to time (synchronized). 
Also, such a circuit will detect excessive skew in the form of a parity error, since 
one or more bits may fall outside of the normal read interval and be lost to the 
parity checking circuit. 

Examination of the specifications for skew show that a maximum of 200 u inches skew 
displacement is allowable in the high-density format. At a velocity of 120 ,! /second 
this is a time interval of 1.6 us. However, the read interval (skew) for the I/O 
Control Unit (high-density) is 6.0 us a figure which has been assigned to the read 
interval to achieve compatibility with the quality of other than Burroughs tape format 
and TTU ! s. It should be remembered that the figure of 200 u inches is a design 
specification for the TTU read-write head and is only a measure of quality of the 
transport itself. 

The Tape Read Level is sent to the TTU through 02 6D and, when true, activates the TTU's 
Read circuitry. The TTU transmits information read pulses under control of TRL and 
can be considered the primary control of the. TTU read cycle. TRL will be true under 
the following conditions: 

026D = TRL = TAOD * RIMS/ * WGMS/ * (IP2M + IP^M + LP8M + FWDF + BKWF). 

The term RIMS 1 (Read Inhibit Multi-Not) will be true when both the Backward Read In- 
hibit (BRIM) and the Load Point Read Inhibit (IPIM) multi ! s are off. The logic for 
RIMS 1 is as follows: 

RIMS/ = BRIM + IPIM. 

Being a switched term the actual "to happen" form of the expression becomes: 

RIMS/ = BRIM/ * IPIM/ 

and is significant when the tape is at the BOT (TIPL). If the tape is at the BOT 
marker, then IPIM will be triggered and TRL inhibited for IS ms. Similarly, TRL will 
be inhibited if BRIM/ is false indicating the TTU is performing a turnaround which 
results from initiating a Backward Read with TTU in the Write Status. 

BRIM = TAOD * (WGNM * D2UD * D26F + SO^D + S06D) 

The term WGMS/ (Write Gap Multi-Not) will be true when the Write Gap Normal (WGNM), the 
Write Gap BOT (WGBM) and the Write Gap Continuous (WGCM) multiVs are reset. WOMS/ is, 
essentially, inhibiting the read function if the tape is traversing either the gap 
following the BOT marker or the inter-record gap. 

Detailed Operation - IR Buffer Input. As the tape is moved past the read head in the 
TTU, all heads are read simultaneously. Flux changes, sensed by the read heads, are 
amplified and shaped in single channel stages and then sent to the read buss drivers 
which, in turn, develop a negative going pulse for each flux change. 
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This pulse is delivered to a compressor circuit (I/O Exchange) which reshapes an input 
pulse of approximately 2.0 us duration to an output pulse with a width of 0.5 us. This 
pulse, in turn, sets (unclocked) the corresponding IR Buffer Flip-flop in the I/O Con- 
trol Unit. 

Interconnecting information lines and compressor action are shown in Figure 5-15 . 
Specific logic for this action is shown as Information Read in Figure 5-21. 

The first TRP output to go true (innP) will trigger DSWM (Digit Skew Write Multi). If 
high density is selected when DSWM becomes true the Digit Skew High Density Multi and 
SKFF are set. \ 

DSWM = TAOD * DSIS/ * SKFF/ -x- InnP 
DS5M = DSWM -x- 5 BID * SKFF/ 

Initially DSIS/ is true to indicate that the Digit Skew multies are all timed out 
and ready to accept an input character. SKFF (Skew Flip-flop) is also found reset 
initially to specify that the IB register contains no valid information. The first 
clock pulse, following DSWM going true, sets SKFF. SKFF now serves as a storage 
element and indicates that one of the Digit Skew Multies has been triggered. SKFF 
also specifies at least one bit has entered the IR Buffer. DS5M times out 6.0 us 
after the first flux change was read and allows DSIS/ to become true. The Skew 
Holdover Flip-flop (SHOF) is set with the next clock pulse to set up logics to trans- 
fer this character from the IR to IB register. 

DSIS/ = DSWM/ -x- DS2M/ -x- DS5M/ * DS8M/ 
SHOF = SKFF -x- DSIS/ 

SHOF (Skew Holdover Flip-flop) Figure 5-21 

SHOF now is reflecting that the Digit Skew multi has timed out — further, that a 
complete character is contained in the IR Buffer (assuming normal skew characteristics) 
and that one character read has been completed. The timing relation between the Digit 
Skew Multi, SKFF and SHOF are illustrated in Figure 5-25. 

During the time interval that SHOF is true (1.0 us), it initiates a secondary read 
phase to the process of reading a character into the W register. During this logical 
interval the following operations are performed: 

A. The character in IR is shifted to IB. 

B. The IR Buffer is cleared for receipt of a new character. 

C. Input skew logic and synchronization logic is reset. 

D. Longitudinal parity is generated. 

E. The information multi 's are triggered to provide a time delay until 
the next character. 

F. RCNF (Record Control Flip-flop) is set signifying that the body of 
a record is being read. 

G. PUCF (Pile-Up Control) is set indicating that the IB Buffer contains 
a character which is to be shifted into the W register. 

H. LDSF (Lost Digit Flip-flop) is set to trigger a Lost Digit multi. 

The formal logic for the above events is shown in Figure 5-21. 
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The first pulse following the set of the Skew Holdover Flip-flop (SHOF) initiates all 
of the following operations: 

1. Input synchronization circuitry is reset in anticipation of the 
next character. This includes resetting the IR Buffer. This 
action occurs ungated upon entry to the SHOF logic cycle. 

SKFF = SHOF 

2. The contents of the IR Buffer are shifted to the Input Buffer 
(IB) from the levels: 

IBnF = IRnF * EOPS 

IBnF = IRnF -x- EOPS 

3. Longitudinal Parity (LP) is generated. 

LPnF IPnF = IRnF 

U. The Record Control Flip-flop (RCNF) is set, indicating that the body of a 
record is being read. 

RCNF = FWDF 

5. Either IM2M (information Index Multi) IM5M or IM8M will be set depending 
upon whether low, high or very high density format is being read and has 
been selected. 

The purpose of Information Multi 1 s is to provide logical notice to the Information 
Flip-flop (IMFF) that a sequence of normally spaced characters are being accrued 
in the W register, i.e., that a record is being read. This is accomplished by 
indirect detection of other than normal intervals of character displacement — that 
is, packing density. Normal intervals, in this case, are defined as the times 
between characters. These intervals at 12 1t /second capstan speed are: 

Low Density = U2 us 

High Density = 15 us 

Very High Density = 11 us 

Initially, one of the three information multi ! s is set with the recognition of the 
first character in the record (first SHOS). IM5M is designed to time out in 35 us, 
but will restart its timing interval with each input trigger (character). 

Now, if the tape is moving at normal velocity such that characters are being read 
at 67KC (High Density), then IM5M will be retriggered to time with each character. 
This is evident since the time-out interval of IM5M is greater (35 us) than the 
interval between successive characters in high density (15 us). 

Consequently, IM5M will never time out while normally spaced input characters are 
generating SHOS. 

6. The Pile -Up Control Flip-flop (PUCF) will be set, indicating that the 
information in IB can be transferred to the W register provided the 
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end of the record has not been detected (IMnM set) . 
PUCF = EOPS 

7. The Lost Digit Flip-flop is set to trigger one of the Lost Digit Multi f s. 
However, no drop-out could be detected on the first character read. 

PUCF (Pile-Up Control) FORWAED READ 

In Figure 5-21 Pile-Up Control logic is enabled by SHOF * EOPS and indicates that 
the IB contains a character which is to be shifted to the ¥ register. 

During the time interval that PUCF is true (1.0 us), it initiates phase three of 
the process of reading a character into the ¥ register. During this period, the 
following operations are performed if the Sequence Counter is at 8 or 10: 

A. IB is transferred to the ¥ register. 

B. The Character Counter is cotmted + 1. 

C. A lateral parity test is performed (PELS checked). 

D. The Information Flip-flop (IMFF) is set indicating that 
information has been encountered. 

E. PUCF will be reset, signifying that the character in IB 
has been transferred to the ¥ register. 

F. If seven characters have already been read, VRCF (Valid Record 
Flip-flop) is set. 

G. The Sequence Cotmter is counted +1 if the Counter is equal to seven - 
indicating the eighth character has just been placed into the ¥- register. 

The formal logic for the above events is shown in Figure 5-21. 

The first pulse following the set of the Pile-Up Control Flip-flop (PUCF) 
initiates all of the following operations : 

1. The contents of the IB are transferred to that character position 
in the ¥ register indicated by the Character Counter (CC). 

¥(CC) - IB(B 1) = MAPS * D27F/ + EOPS/ 

All information appearing in the Input Buffer is first directed through the input 
converter (Alpha decode) and then to the ¥ register character routing matrix. 

The expression, MAPS -x- D27F/ + EOPS/, actually indicates generation of the shift 
level I¥SS/ in alpha (D27F/) and binary (EOPS). Both terms are used to generate 
the term C + ID (CC + 1), which in turn enables the primary inputs to I¥SS/ 
composed of D2i|D (Read), SC8F (Sequence Count 8) and MAPS (Memory Access Permit). 
The logic on the flow merely signifies the two modes of operation. 

The symbolic representation of the generation of I¥SS/ is shown in the Figure 

2. The character counter is counted +1. This, also, may be seen by examining 
Figure . In generating I¥SS/, C + ID is enabled as the shunt level for 
I¥SS/. This action is indicated by the following representative logic: 



CC + 1 = TAOD * D26F/ * (D27F/ + EOPS/) 
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As we will see later the expression (D27F/ + EOPS/) will inhibit group 
mark insertion at the end of a binary read operation (D27F/ and EOPS/ 
false) . 

3. Lateral (character) parity is checked. 

D20F = (SC = 8 + 10) * PELS * D30F/ * EOPS/ + SHOF 

D20F will be set in the error field of the D-register if an error exists 
(PELS). The term D30F/ indicates that this is not a maintenance cycle, 
space or erase and that a normal data transfer is to be allowed while 
EOPS/ signifies that this is not the end of the operation. If this were 
the end of an operation, then the next character to be checked would be 
the longitudinal check character which could be either odd or even 
laterally. The result would be an erroneous detection of lateral parity 
in normal operation. 

Characters are read at 11 us intervals at very high density. When the W-register is 
filled with the eighth character a memory access is requested by I/O. Due to Central 
Control priority logics this access may not be granted immediately. Eleven microseconds 
later the next character can be read from tape and placed in IB register. PUCF would 
be set and SHOF reset to remember a character is in IB but cannot be transferred to 
W-register until the memory access has been granted and the sequence counter returned 
to Sequence Count of 10 or 8. Again, 11 us later another character is read from tape 
and placed in IR register unclocked. SHOF is again set and the new character in IR 
is placed in the IB register. IB contained the prior character. An error has occurred 
and D20F is unconditionally set with the next clock pulse that finds PUCF and SHOF set. 

U. IMFF is set and logically signifies that one of the Information Multi ! s 
has been set; thus, the beginning of a record is being read. 

IMFF = EOPS/ -x- (IM1M + IM2M) 

£. PUCF is reset, indicating that the character in the IB is to be 
transferred to the W-register. 

PUCF/ = (SC = 8 + 10) -x- (CC = + D26F/ + D27F + EOPS/) 

6. Since valid record is specified as seven or more serial characters, 
the VRCF (Valid Record Flip-flop) will be set when the seventh 
character has been transferred to the W register. 

VRCF = CC = 6 -x- D26F/ 

D26F/ (Forward) is used to insure validation of the record with 
CC = 6 in the forward direction only, since, if we were reading 
backward, CC = 6 could be the second character read. 

7. The Sequence Counter (SC) is counted +1 upon transfer of the eighth 
character to be read or this is the end of the operation (EOPS). 

As will be seen in SC = 9 operations, a memory store will take place 
when the W-register contains a full word (8 characters). 
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SC + 1 = PUCF * TAOD * D26F/ * (CC = 7 + EOPS) 



Full Word 
Partial Word or 
End of Record 



PUCF being on when the end of a record is reached (EOPS) may find the W-register 
partially filled and a memory access is required. An IB to W-register transfer is 
prevented if this is the end of a binary write (D27F/ and EOPS/ both false). 

As with VRCF, D26F/ is used to differentiate between a backward and forward read. 
In the case of a backward read,- character 7 would be the first character detected 
in the record. 

IMFF Figure 5-22 

When an Information multi times out (only one set at a time) two possible condi- 
tions are implied: 

A. Either the repetition rate of the input character string has fallen below 
normal specifications (internal greater than 35 us at high density) 
through a decrease in tape speed or improper density. 

B. A space has been encountered (as would be the case at the end of a record). 
The separation between the last character and the IP check character is 
four and 1/2 character spaces (67 us at high density). This space is 
recognized as an improper character interval by IM5M timing out. 

I IMS/ becomes true when all information multi 1 s have timed out. Also, SKFF is 
normally found reset to indicate no other characters are being read at this time. 
IMFF is set when seven or more characters have been read (VRCF on). When read- 
ing less than seven characters, the character counter would be found not equal 
to seven (CC f 7) and the invalid record is treated as a tape flaw. 

IMIF Forward Read and Valid Record 

IMIF, RCNF, VRCF and FWDF are all on for the following discussion and each has the 
following significance: 

IMIF - Indexing started 

RCNF - Information Encountered 

VRCF - Valid Record 

EXNF/ - Not a maintenance check of the inter-record gap. 



The following logics are performed when a normal end of record has been detected 
(IMIF). 



The Forward Flip-flop is reset if a valid record or the End-of-File character has 
been read. 

IBnF set to Group Mark 



FWDF reset 



A Group Mark is inserted at the end of an alpha forward read or if the End-of-File 
character was read by itself. 
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EOPS Valid Record 

End of Operation level becomes true when any longitudinal parity multi is set and has 
the same duration. Initially when EOPS becomes true during a forward read, PUCF is 
set to initiate an IB to W transfer for the group mark insertion. The Sequence Counter 
is counted +1 to allow the storing of a partial word. 

W [CC] IB [B *> 1] = MAPS (D27F/ + EOPS/ 

SC + 1 = TAOD -x- D26F/ -x- (CC = 7 + EOPS) 

During EOPS time the longitudinal parity character is read because TRL remains true 
after the forward Flip-flop is reset. 

TRL = TAOD -x- RIMS/ -x- WGMS/ -x- (LP2M + IP5M + LP8M + FWDF) 

SHOF is set as normally done to allow only Information Register Flip-flop that is set 
to complement its respective longitudinal parity flip-flop. The contents of the IR 
register being transferred to the IB register is redundant since the LP character is 
not information. The LP character is used to condition the Longitudinal Parity Flip- 
flops to the "all off" status. Any Longitudinal Parity Flip-flop found set indicates 
a parity error. See Figure 5-20. 

D20F = D30F/ * D26F/ * HOLF -x- STRF -x- LPOS/ -x- SC = 8 

The information Multies cannot be set during EOPS time. In Figure 5-22, the first 
clock pulse that finds EOPS true sets STRF. Figure 5-20 shows how HOLF is set when 
EOPS goes false. This logic delays the longitudinal parity check until well after 
the LP character has been read. 

HOLF = STRF * EOPS/ 

With HOLF and STRF on, the next clock pulse sets the Sequence Counter to ll; and the 
result descriptor is formed. Any Longitudinal Parity Flip-flop found set at this 
time (LPOS/) indicates a parity error occurred while reading this record. 

EOPS and Droupout Detected 

Two or more longitudinal parity characters read during EOPS time in the forward 
direction is detected with the dropout logic. At the same clock pulse that sets 
one of the longitudinal parity multies RCNF is reset. EOPS level follows one of 
the longitudinal parity multies. During EOPS time one LP character is normally 
read and SHOF is set. See Figure 5-21. RCNF is set with this first character. 

RCNF = (D26F/ + BKWF * IMS) -x- SHOF 

If another character was read during EOPS time SHOF would again be set. DOED now 
becomes true. 

DOED = EOPS -x- SHOF -x- D30F/ (BKWF + RCNF) 

Notice that none of the information multi f s can be set during EOPS time. This 
means that RCNF is not cleared until the sequence counter reaches 15 with Clear 
I/O Driver (CIOD). 
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PUCF set 

Pile Up Control Flip-flop is set for two reasons. The first reason is to allow the 
Group Mark in IB to be placed into the W-register if this is a group mark ending. 
The second reason is if an alpha forward read with group mark or word count ending 
was being performed and a partial word was accumulated in the W-register a memory 
cycle must be initiated by counting the sequence counter +1. 

CC transferred to PC 

The contents of the character counter is placed into the pulse counter for temporary 
storage only if at least seven consecutive characters have been read (VRCF set). At 
Sequence Count of llj. the pulse counter is transferred into the result descriptor. 

IPnM set 

The appropriate Longitudinal Parity Multi is set to allow the reading of one and only 
one LP character. 

LP2M is on for 700 us (low density) 
LP£M is on for 2^0 us (high density) 
LP8M is on for 200 us (very high density) 

Only one of the IP multi 1 s is set to delay the "end of operation" until sufficient 
time has been allowed to read the longitudinal parity character. 

IMIF Forward Read with Flaws 

An Information Multi timing out does not reset the Forward Flip-flop unless a valid 
record was read (VRCF set) . 

RCNF is reset at this time for all conditions while going in the forward direction. 

D20F - Parity Error Flag is reset if six or less characters read in succession are 
handled as flaws. These flaws generally create parity errors and since the flaws 
are invalid records any parity errors detected are also invalid. 

D20F/ = D17F/ [ (RCNF * EOFS/ * VRCF/) 
+(RCNF/ * BKWF) ] * IMIF 

The longitudinal parity is checked by all the longitudinal parity flip-flops being 
reset after the LP character is read. Since a flaw has been read the logics assumes 
there will be no LP character. The LPnF are all reset in preparation for the read- 
ing of a new record. 

LPnF/ = RCNF * VRCF/ * EOFS/ * IMIF 

Whatever has been read into the W-register is also invalid. Therefore the W- register 
and the character counter are cleared in preparation for a new record. 

W [U8-*l]/ = MAPS (RCNF * EOFS/ -x- VRCF/ + (RCNF/ * BKWF) *. IMIF 
CC/ = RCNF -x- FWDF * VRCF/ * EOFS/ -x- IMIF 
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END OF FILE RECORD - FORWARD 
D21F Set For EOF Flag 

A one character record would normally be detected by the logics as a flaw. If a 
one character record had been read the character would be in two places at the 
time IMIF was found set. Character position zero of the W-register always contains 
the first character when reading in the forward direction. The IB register is not 
cleared after the transfer from IB to W-register at SHOF time. The IB register 
retains the End-of-File character. EOFS remains true as long as the !l > 1! character 
remains in the IB register. Since only one character has been read VRCF is found 
reset. EOFS being true causes EOFS/ to be false. EOFS/ being false disables all 
the logics that is normally cleared when flaws are encountered. D20F, IPnF, W-regis- 
ter and the Character Counter cannot be cleared because EOFS/ is false at IMIF time. 

FWDF reset with EOF 

The Forward Flip-flop is reset and a Group Mark is inserted into the IB register. 
EOFS goes false with the next clock pulse. Since PUCF cannot be set, the Group 
Mark insertion is redundant since it cannot be stored into the W-register. Also, 
the End-of-File character in the W-register cannot be stored in memory at EOPS 
time because PUCF is not set to count the sequence counter +1. 

LPnM set with EOF 

The appropriate longitudinal parity multi is set with the clock pulse that finds 
IMIF set. EOPS now becomes true and the IP character is read with the same logics 
used to read all LP characters. The IP character in this case has the same bit 
configuration as the 1, > 1! character. 

EOPS/ with EOF 

When the longitudinal parity multi times out EOPS/ becomes true and finds STRF set. 
The next clock pulse sets HOLF, causes the logics to check the Longitudinal Parity 
Flip-flops for a possible parity error. Exit is made to Sequence Count of lU to 
form the result descriptor with W21F set. The End-of-File character is not placed 
in memory. 

TRL IN BACKWARD READ 

When reading in the backward direction TRL becomes true with the setting of BKWF at 
SC = U. 

TRL = TAOD * RIMS/ * WGMS/ -x- BKWF 
RIMS/ = BRIM/ -x- IPIM/ 

There are two conditions under which Read Inhibit Multi ! s Not (RIMS/) prevent TRL 
from becoming true with the setting of Backward or Forward Flip-flops. The tape 
unit being at the loadpoint causes LPIM to be set and inhibit reading for 1? ms in 
the forward direction. The second case is where RIMS/ is held false when a back- 
ward read is performed immediately following a write operation. BRIM is held true 
at SC = 5 or 6 and keeps BRIM/ false until a tape turn-around has been completed. 
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LP Character 

The tape unit now driving tape in the backward direction encounters the LP character 
first. The LP character is placed into the IR register and Skew Holdover Flip-flop 
is set. 

SHOF - Backward Read 

The LP Character in IRnF is transferred to the IB register. IR is cleared in prepa- 
ration for the next character. Any IR Flip-flop found set complements its respec- 
tive Longitudinal Parity Flip-flop. Record Control Flip-flop is not set because an 
Information Multi has not yet been set. 

RCNF = BKWF * IIMS * SHOF 
I IMS = nBID * EOPS/ -x- SHOF 
IIMS/ = IM2M/ * IM£M/ * IM8M/ 

SHOF and the next clock pulse causes one of the Information Multi' s to start timing 
out. The LP character is k and 1/2 character frames away from the last character of 
the record. The Information Multi f s (iMnM) time out in 2 1/2 character frames and 
IIMS/ becomes true once again. 

During the tiine out of the information multi (35 us at high density) Pile Up Control 
and Lost Digit Flip-flops are set. PUCF being set causes the LP character to be 
transferred from the IB to W-register. This LP character is handled as normal infor- 
mation initially and the character counter is counted down by one. The Information 
Flip-flop is also set at PUCF time. 

IMFF = EOPS/ * IIMS -x- PUCF 
CC-1 = TAOD -x- D26F * EOPS/ -x- PUCF 
W [CC] — IB = MAPS * EOPS/ -x- PUCF 
PUCF/ = SC = 8 * EOPS/ * PUCF 

The Lost Digit Flip-flop could detect an error if after reading the LP character a 
flaw was detected and set SHOF the second time before the information multi timed 
out. 

DOED = IMFF -x- SHOF * LD2M/ * LD^M/ -x- LD8M/ -x- BKWF ' 
D20F = DOED -X- SHOF 

IMFF - Backward Read 

The information multi timing out in two and 1/2 character frames causes IIMS/ to 
become true. Information Index Flip-flop is set with the following logic. 

IMIF = IIMS/ * SKFF/ * BFMS/ * IMFF 

IMIF - Backward Read 

Information Index Flip-flops (IMIF) is set for one clock pulse time. At this time 
RCNF is set in preparation for the record to be read. A parity error may have been 
detected while reading the LP character. If so> the parity error is ignored because 
D20F is reset at this time. 

D20F/ = IMIF ■* D17F/ * RCNF/ * BKWF 
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Also the W-register is cleared and the character counter is set back to seven. The 
LP character that was initially set into the W-register is now lost. The Backward 
Flaw Multi is set to indicate a flaw or a IP character has been read. 

BFnM = RCNF/ * BKWF * nBID * IMIF 

TRL and RCNF - Backward Read 

The last character of the record is read first and placed into the IR register. 
SHOF is set to transfer this character into IB and to complement the LPnF. The 
Information Multi corresponding to the selected density is set. The Lost Digit 
Flip-flop is set to provide drop-out detection. 

PUCF - Backward Read 

During the time Pile Up Control Flip-flop is set the character in IB is transferred 
into the W-register. The character counter is counted down by one. If this is the 
seventh character, VRCF is set to remember a valid record has been read. When the 
W-register has been filled, (CC = 0) the sequence counter is counted to nine to store 
the word in memory. Also, the Information Flip-flop is set to provide for indexing 
logics when all information multi ! s have timed out. 

IMFF = EOPS/ -x- I IMS * PUCF 

SC = 9 

The logics indicates the W-register is filled when the character counter has been 
counted to zero. At SC = 9 a memory cycle is performed to write the contents of 
the W-register into memory. The character counter is set to seven as the word 
counter is counted down by one. No Memory Accesses are granted if the word counter 
is already found equal to zero. 

SC = 10 

The D register bits 1 *o 15 are counted down since the beginning address was assumed 
to point to the least Significant address. The sequence counter is set to 8 and the 
logics wait for the next word to be read from tape. 

IMIF - Backward Read Indexing 

If, after two and one-half character spaces no more characters are read from tape to 
reset the infonnation multi, IIMS/ becomes true. At high density the backward flaw 
multi times out in 100 us after the last character was read from tape the correspond- 
ing information multi, timed out in 35 us IMIF is set when the information multi 
times out and a valid record has been read. 

IMIF = IIMS/ * SKFF/ * VRCF -x- IMFF 

IMIF -x- RCNF -x- BKWF 

The Backward Index Multi (1.2 ms) is set if an End-of-File level is true or if VRCF 
is on. This multi provides the delay in resetting BKWF to allow the read/write head 
to be positioned well into the inter-record gap. The IB register is cleared at this 
time. 
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A partial word has been left in the W-register if the character counter is found not 
equal to seven. The logics sets PUCF to allow the transfer of the IB register into 
the W-register. 

Only in a backward alpha read is the W-register filled with question marks in this 
manner. Each clock pulse that finds PUCF on does an IB to W transfer of a question 
mark. PUCF cannot be reset until the character counter has been counted to zero. 

PUCF/ = SC = 8 * (CC * + D26F/ + D27F + EOPS/) 

In a binary backward readj no question mark insertions are allowed when the character 
counter is not equal to seven at IMIF time. PUCF is set to seven at IMIF time. PUCF 
is set for one clock pulse time to allow a SC + 1 to store the partial word. An IB 
to W transfer is prohibited at EOPS time and a binary read is performed. 

W [CC] — IB [B 1] = MAPS * (D27F/ + EOPS/) * PUCF 

EOPS for Backward Read 

BWIM being set at IMIF time causes EOPS (End Operation Pulses) to be true for 1.2 ms. 
STRF is set with the first clock pulse. During this 1.2 ms period any flux changes 
being read causes a dropout to be detected. 

DOED = EOPS -x- SHOF * D30F/ * BKWF 
D20F = DOED 

The Backward Flip-flop is not reset until EOPS goes false with STRF set. At SC = 8 
in Figure 5-20 HOLF and STROF resets BKWF. At the same time the sequence counter is 
set to Ik to form the result descriptor. 
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SECTION 6 

B5500 MODEL II SPO 

GENERAL 

The Teletype Model 33 Typewriter is used as a Supervisory Print Out (SPO) of MCP 
messages* The SPO is also used as a keyboard entry for the operator to interrogate 
or instruct the MCP operation. 

The I/O Control provides the logics necessary to transfer messages between core 
memory and the Supervisory Printer. 

The Bh9$ Model I SPO (Smith - Corona) with associated logics rack and the Bh95 
Model II SPO (Teletype Model 33) with its associated logics rack are directly 
interchangeable with all versions of the I/O controls (Models I, II or III). Since 
the Model I SPO's are being discontinued only the Model II SPO is discussed here. 
Only one Bh9$ SPO may be cabled to a B$$00 System. The Model II SPO logics rack is 
located in the B5>310 Console as was the Model I logics rack. The Model II SPO 
logics rack and Model I SPO logics rack are not interchangeable without exchanging 
the typewriters. 

INPUT REQUEST SWITCH 

No input message can be entered until the operator first depressed the INPUT REQUEST 
switch. Central Control 1 s Input Request Interrupt Flip-flop (CCI05>F) is set and the 
MCP branches to a SPO Read Instruction. At this time, the READY light is lit and . 
the operator may begin his input message. The depression of each key on the key- 
board causes the characters to be transferred to the W-register. The END -OF -MESSAGE 
Switch is depressed by the operator when the input message has been completed. A 
Group Mark Character is placed into the W-register by the END -OF -MESSAGE Switch. 
The remainder of the W-register behind the Group Mark Character is left cleared. 
The contents of the W-register is written into memory. No Group Mark Character is 
printed on the SPO. The END -OF -MESSAGE Switch also causes the SPO to perform a 
Carriage Return and a Line Feed. 

PARITY CHECK 

All input characters from the SPO are checked for character parity while each char- 
acter is in the IB-register. Input characters are generated in USASCII code by the 
keyboard switches. The SPO logics rack in .the B5>310 Console contains a USASCII to 
BCL translator. Characters enter the IB-register via the Input Character lines in 
BCL code plus even character parity. D20F in I/O is set when any odd character 
parity is found in the IB-register. 

No parity check is made in the SPO logics rack for characters leaving or entering 
the I/O. The I/O logics does not check the output of the OBnF since no character 
parity is transmitted to the SPO. 

ERROR SWITCH 

In case of an operator error/ the operator may wish to change or correct his input 
message by depressing the Error Switch and then re-enter the entire message. The 
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Typewriter Error Switch performs the same identical functions as the END -OF -MESSAGE 
Switch except a parity error is forced in the translator on the Group Mark Character. 
D20F is set by the parity error on the Group Mark Character in IB. The MCP must be 
programed to return to the beginning of this Read Instruction if D20F is found on 
in the Result Descriptor. When the Input Ready Light again becomes lit, the operator 
re-enters his message . 



SPO WRITE 



The MCP may initiate a SPO Write at any time. This output message can only be 
terminated with a Group Mark Character in memory. Messages printed on the SPO do 
not require any special editing or formatting. After 72 characters have been 
printed, a switch closes and causes an automatic Carriage Return and Line Feed. The 
Group Mark Character may occur at any character location. The SPO logics rack 
converts the Group Mark into a Carriage Return and a Line Feed, thus inhibiting the 
printing of the Group Mark. 



READ OR WRITE DESCRIPTORS 



The I/O Descriptor is placed into the D-register of any of four I/O controls, 
bits of this read or write descriptor have the following significance. 



The 



DU8F, DU7F, DU6F 
DU£F thru DUlF 
DUOF thru D31F 
D30F 
D27F 

D26F 
D2^F 
D2UF 

D2UF 

D23F 
D22F 



D21F 
D20F 



D19F 
D18F 



= 

= 

= 

= 1 

= 

= 

= 1 



= 1 



= 1 



These bits are lost in the transfer of W-register to D-register. 

Unit Designate (Octal 7U) 

Word Count Field not used with SPO. 

Allows data transfer between the I/O and the SPO. 

Binary/Alpha Bit: All SPO reads or writes are performed in 
Alpha Mode. 
Not used with SPO 

This bit is always reset since the word counter is not used. 
This bit being on causes a Keyboard Read operation to be 
performed. 

This bit being off causes a SPO Write operation to be 
performed. 
Mot used. 

When a memory cycle is attempted on a non-existent address 
MAED-C is returned to I/O as a true level. D22F is set at 
SC=9 and becomes a part of the Result Descriptor. At SC=10/ 
D22F forces the termination of a SPO Write when a Group Mark 
Character is forced into the W-register. 
Not used. 

Any character parity errors sensed in the output of the IB 
register during a Keyboard Read are remembered with this 
flip-flop. D20F becomes part of the result descriptor. No 
parity errors are sensed in the output of the OBnF during a 
SPO Write. 

D19F is set when a Core Memory parity error occurs during 
memory accesses with I/O. This bit is part of the Result 
Descriptor. 

D18F is on in the Result Descriptor if TRDL/ was found true. 
TRDL/ indicates the Typewriter was in a Local or Not Ready 
status when the I/O tried to connect up to the SPO at SC=3 
and CC=3. 




1 
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D17F = 1 Used only to request memory accesses in Standard Sequence 
count logics. 

D16F = 1 If D16F is found on in the Result Descriptor, then some 

other I/O was already using the SPO when this I/O tried to 
connect up to the SPO at SC=3 and CC=1. 
Dl£F thru D01F = The beginning core memory address. In the Result Descriptor, 

Dl£ thru 1 represents the last core memory location accessed 
plus one. 

GLOSSARY OF TERMS 



SIGNAL LINES TO SUPERVISORY PRINTER 



ODRL/ Output Driver Level Not: ODRL is only used during a SPO Write. When 
ODRL/ in I/O is false OUTS in the typewriter is held true to gate the 
OBnF's into the typewriter print decoder. 

TOPL/ Typewriter Operation Level Not: This level remains true all during a SPO 
write operation to keep LINS false in the typewriter. RUNS is therefore 
held true and PUMP is continuously timing out. The Control Counter being 
counted to the START position causes the selector magnet to be deenergized. 
Anytime the selector magnet is deenergized the selector clutch is mechan- 
ically tripped and causes the typewriter to commence a print cycle. TOPL/ 
remains false during a Keyboard Read Operation to keep the Ready light on 
in the SPO. 

INnL Information Levels 1 through B: These information levels are developed 

from the outputs of the OBnF in I/O and are used to transmit characters 
to the typewriter during a SPO Write. 



SIGNAL LINES FROM SUPERVISORY PRINTER 



ICnL Input Character Level 1 through P: These levels originate in the type- 

writer translator and represent the character depressed on the keyboard 
in BCL code. 

ICRL/ Input Character Ready Level Not: This term goes false with a Control 

Count of 3 during a Keyboard Read operation. LENS being false during a 
SPO write inhibits ICRL at C=03. 

OCRL/ Output Character Ready Level Not: The typewriter logics causes this level 
to go false during a SPO write with clock counter equal to 8. OCRL/ is 
not used during a keyboard read. 

TINL/ Typewriter Interrupt Level Not: This level becomes a false level when the 
operator depressed the Input Request Switch on the typewriter. TINL/ 
going false sets CCIO^F in Central Control. 

TRDL/ Typewriter Ready Level Not: This level is at ground potential when system 
power is on and the typewriter LOCAL/LINE switch is in the LINE position. 
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GENERAL DESCRIPTION OF OPERATION 

A SPO read or write operation is initiated identically as reads or writes on any 
other peripheral device. The Unit Designate field being equal to an octal 7h 
connects the SPO to the I/O control. See Figure 6-2. 

The Processors Initiate I/O Syllable places the address of the I/O descriptor into 
absolute Cell 10 and sets the Commence Timing F/F CMTF in Central Control. Central 
Control gating selects any idling I/O and forces that I/O to access cell 10 
immediately to obtain the I/O descriptor address. All I/O operations are performed 
independent from the processor. Figure 6-1 shows the sequence of operation and 
the information and control paths are shown in Figure 6-2. The logics must proceed 
through the standard sequence count logics to SC=3 and CC=5 as do all I/O operations. 

SPO /KEYBOARD FLOW (FIGURE 6-3) 

KEYBOARD READ SC=3 AND CC=5 

The next clock pulse clears the Character Counter and D2£F. With D2l|F on, the 
Sequence Counter is set to 8. 

SEQUENCE COUNT EQUALS EIGHT 

STRF to 1 

During a Keyboard Read, the I/O does not know a character is on the ICLn lines -until 
I2i|D becomes a true level and HOLF is off. Input Character Ready Level (ICRL/) going 
false causes I2l£) to become true. ICRL/ becomes false during Control Counter equal 
to 3 in Model II SPO logics rack. 

HOLF to 1 

With STRF on the next clock pulse sets HOLF provided this is not a tape operation 
(DU1F/). 

STRF to 

With HOLF on, the next clock pulse clears STRF. 
HOLF to 

ICRL/ going true causes I2i|S/ to become true 9.09 ms after STRF was set and clear 
HOLF. ICRL/ goes true after the Control Counter in the typewriter logics rack 
leaves the count of 3. 

CC + 1 

The clock pulse that transfers a character from IB to W-register (STRF -x- HOLF) also 
counts the Character Counter plus one. 
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IB (P thru 1) to 

Normally the clock pulse that transfers IB to W also clears IB in preparation for 
the next input character. When the input character in IB is a Group Mark, GPMS 
becomes true. The Group Mark is placed into the W- register with HO IF and STRF but 
the IB is not cleared because GPMS/ would be false. The IB register must retain 
the Group Mark while the partial or full word in the W-register is written into 
memory at SC=9. At SC=10 GPMS remaining true causes the logics to exit to SC=lU 
instead of returning to SC=8. 

IB (P thru 1) to W (CC) 

After STRF is set the next clock pulse sets HO IF. With HO IF and STRF both set, the 
IB register is gated into the W-register with the next clock pulse. The setting of 
the Character Counter determines which character position in the W-register the 
contents of IB is placed. 

D20F to 1 

The character entering the IB register is in BCL code and thus requires even parity. 
Any odd parity found in the IB register causes PELS to be true and set D20F. 

EXNF to 1 

STRF is reset the next clock pulse after HOIF was set. HOLF remains set while 
ICRL/ is false (9.09 ms). EXNF may be set the next clock pulse after STRF is reset 
if the W-register contains a full word (CC=0) or a partial word (GPMS). 

SC + 1 and EXNF to 

EXNF is used as a logical flip-flop to count the Sequence Counter to 9. Once SC=9 
EXNF is no longer needed. 

SEQUENCE COUNT EQUAL TO NINE 

Here a normal I/O to memory write of the W-register is performed. MANF is set with 
the first clock pulse. If no other I/O or processor is accessing the requested 
memory module, MTOD-M is returned from memory through C/C to I/O. D2l±F being set 
causes MWRD to be true in C/C. MAOF is set with the second I/O clock pulse. The 
third clock pulse clears the W-register, MANF, and advances the Sequence Counter to 
ten. 

SEQUENCE COUNT EQUAL TO TEN 

The first clock pulse finds MANF reset and therefore clears MAOF. The address 
portion of the D-register (l£ thru 1) is counted plus one provided the address 
flip-flops are not already all on (MAX/) . 

If the IB does not contain a Group Mark, GPMS/ would be true during a Keyboard Read 
(KSOD) and the logics would return to SC=8. A Group Mark Character can only be 
placed into the IB register by the operator depressing the End of Input or Error 
Switches on the typewriter. 
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GPMS being true at SC=10 forces the logics to exit to 30=114. and write the result 
descriptor into absolute cells Hi, 1$, 16 or 17. 

SPO WRITE 

A Keyboard Read descriptor is converted to a SPO Write by resetting D2UF. At SC=3 
and CC=£j D2l|F being reset causes the logics to proceed to SC=9 and access the first 
word from memory to be written on the SPO. 

SEQUENCE COUNTER EQUAL TO NINE 

The first clock pulse sets MANF to request access to a memory module. Central 
Control grants access to I/O and initiates a memory cycle. At read strobe time, 
memory returns MT2D-M through C/C to I/O. Memory Access Obtained Flip-flop (MAOF) 
is set with the next clock pulse that finds MT2D true. 

MAOF to 1 = MANF * MT2D-M 

With MAOF set, the next clock pulse gates the contents of Memory Information Register 
(MIR) from memory through G/C to the W-register in I/O. MANF is cleared as the 
Sequence Counter is advanced plus one. 

SEQUENCE COUNTER EQUAL TO TEN 

MAOF to 

MANF being reset causes MAOF to be reset with the first clock pulse. 
D (15 thru 1) plus 1 

The core memory address portion of the SPO write descriptor is advanced plus one 
provided the maxiirmm core memory address has not already been reached. 

W (CO) to OB (B thru 1) 

At this time the I/O Character Counter is pointing to character zero in the 
W-register (CC=0). Character position zero of the W-register is gated into the 
OBnF with the first clock pulse. 

CC + 1 

The Character Counter is counted plus one and now points to character position one 
in the W-register. 

SC to 8 

Keyboard-SPO Operation Driver (KSOD) is held true by an octal 7U in the unit desig- 
nate field Dli5>F thru DiilF. MS10D is true because the Sequence Counter is equal to 
10 and the Inhibit Memory Cycle switch is in the down position. Group Mark Switch 
Not (GPMS/) is true as long as the OBnF do not contain a Group Mark. 

GPMS = D21+D/ * [OB (B thru 1) = 1] * AGMS 

AGMS = [CROD +. PAOD + PPOD + DROD + INOD • LCHF ] " 1 
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HOLF to 1 

The Holdover Flip-flop (HOLF) is set to prevent STRF from being set with the first 
clock pulse at SC=8. In this manner HOLF prevents an end of character timing cycle 
from being performed before the first character in OBnF has been printed on the SPO. 

SEQUENCE COUNT EQUAL TO EIGHT WITH D2UF/ 

The initial entry to SC=8 finds HOLF set to prevent the setting of STRF with I2l±D 
true. The output of 021D is made true upon entry to SC=8. ODRL/ is therefore false 
and causes OUTS in the typewriter to gate the outputs of OBnF into the print decoder. 



02 ID = HOLF * STRF/ -x- D2l|F/ -x- KSOD * SC=8 

Typewriter Operate Level Not (TOPL/) is sent to the typewriter as a true level 
because D2ljF is reset. TOPL/ causes HNS to go false in the typewriter. LINS going 
false causes RUNS to become a true level. RUNS starts the Clock Gate Multi (CLGM) 
timing out. Every 9.09 ms a clock pulse is produced in the typewriter logics rack 
to count the Control Counter. At this point the Control Counter has not had time 
to print the first character. OCRL (Output Character Ready Level) remains true in 
the SPO until the Control Counter reaches the count of 8. 

OCRL = TOPL/ -x- C/08 

OCRL/ to C/C remains false until the print cycle in the typewriter is completed at 
Control Count of 8. At C=08, OCRL/ becomes true and I2i|S/ in the I/O also becomes 
true. The next I/O clock pulse resets HOLF. I21;S/ going true indicates each 
character sent to the SPO has been printed and initiated the end of character timing 
cycle in I/O. 

STRF to 1 

With HOLF reset STRF is set with the next clock pulse that finds I2ljD true. The 
typewriter Control Counter has left the count of 8. 

W (CC) to OB (B thru 1) 

The next clock pulse finds STRF set and HOLF reset. If the character already in the 
OBnF is not a Group Mark> GFMS/ is true and the next character pointed to by the 
character counter is gated into the OBnF. 

HOLF to 1 

The next clock pulse that finds STRF set causes HOLF to be set. 
IB (P thru 1) to ZERO 

This is a redundant operation during a SPO print. 
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STRF to 

With HOLF on, the next clock pulse clears STRF. HOLF cannot be cleared until I21+S/ 
becomes true again with Control Counter equal to 8. 

SC + 1 

The Sequence Counter is counted to nine to access the next word from core memory. 
The last character in the W-register has been placed in the OBnF when the Character 
Counter has been counted back to zero. (CCOD true). 

.JEXNF to 1 

External Control Flip-flop (EXNF) is used as a logical flip-flop to terminate a SPO 
write. The first character is shifted into the ¥- register at SC~10. If this 
character was a Group Mark, then EXNF is set with the first clock pulse at SC=08. 

EXNF = STRF/ * CC1D * GFMS 

The second or any succeeding character placed into the OBnF may be a Group Mark and 
cause GPMS to become a true level. EXNF would be set with the next clock pulse 
after the Group Mark was placed into the OBnF. 

EXNF = STRF * HOLF * GFMS 

The OBnF containing the BCL code for a Group Mark cause GPMS in the typewriter 
logics rack to also become true. GPMS in the typewriter causes an automatic 
carriage return and a Line Feed on the typewriter. The Group Mark character is not 
printed on the SPO. 

W.(U8 thru 1) to 

At the completion of the Group Mark Character print cycle on the SPO (C=08), STRF is 
again set. At this time the logics clears the W-register and exits to SC=ll|. The 
Group Mark Character is not Printed on the SPO because the Carriage Return Switch 
output becomes true at Control Count of 1. A Carriage Return is thus performed 
instead of the printing of a Group "Mark. 
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OBTAIN \ 
DATA ) 
DESCRIPTOR J 



IDLE 



D19F + D22F 



ADNS CAUSES ACCESS 
TO CELL 10 ON FIRST 
MEMORY ACCESS 



READ FROM 
KEYBOARD AND 
FILL W-REG. 



WRITE W-REG. 
INTO MEMORY 



EXNF 



ERROR 



A EXNF 



D16F/ + D18F/ 



D24F 
(READ) 



D24F/ 
(WRITE) 



1 





= 8 








CC 






IB 


sc = 


= 9 


*> 




(ERROR) 



c 



SC -- 1 



IB = GPMS/ 



IB = GPMS 



END OF MESSAGE 
DEVELOPS GPMS 
WITHOUT PARITY 
ERROR WHILE ERROR 
SWITCH DEVELOPS GPMS 
WITH PARITY ERROR 




C 



MAOF 



SC 



7^3 



SC = 14 



c 




CC =0 
END OF 
WORD 



DEVELOP RESULT DESCRIPTOR 



C 



SC = 15 ) STORE RESULT DESCRIPTOR 



CIOD 



SC = 



3 



IDLE 



READ NEXT WORD 
FROM MEMORY 
TO BE WRITTEN 
ON SPO 



WRITE W-REGISTER 
ON SPO 



GROUP-MARK MUST 
BE IN MEMORY AT 
END OF OUTPUT 
MESSAGE. 



FIGURE 6-1 GENERAL BLOCK DIAGRAM 
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FIGURE 6-2 I/O FLOW 
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SPO TRANSLATOR INPUTS AND OUTPUTS 



BCL CODE CODE 
TO OR FROM • TO SELECTOR 
FROM KEYBOARD SYSTEM MAGNET 







INPUT 


LEVELS 


OUTPUT 


LEVELS 


PRINT 


BARS 






(TT) TO 


(IC) FROM 


SELECTED IN 


LOCAL 


REMOTE 


TRANSLATOR 


TRANSLATOR 


TYPEWRITER 






1234 


5 678 


1248 


A 


B 


1234 


5 678 


SP 


SP 


OOOO 


010 


0000 


1 





BCL 

6ooo" 


7) 101 


> 


• 


0111 


010 


1101 


1 


1 


1101 


1 Oil 


LF 


t 


0101 


000 


0011 


1 


1 


0011 


1 Oil 


9 


< 


1001 


010 


1011 


1 


1 


1011 


1 Oil 


] 


< 


0111 


110 


0111 


1 


1 


0111 


1 Oil 


NONE 


GM 


1111 


101 


1111 


1 


1 


CR and LF 


7 


& 


1110 


010 


0000 


1 


1 


0000 


1 Oil 


4 


$ 


0010 


010 


1101 





1 


1101 


Oil 


8 


* 


0001 


010 


0011 





1 


0011 


Oil 


- 


) 


0000 


001 


1011 





1 


1011 


Oil 


* 


• 


1101 


110 


0111 





1 


0111 


Oil 




< 


1111 


110 


1111 





1 


1111 


Oil 






0101 


110 


0000 





1 


0000 


Oil 


• 


/ 


1011 


010 


1000 


1 





1000 


1 101 


@ 




0011 


old 


1101 


1 





1101 


1 101 


5 


% 


1010 


010 


0011 


1 





0011 


1 101 


NONE 


= 


1111 


111 


1011 


1 





1011 


1 101 


• 


] 


1101 


101 


0111 


1 





0111 


1 101 


2 




0100 


010 


1111 


1 





1111 


1 101 


3 


# 


1100 


010 


1101 








1101 


101 


1 




1000 


010 


0011 








0011 


101 


# 


• 


1101 


010 


1011 








1011 


101 




> 


0011 


110 


0111 








. 0111 


101 


> 


> 


1111 


010 


1111 








1111 


101 





+ 


0101 


010 


0101 


1 




0101 


1 Oil 


J 


A 


1000 


001 


1000 


1 




1000 


1 Oil 


K 


B 


0100 


001 


0100 


1 




0100 


1 Oil 


L 


C 


1100 


001 


1100 


1 




1100 


1 Oil 


M 


D 


0010 


001 


0010 


1 




0010 


1 Oil 


N 


E 


1010 


001 


1010 


1 




1010 


1 Oil 





F 


0110 


001 


0110 


1 




0110 


1 Oil 


P 


G 


1110 


001 


1110 


1 




1110 


1 Oil 
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SPO TRANSLATOR INPUTS AND OUTPUTS 



BCL CODE CODE 
TO OR FROM TO SELECTOR 

FROM KEYBOARD SYSTEM MAGNET 



1 




INPUT LEVELS 


OUTPUT 


LEVELS 


PRINT BARS 






(TT) TO 


(IC) FROM 


SELECTED IN 


LOCAL 


REMOTE 


TRANSLATOR 


TRANSLATOR 


TYPEWRITER 






1234 


5 


678 


1248 


A 


B 


1234 

J. L, j *-r 




678 


Q 


H 


0001 


o 


Oil 


0001 


1 


1 


BCL 
(3001 




Oil 


R 


I 


1001 


o 


Oil 


1001 


1 


1 


1001 


1 


Oil 


— 


X 


1011 




110 


0101 


o 


1 


0101 


o 


Oil 


X 


J 


0101 


o 


Oil 


1000 


o 


1 


1000 


o 


Oil 


$ 


K 


1101 


o 


Oil 


0100 


o 


1 


0100 


o 


Oil 


* 


L 


0011 





Oil 


1100 


o 


1 


1100 


o 


Oil 


) 


M 


1011 





Oil 


0010 


o 


1 


0010 


o 


Oil 


• 


N 


0111 





on 


1010 


o 


1 


1010 


o 


Oil 


< 





1111 





Oil 


0110 


o 


1 


0110 


o 


Oil 


I 


P 


0000 


1 


Oil 


1110 





1 


1110 


o 


Oil 


A 


Q 


1000 


1 


Oil 


0001 





1 


0001 


o 


Oil 


B 


R 


0100 


1 


Oil 


1001 





1 


1001 


o 


Oil 


c 




0011 




101 


0101 


1 


o 


0101 


1 


101 


c 


S 


1100 


1 


Oil 


0100 


1 


o 


0100 


1 


101 


D 


T 


0010 


1 


Oil 


1100 


1 


o 


1100 


1 


101 


E 


U 


1010 


1 


on 


0010 


1 





0010 


1 


101 


F 


V 


0110 


1 


Oil 


1010 


1 


o 


1010 


1 


101 


G 


W 


1110 


1 


Oil 


0110 


1 





0110 


1 


101 


H 


X 


0001 


1 


Oil 


1110 


1 





1110 


1 


101 


I 


Y 


1001 


1 


Oil 


0001 


1 





0001 


1 


101 


+ 


z 


0101 


1 


Oil 


1001 


1 





1001 


1 


101 


? 





0000 


1 


101 


0101 








0101 





101 


/ 


1 


1000 


1 


101 


1000 








1000 





101 


S 


2 


0100 


1 


101 


0100 








0100 





101 


T 


3 


1100 


1 


.101 


1100 








1100 





101 


U 


4 


0010 


1 


101 


0010 








0010 





101 


V 


5 


1010 


1 


101 


1010 








. 1010 





101 


w 


6 


0110 


1 


101 


0110 








0110 





101 


X 


7 


1110 


1 


101 


1110 








1110 





101 


Y 


8 


0001 


1 


101 


0001 








0001 





101 


Z 


9 


1001 


1 


101 


1001 








1001 





101 


6 


? 


0110 




010 


0000 








0000 


1 


101 



BCL 
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(I/O DA SCHEMATIC BOOK IS 63.00.00) 
SPO DESIGNATE IS 74 OCTAL 



(96.9.0) 



45 42 


30|27|24 


21 


18 


15 




44 41 




20 


17 


14 




«r 




19 


16 


13 





KSOl) 
D24F/ 

STRF/ 



-t ny 



02 ID T = OUTPUT DRIVE READY 



(6-1) 



(C/C DA SCHEMATIC BOOK 



D(95.3.6) 




D24F/ 



D — no 



(1.42) 

022D T = TYPEWRITER OPERATE 
(1 .42) (LIGHTS INPUT READY LIGHT) 

W-REGISTER 



(96.9.0) 



>1 > »f"o » l1Q24P " N 



CH 


CH 


CH 


CH 


CH 


CH 


CH 


CH 





1 


2 


3 


4 


5 


6 


7 



ROUTING "MATRIX 



M24 



(1.4) 
CHARACTER 
COUNTER 



CM1S + CM1S/ 



SC/B 




STRF/ " 




HOLF 




D24F . 





WRID/ 



INTERNAL 
> CODE BCL 
CODE 



SIFS/ .rMKl 

SIFS 




COBS 

cms/ \ r^ n TW UD 

KSOD~^ /nJ2J (1.70) 



-» )> 

S> 



-»> 

-» ) > 



7 '(96.9f 



(5.1.6) 



D(95.3.4) ' 



W-REGISTER 



CH 


CH 


CH 


CH 


CH 


CH 


CH 


CH 





1 


2 


3 


4 


5 


6 


7 



I 



CHARACTER SELECTION MATRIX 



(1.4) 
CHARACTER 
COUNTER 



TRANSLATOR 
(BCL TO INTERNAL) 
IBnF 



STRF ' 

HOLF/ * 

D18F - 
D18F/* 



HOLF/ 
I24D T 
V * - SC 8 



107D-C ^ f (3-1) 



(96.2) 



I06D-C 



I05D-C 



I04D-C 



<4- 



-<<r~ 



I03D-C 



I02D-C 



101 D-C 



(5.5) 

= INPUT OR OUTPUT CTR. READY I24D-C 



(1.28.5) \J\T 



T -- SPO READY 



I21D-C (3-1) 
^ ^ (96.2) 



KSOD - KEYBOARD SPO DRIVER 

COBS - CLEAR OB SWITCH 

TWUD - TRANSFER W-REGISTER UNCLOCKED 

WRnD -- W-REGISTER n DRIVER 

CMnS COMPLEMENT n SWITCHES 

SnFS SET n SWITCHES 



(75-1) I1I07D-N 
D(96.3.2) 



D(51.01.5) 
I1I05D-N 



D(51 .01 .3) 
I1I02D-N 



(75-1) 



D(51 .01 .1) 
I1I24D 



D(53.03.1) 



(75-1) I1I21D 



D(53.00.1) 



(75-2) 
(95.4.1) 



D(95.4.4) 



I2I07D-N 



I2I06D-N 



0(51.10.5) 



D(51.10.1) 
I2I24D 



D(53.10.1) 



(75-3) 
(95.5.1) 



D(95.5.5) 



D(51 .21 .5) 



D(51.21 .1) 
I3I24D 



I3I21D 



D(53.20.1) 



I4024D-N 



D(95.6.5) 



D(51 



14101 D-N 



D(51.31.1) 
I4I24D 



I4I21D 



D(53.30.1) 



-1.2V DC DA 
+ 20V DC DA 
-12V DC DA 
-24V -B-l 
-24V -B-2 
-4.5V DC DA 



. I2D16F (I/O BUSY) 

( l/O-l = I/0-2) 

J3D16F (I/O BUSY) 

(l/O-l - I/0-3) 

14D16F (I/O BUSY) 
* U14S (l/O-l = I/0-4) 

(lof4) (lofl) 
— *T\ 30 ODRL/ 

H) — B> 



->>- 



D(96.41) 



(1 OF 4) 



■CE3-C 



(1 OF 4) 



(lof4) <'o fl > 



D(58.00) 
30 TOPL/ 



(13-1) 



D(58.00) 



(1 OF 4) 



(1 OF 1) 



(13-1) 



(1 OF 4) 



(1 OF 1) 

-LTD- 



30 INI 



fP/D) 



3> 



ODRL/ 



TOPL/ 



D(56.06) 



30ICLB ^ (13-1) ^ 



-<f- 



(1 OF 4) 



D(54.02) 
30OCRL 



►0" 



D(54.02) 
30TRDL 



D(54.02) 
SNRD 



<^-a- 

<^-0- 



30ICRL/ 



30OCRL/ 



ICRL/ 



30TRDL/_ ^ H3-1) 



(73) 



I 



SYSTEM ^^^0'fEH^t (45 . 01 . 2) 



7 



NOT READY 
iCONSOLE) 



(F - INPUT REQUEST SWITCH DEPRESSED) 
CLOCK 



30TINL/ ^ (73)_ 



4>^>-D— 





FF-7 








EE}— D— 




CCI05F 







E(00.50) 



OCRL/ 



TRDL/ 



TINL/ 
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FIGURE 6-3 CONTROL SIGNALS BETWEEN SPO LOGICS RACK & I/O, 
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"~1 BUILDING GROUND 



■=■ I 



FROM 
WALL j 



I I 



ft 



TYPEWRITER 
TERMINAL 
STRJP-X 

GREEN r 



w 



AEK1 



-24V B 



I 1 

4— 3>-U 



i ! 

-12AB| _ I 



-*-r 
i 

i ! 

'-»-+■ 
I I 

AABOA2 
TRDS/ 



I I 

ABM2 



J 

115V AC 

1 



BK 



1 



2 

-O- 



LOCAL q3 
#— rv>r\_r 



( ^Il 



-241 



^ 4 I 

-O | 



TTRL 



ABR2 
(40.01) 



(TOD/Dl 



SW H 



(1.9) 



2A 



^ DRIs| 



J TDCL I 

ADDl JL 



-»- 



I I 

TYPEWRITER 
POWER ON 



REMOTE 



MOTOR 



1 



ABR1 -db 
(40.01) ~ 



REMS 



SW L 



SW L 
(1.2) 



4+ 



3K 



DRIL 



500 M f 



(FROM D/D) 
+20V 



ABJ2 
(90.01) 



-M- 



+20TT 



«r- 

AAAON2 
(90.02) 
« 



TTRL 



5K 



(IN TYPEWRITER) 

20TT r^n 

i— o— I » — or i a- 



(20.01) 
«r 



| I 

KEYL 4 • 
-+-0-4 



STOP 



AAAON2 
(90.02) 



(+19V) 



(+2.6) 



-24V 

(+2V AT STOP POS.) 



L I 



START 



LINE 
RELAY 



-EM 
CD 



-12V i 



CARS 



R1AO 



LIFS 



R1AO 



T = SPO WRITE TOPS/ 



REMS 



R2AO 



IDLS^ 

sw L L _JJNL 
(1.6) 



IDLS = IDLE SWITCH 

KEYS = KEYS SWITCH 

LINS = LOCAL OR INPUT SWITCH 

TRDS = TYPEWRITER READY 



2A 



H f | SW L [ ■ 



KEYS/ 



R1AO 



R1AO 



STPL 



R1AO 



SW L 



KEYS 



IDLS 



R3A 



- | SW L J - 



RUNS 



FIGURE 6-U TYPEWRITER READY CIRCUIT 
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-241 o- 



REMOTE (90.02) 

- L< ( REMOTE-IND ^ | |si | 



(20.1) 

LOCAL 

/~\ LOCAL-IND L 
-241 O M>J « H DRIN | 



RIA 



RE M S 



RIA 



RE MS/ 



DRIS 



R2AO 



LOC I A 



KEYS/ 



IC.BSy/ 



r 



REMOTE 
1 _ ■ ^ 2 REML 



IDLS 



R5AO 



O 4 REML / »- 



IDLS 



ICBS/ 



r 



LOCAL 
1 . H _ 2 LOCL 



ODRI^ 
LOCL 



R5A 



4 LOC L/ 



(1.7) 



R1AO 



- | SW l | - 

(1 .6) 



RE MS/ 



REMS 



INPUT 
REQUEST 



-241 o- 



-© 



INRQ-IND 



(90.02) 



1A 



1 SW L | " 



TOPS/ t 



(I/0-D24F) 



TOPL/ 



r 



INPUT 
REQUEST 
1_ 2 INRL 



RIA 




SW L 



(90.02) 



3 4 INRL/ 
— O O >>- 



RIA 



RIA 



F = KEYBOARD READ 



(90.01) 



(CCI05F)- 



TINS/ 



(TO D/D) 



TOPS 



\NRS/ m 



30 



| INRS 

TOPL/ 



R2AO 



DRIS 



R2AO 



RIA 



SW H 
(1.12) 



TINS 



-QwTp 

(1 .12) 



NS/ 



REMS 



FIGURE 6-5 REMOTE AND INPUT REQUEST 
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USA SCI I CODE 
FROM 
TYPEWRITER 
KEYBOARD 



BCL CODE 
TO I/O 



TT7S/ 


TRANSLATOR 
USASCII 
TO 
BCL 


ICPS 


TT6S/ 


ICBS 


TT5S/ 


ICAS 


TT4S/ 


IC8S 


TT3S/ 


IC4S 


TT2S/ 




IC2S 


TT1 S/ 




IC1S 









TYPEWRITER 



SELECTOR , 

MAGNET I 7 ! 



ITTPL/ 



ft 



(FALSE DURING IDLE TO KEEP SELECTOR MAGNET ENERGIZED) 



6 I 



I q [ COMMON (-1V) 

TERMINAL nDIC 
STRIP-X DRI$ M 



IDLS 



R1AO 



T = BAR 
CAG 1 
IC1S 



LINS^ 
C025 b 
IC2S 



C035^ 
IC4S 



R3AO 

© 



R3AO 

© 



R3AO 

© 



PREVENTS BAR 5 
ASCII SPACE 
SPACE = BAR 6*8 



LINS 




610S 




400S 


R5AO 

© 


200S 


EMLS/ r 







- | SW L | - 

(1.10) 



TIPS 



T2PS 



T3PS 



R3AO 

© 



SW L 



R1AO 



(1.1) 



ASCII 



LINS 




610S 




410S 


R5AO 

o 


210S 


EMLS/ n 







-I SW L|- 

(1.1) 



TTPS/ 



FORCES BAR 5 
FOR USASCII ? 
? = BAR 5*6*8 



LINS 


R3AO 

© 


CAG4 


IC8S 










R3AO 


CAG5 


ICAS 





SW L 
(1.11) 



LINS 



CAG6 



ICBS/ w 



R3AO 

© 



CAG7 



ICBS 



R3AO 
fa 



SW L 
(1.11) 



FIGURE 6-6 BCL TO SELECTOR MAGNET CODE 
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KEYL 
RUNS 
STPL 
PUMP 

CLOCK 



-I 



IDLS 
EMLS/ 
TTPS 
TTPL/ 



CAG 1 

C02S 

C03S 

CAG4 

CAG5 

CAG6 

CAG7 

C08S/ 

C01F 
C02F 
C03F 
C04F 



- 86.5 MS 



T 



T 



i — r 

. 4.5 MS 



t — r 




t — i — i — i — i — r 



82 MS 



-I u 



9.09 MS 



— i_r 

-LstJ-t-l 

BAR-l 



i r 



i i — L 



BAR-6 



I 8 

BAR-8 



NUMBER 1 



1 r 



i r 



i r 



t r 



i r 



is 



l r 



i i 



1 1 



1 1 



10MS 



I 1 I 3 I 2 I 6 I 7 I 5 I 4 I 12 I 13 Hj*" 



FIGURE 6-7 TYPEWRITER PRINT FROM KEYBOARD 



toplTL 

LINS J" 



RUNS 




STPL 
IDLS _J"~ 

OCRL . 

I24S/ J" 
STRF "U 



HOLF~"t 
ODRLiJ^ 
OUTS~~L 



J L 

i r 



77 MS 



IT 



CTR #1 



CTR *7 



FIGURE 6-8 I/O WRITE TO SPO 



Burroughs: - B5'500 Input/Output Control Training Manual 



6-21 



ed- 



START 



STOP 



Copyright© Teletype Corporation 
Skokie, Illinois 
Used by permission 



PLUG-6 
NOT USED 
BY 

BURROUGHS 



:1* 

4_^_H 
3_ 
2^ 
1 



9<^ 
8 <r 
7 <- 

5 <- 
4 <r 
3 <- 
2 <- 



1 <r 



-20V IN LOCAL 



OR REMOTE 



-20V IN LOCAL 
OR REMOTE 



W-S 



W-P 



W-BL 



W-G 



W-Y 



W-O 



W-R 



W-BR 



W 



W-BK 



-<<- 



6 ^ W-G 



4 ^ W-O 



NOT USED WITH SPO 



(W-S) WHITE with GREY stripe 



(W-P) WHITE with PURPLE stripe 



(W-BL) WHITE with BLUE stripe 



(W-G) WHITE with GREEN stripe 



(W-Y) WHITE with YELLOW stripe 



(W-O) WHITE with ORANGE stripe 



(W-R) WHITE with RED stripe 



(W-BR) WHITE with BROWN stripe 



(W-BK) WHITE with BLACK stripe 



W-S ^ 9 W-S O 



8 NO 



P CONTROL 



NC 



W-P 



R 

8 W-P 



V 



7 NO 



(REAR BUS) 



W-BL ^7 W-BL H 



6 NO 



N 



-5 NO 



J SHIFT 
-• ; 



NC 

^y— NC 



NO 



6 W-G 



SHIFT BUS 



(FRONT CENTER BUS) 
5 W-Y E 4 NO 



3 NO 



.3 W-R c 




OPEN 



) 8 TT7L/ 
7 ^7 TT6L/ 1 



PLUG-I 



TT5L/ 



TT4L/ 



4 TT3L/ 



TT2L/ 



TT1L/ 



-20V FROM 
DECODER 



1 TTRL 



TERMINAL 
STRIP-X 



PLUG-8 



-20V IN LOCAL 
> OR REMOTE PROVIDED 

SYSTEM "K IS ON 



JL2_ LOCAL 
REMOTE 
LOCAL 
SWITCH 



- *jJjul-* — - - 

MOTOR SYNCHRONOUS 

START MOTOR 
RELAY 



READ BACK 
DRUM 



FIGURE 6-9 MODEL II TYPEWRITER DISTRIBUTOR 
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SECTION 7 

B5500 DISK FILE 



GENERAL 



The Disk File Storage units provide large data storage for the B^OO System. Random 
access of large or small segments of data is only one of the major advantages of a 
Disk File System. Listed below are the different Disk Files compatible with the 
B&00 MODEL I, II and III I/O. 



B5U70 DISK FILE CONTROL 

B9373 = BU71 ELECTRONICS UNIT (UO ms MAX ACCESS) 

B937U-1 = BU75 STORAGE MODULE (9.6 MILLION CTRS. 

2U0 CTRS/SEG. ) 

B5U70-1 DISK FILE CONTROL (IB) DATA BANK 
B9373-8 = BU73 ELECTRONICS UNIT (IB-80 ms MAX ACCESS) 

B9376-9 = BU77-2 STORAGE MODULE (IB-19.2 MILLION CTRS. 

2U0 CTRS./ SEG.) 

B5U70-1 DISK FILE CONTROL (IB) DATA BANK 
B9373 = BU71 ELECTRONICS UNIT 

B937U-1 = BU75 STORAGE MODULE 



Reading or writing on the Disk File is modular only by 2l|0 characters per segment. 
Each read or write operation may encompass from 1 to 63 consecutive segements. 
Segment count is a function of the Disk File Control Unit. 

The Disk File I/O Descriptor specifies the number of segments and the core memory 
location of the disk address. Word count override of from 1 to 1023 words may be 
used. The disk file address is stored in the first word of memory pointed to by 
DO IF thru D1!!>F in the descriptor. The disk file address is not part of the word 
count. The disk address word is always a binary transfer of seven digits; zero 
through nine. The I/O descriptor may specify either an alpha or binary information 
transfer. 

When a write operation is terminated by word count override, any remaining part of 
the segment or remaining segments are filled with blanks for alpha writes or zeros 
for a binary write. A write descriptor overflowing into a locked-out disk causes a 
termination of the operation and the error condition is flagged in the result 
descriptor. 

If a parity error occurs while obtaining any descriptor from memory or when trans- 
ferring a disk address to the Disk File Control, the operation is terminated and the 
error condition is reported in the result descriptor. 

For a Read Check descriptor, the I/O Control unit transfers the address word and the 
segment count to the Disk File Control. A Read Check is initiated and a result 
descriptor is returned to the system. The Read Check operation in the Disk File 
Control continues independently from the I/O Control unit. Termination of a Read 
Check is indicated by a Read Check Finished Interrupt (CCIl^F set). 
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An Interrogate operation causes no reading or writing on any disk. This operation 
transfers a disk address word and returns a result descriptor with appropriate 
indications about this address. Any disk file operation checks the prior operation 
for a parity error (D23F). A non-existent disk address (EU Not Ready) and a write 
lockout check is made with each Write Interrogate operation. A Read Interrogate 
only checks for a non-existent address as well as the normal parity error check on 
the prior disk operation. 

B^OO DISK FILE I/O DESCRIPTOR 

The Disk File I/O descriptor can specify one of four I/O operations, Disk File Read, 
Disk File Write, Read Check or Interrogate. 



Unit Read Alpha Read 

Designate Word Count Check Binary Write 



No. Seg. Memory Address 





h2 




39 


36 


33 




kk 


la 




38 


35 


32 




k3 


ko 


37 


3h 


31 





27 



Use WC 



25 



2k 



21 


18 


20 


17 


19 


16 



WC=0 Interrogate operation 
WC=0 Read operation - 770 Segs. 
WC=0 Write operation - 770 Segs. 
WC^O Read operation - 17770 Words 
WC^O Write operation - 17770 Words 
Read check 



01U000 
OllOOO 
OlliOOO 
01^777 
01^777 
0IU000 



010 00 Maaaa 
001+ 77 Maaaa 
000 77 Maaaa 
01U 00 Maaaa 
010 00 Maaaa 
10U 77 Maaaa 



DU8 = 1 
DU7 = 
DU6 = 1 
Dh$ thru DUl 



D'UO thru D31 
D30 = 1 

= 
D27 = 

= 1 
D2£ = 1 
D2U = 1 

= 

D21 thru D16 
D15 thru Dl 



Flag ON for descriptor 
Always OFF for descriptor 
Presence bit 
Unit designate 

BCD 06 or lhtf for D.F.C.U. #1 
DCD 12 or 30tf for D.F.C.U. #2 
Word Count 
Read Check 

for Read, Write, or Interrogate 
Alphanumeric Information 
Binary Information 
Word Count Usage 
Read Operation 
Write Operation 

Number of Segments (00-77 octal segments) 
Core Memory Address 

Note: The last seven (7) "characters of first 
word contains the Disk File Address. 



15 


12 


9 


6 


3 


Hi 


11 


8 




2 


13 


10 


7 


h 


1 



Disk Address 



r ~ 
1 



2U0 OPTION 



•Segment 00 thru 99 
•Track 00 thru 99 
• Disk 00 thru 19 
•EU thru 9 



Burroughs - B5500 Input/Output Control Training Manual 



7-3 



DESCRIPTOR COMBINATIONS 



hO - 31 
WORD COUNT 


30 27 


25 


2h 


21 - 16 

SEGMENT COUNT "n" 


OPERATION 




1 


1 < n < 77^ 


READ CHECK 










1 


~l <. n < 77^ 
i- ^ 11 ^ I i p 


Read with BCL translation; 
ignore Word Count 




1 





1 


1 <T n ^ 77 J 


Read without translation 
(Binary) j ignore Word Count 


1 < Mr <: 1 777// 





1 


1 


T ^- T-i «f 77 V 

J- < n < ( (p 


Read with BCL translation; 
Word Count Override 


1 < Wl < "1 777 <h 


1 


1 


1 


1 <r n <f 77^ 


Read without translation; 
Word Count Override 













1 < n < 77o< 
J- ^ 11 1 i JO 


Write with BCL translation; 
ignore Word Count 




1 








1 < n < 77^ 


Write without translation; 
ignore word uounu 


1 < WC < 1777izf 





1 





1 < n < 77^ 


Write with BCL translation; 
Word Count Override 


1 < WC < 1777rf 


1 


1 





1 < n < 77^ 


Write without translation; 
Word Count Override 


WC - 


1 




Interrogate 

(Samples SC=00; 01; 02; 03) 



NOTE : The "0" and "1" are required where shown, and blanks are irrelevant. 
DISK FILE RESULT DESCRIPTOR 





H5 














2H 


21 


18 


15 














Hi 












23 


20 


















Ho 






31 






22 


19 


16 










l 
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U8 ■#> h6 = 

U5 hi = Unit Designate 

BCD 6 = DFCU 1 
or lW 

BCD 12 = DFCU 2 
or 3(¥ 

31 = Remaining Word Count 

2k = 1 if Operation was Read, if Operation was Write 

23 = 1 if Disk information parity error on prior Read Check operation 

22 = 1 for Core Memory Address Error 

D21 = 1 if Disk File Electronics Unit goes Not Ready because of a non-existent 
address being encountered on the disk during a Read or Write operation* 
D21F is also set if the initial address in the DFCU attempts to access a 
non-existent disk address. 

20 = 1 if PARITY ERROR on transfer of data from Disk to I/O during Read 
Operation 

19 = 1 if Core Memory Parity Errorj Parity Error during Disk File Address 
Transfer, or Data Transfer during Write Operation, to DFCU. 

18 = 1 if DFCU NOT READY 

16 = 1 if DFCU is busy with another I/O channel 

15 ^ 1 = last address accessed + 1 for all Read/Write Operations or initial 
address + 1 for Read Check and Interrogate Operations. 

GLOSSARY OF TERMS 

SIGNAL LINES TO DISK FILE CONTROL 

FASL File Address Select Level: This level going true notifies the Disk File 

Control the I/O control wishes to transfer a disk address. The first 
FDTL that finds FASL true causes the Disk Control to leave its Idle 
State and enter SC = 0l|. 

FBIL File Binary Inf ormation Level: FBIL is always true during an address 

transfer. FBIL follows D27F for the information transfer. 

FDTL/ File Data Transfer Level: FDTL/ goes false to produce a clock pulse in 

the Disk Control. 

FWIL/ File Write Information Level Not (1 through P): The FWIL lines reflect 

the status of each character in the OBnF 1 s . 
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FWRL/ File Write Level Not: This level going false causes information to be 

written on the disk. 

SIDL System Identification Level: SIDL always remains true when a B££00 is 

connected to a Disk File Control Unit. 

SIGNAL UNES FROM DISK FILE CONTROL 

FCBL/ File Control Busy Level Not: This level goes false to notify the I/O 

control that the Disk File Control has accepted the disk address and 
has begun an address search. 

FCLP File Clock Pulse: This clock pulse is generated in the Disk Control. 

During a Read operation, FCIP ! s notifies the I/O logics to accept the 
character on the File Read Lines. During a Write operation, FCLP's 
causes the I/O logics to place a new character in the OBnF ! s. 

FCRL File Control Ready Level: This level is true when D.C. power is on in 

the Disk File Control Unit. 

FERL/ File Error Level Not: FERL goes false when the Disk Control detects a 

parity error on information received from I/O Control. 

FINP/ File Interrupt Pulse Not: FINP/ goes false when the Disk File Control 

has finished a Read Check Operation, and causes CCIl^F to be set in 
central control. 

FOCL File Operation Complete Level: 



FSRL/ File Storage Ready Level Not: This level goes false when the Sequence 

Counter in the Disk File Control Unit is idling at SC=03. The level 
being false causes D21F to be set in the result descriptor. The address 
just transferred is now flagged as not being available for reading or 
writing. 

WCL/ File Word Coincidence Level Not: This level goes false during active 

word time on the disk. 

FWLL/ File Write Lockout Not: This level goes false when the Disk File Control 

Unit idles at SC=02. D20F is set in the result descriptor to flag the 
address just transferred to the Disk File Control Unit as being mechan- 
ically locked out for write operations. 

B#00 DISK FILE OPERATION 

Sequence counts 01, 02 and 03 are used as normal to obtain the I/O descriptor from 
memory. The Longitudinal Parity Flip-flops contain the number of segments to be 
read or written. The Sequence counts are shown in Figure 7-1. 

SC = 3 Condition logics for a memory read cyclej set EXNF exit to SC = 9. 

SC = 9 Request a memory access for the disk file address. 
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SC = 10 EXNF being on causes the logics to exit to SC = Olj. 

SC = U Transfer a disk address for all disk operations. The logics stays at 
SC = h until the disk control returns FCBL. At this time, D17F is set 
and the logics may exit to SC = 8, SC = 9 or SC = lb. 

SC = 8 Read: Each File Clock Pulse sets STRF and a character is read from the 
File Read lines provided File Word Coincidence level is true from the 
Disk File Control. After eight characters have been read the logics 
proceed to SC = 9 to execute a memory write cycle. The Read operation 
has been completed when the Disk File Control Unit returns to its Idle 
condition FCBL/ and Word coincidence is false (I23S/ true) . 

SC = 8 Write: Each File Clock Pulse again sets STRF and a new character is 
placed into the OBnF. Each FCLP notifies the I/O control logics that 
the prior character in the OBnF's has been written on disk and the next 
character is being requested. The logics proceeds to SC = 9 when all the 
characters in the W-register have been written on disk. The write 
operation is terminated when EXNF is set by I22S/ and I23S/ both 
becoming true. 

SC = Ik The result descriptor is formed after the Read or Write operation has 
been completed. 

SC = l£ The result descriptor is stored in memory and the I/O is cleared. 
SEQUENCE COUNT EQUALS THREE 
LPPF to 1 

I28D is true when the Disk File Control Sequence Count is at SC=01. When a parity 
error is detected during any read or read check operation SGUF is set in the DFCU. 
SCltF is transferred to SC1F when the DFCU has completed the operation. 

SC to 1U 

Normally D16F and D18F are both on to prevent the SC from being set to li;. 
Wr and IB to ZERO 

If the character counter is counted to 5 and this operation is not a drum operation 
(DROS/) , the I/O descriptor in the W-register is cleared. 

PROD 

The original contents of D2U, D2£ and D27 are transferred to D20, D21 and D17 
respectively for temporary storage. D2U, D25 and D27 are used as logical flip-flops 
during an address transfer. D27F is used to make the binary level true for all 
address transfers. D2J?F is cleared to prevent the word counter from being counted 
when the disk file address is accessed at SC=9. D2UF is reset to prevent the disk 
file address in the W-register from being cleared when MAOF is set. D2i;F being on 
specifies a write operation into memory and the logics would normally clear the 
W-register. During an address access the disk file address must be retained in the 
W-register until it has been transferred to the disk file control. 
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FIGURE 7-1 DISC FILE SEQUENCE COUNT FLOW CHART 
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EXNF is set here and used as a logical flip-flop at SG=10 to force an exit to SC=U. 
EXNF is also used at SC=10 to restore the original setting of D2l| and D2£. Error 
bits D20 and D21 are cleared for error flags. 

If this is an interrogate operation (D2$F on and WC=0) unconditionally set D30F. 
After the address has been transferred at SC=U, the logics exits to SC=lU with D30F, 
D17F and LCHF set. 

A Read check operation is performed with D30F on. D27F is cleared to make FBIL 
false upon initial entrance to SC=Iu This logics allows RCKF to be set in the DFCU. 

SEQUENCE COUNT EQUALS NINE 

Wr to 

The first clock pulse at SC=9 clears the W-register with D2l±F/, MANF/ and MAPS. 
MANF to 1 

Memory Access Flip-flop is set with the first clock pulse because D25>F was reset at 
SC=U. AOFF/ would normally be true at the first memory access. 

MAOF to 1 

MT2D-M (Memory times two Driver) originates in memory when the Memory Pulse Counter 
is equal to one. When using the six microsecond memory MT2D becomes true when 
Memory Pulse Counter is equal to two. Memory Information Register (MIR) is set just 
prior to the clock pulse that sets MAOF. Due to the length of cabling the outputs 
of the MIR register cannot reliably be gated into the W-register with this system 
clock. 

MIR to W U8 thru 1 

The output of the Memory Information Strobe Driver (MISD) is true when MAOF and MANF 
are both set. This logics allows the outputs of the MIR register one rnicrosecond 
to stabilize before being gated into the W-register in I/O. 

SC+1 

The Sequence Counter is advanced to SC=10 as the W-register is filled with the Disk 
File Address (MANF -x- MAOF) . 

WC-1 

The Word Counter is prevented from counting down with the first memory access 
because D2^F was reset at SC=3. 

Wr to 

The W-register cannot be cleared with MAOF set because D2UF was unconditionally 
cleared at SC=03. 
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D17F to 1 

D17F is used as a logical flip-flop to provide an exit to SC=10 when Word Count 
override logics is used. MANF would be prevented from being set when the Word 
Counter is equal to zero (WC=0) and D2^F is on. D2£F being on specifies the word 
counter is to be used. D17F is set with the first clock pulse at SC=9 that found 
WC=0 -x- D2UF/ * D2£F -x- MANF/. 

SC+1 

The next clock pulse that finds D17F set and EXNF reset would advance the Sequence 
Counter to ten. 

SEQUENCE COUNTER EQUAL TO TEN 

MAOF to 

The first clock pulse at SC=10 unconditionally clears MAOF. 
D 15 thru 1 plus 1 

When the D-register memory address portion is not maximum (NOT 77777) ^ the level 
D1$F thru DO IF / MAX is true. Dl+IF/ specifies the I/O is not performing a magnetic 
tape operation. PTOS/ being true specifies also a printer operation is not being 
performed. 

W[CC] to OB[B thru 1] 

The term W[CC] specifies the character in the W-register pointed to by the Character 
Counter is to be gated into the Output Buffer. The outputs of the OBnF are gated 
into a parity generation circuit. The Parity Driver output provides the proper 
parity for each character transmitted to the Disk File Control. TWCD (Transfer 
W-register Clocked Driver) is a level that gates the clocked input to the OBnF. 

TWCD = SC=10 -x- D2UD/ -x- BFOD * D17F/ * D22F/ 

D2UF was cleared at SC=3. D17F is normally found reset except during a write 
operation when word count override becomes effective. D22F is not set unless an 
address overflow or memory address error has been detected. 

CC+1 

The Character Counter is advanced plus one because D2i;F was cleared at SC=3. The 
logics is performing a no imal Write Operation on the Disk File address. 

SC to k 

The Sequence Counter is set to four if the Disk File control unit is ready (I21D) 
and EXNF set. EXNF was set at SC=3 to provide an exit to SC=U when the logics 
passes through SC=10 the first time. EXNF being set prevented the normal exit to 
SC=8. 
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D2UF and D2£ to 1 

The original setting of D2UF and D2$ was temporarily stored in D20F and D21F 
respectively. With EXNF on, D2U and D2£ are restored to their original values in 
the I/O descriptor. 

D20F and D21F to 

These flip-flops in the error field are cleared to restore them for error flagging. 
D19F to 1 

This error flip-flop would normally be set in an active Read or Write Operation 
when I/O exchange required more than thirty-two microseconds for a memory access. 

SC to 8 

EXNF being set inhibits an exit to SC=8 when I21D is found true. 
D18F to 

If the Disk File Control Unit is found not ready (I21S/ true), D18F is reset with 
I21S/ DROD. A large portion of the drum logics is used with the Bulk File 
Operation ( BFOD ) . 

SC to lh and Wr to 

The next clock pulse that finds D18F reset causes the W-register to be cleared and 
the logics to exit to SC=lU. At SC=lli, a result descriptor would be developed 
indicating the Disk File Control was found Not Ready. DROD (Drum Operation Driver) 
is brought true during a Disk File operation. 

SEQUENCE COUNT EQUAL TO FOUR 

Wr to 

The W-register is cleared at the end of an address transfer (LCHF set) for a Disk 
File Read, Read Check, Write or Interrogate. DERS (D-register Error field) is true 
if either D16F, D18F, D19F, D20F, D21F or D22F becomes set. The W-register is 
cleared to prepare for developing the result descriptor. 

SC to llx 

Any disk file operation would be terminated if a parity error was detected by the 
Disk File Control Unit during an address transfer. The Disk File Control would 
return to its own Sequence Count of one and cause D19F to be set. DERS now becomes 
a true level. Also, the Disk File address sent to the control unit may address a 
non-existent module. The Electronics Unit would go Not Ready and the Control Unit 
forces its Sequence Counter to three. I26S/ is made true to set D21F. DERS again 
becomes true. 
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The disk address passed to the control unit during a Write Operation may address a 
portion of disk memory that is Write Locked Out. When this happens, the control 
unit forces its Sequence Counter to two. I2£D becomes true in I/O and causes D20F 
to be on in the result descriptor. Again, DERS becomes a true level. 

ADDRESS TRANSFER TO DISK FILE CONTROL 

SEQUENCE COUNT EQUAL TO FOUR 

STRF to 1 

The first clock pulse at SC=U that finds HOLF/ sets STRF. 
HOLF to 1 

HOLF is set with the next system clock that finds STRF set. 
STRF, HOLF, EXNF to 

STRF and HOLF being set clears HOLF, STRF and EXNF. 
D27F to 1 (effective for Read Check Only) 

The clock pulse that found HOLF, STRF and EXNF set would unconditionally set D27F if 
D27F had not already been set at SC=3. D27F is used in developing File Binary Level 
(FBIL) . FBIL/ and File Address Select Level (FASL) are used together to set the 
Read Check Flip-flop in the Disk Control Unit. A Read Check (D30F on) would have 
prevented D27F from being set at SC=3. Upon entry to SC=i|., D27F would have been 
found reset and therefore causes FBIL to be false. 

FBIL = BFOD (D27D + SC=U * CC 1 1) 

FBIL being false for one clock pulse (D27F/) and FASL true at initial entry to SC=U 
causes RCKF in the Disk File Control to be set. 

W[CC] to OBnF 

Transfer from W-register to OBnF Unclocked becomes a true level when STRF is 
initially set. The first character loaded into OBnF at SC=10 is now overwritten 
with the second character (CC=1) in the address word. The first STRF * HOLF 
combination finds EXNF set and prevents the counting of the character counter. 

CC+1 = EXNF/ -x- STRF * HOLF -x- CC^O 

EXNF is reset with the first STRF -x- HOLF level and leaves CC=1. The second setting 
of STRF causes the second character in the W-register to again be transferred into 
OBnF. The I/O logics initially found the Disk File control at its SC=00 (IDLE). 

FASL and a File Data Transfer Level (FDTL) causes the Disk File Control unit to 
leave its IDLE condition and go to its SC=Oi;. The Disk File Control Unit is now 
prepared to receive the address word. The I/O logics transferred the second 
character in the W-register to the Disk File Control as the Disk Control entered 
SC=0l4.. The Disk Control Unit could not have received the first character. EXNF 
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being on with the first STRF ■* HOLF combination prevented the character counter from 
being counted. EXNF is reset at this time. The next STRF -x- HOLF combination finds 
the character counter pointing to character position one and the first address digit 
is reloaded into the OBnF. A File Data Transfer first address digit is reloaded 
into the OBnF. A File Data Transfer Level (FDTL) is produced to gate this digit 
into the BU70 Control Unit. 

OBnF to 

The last address digit has been transferred when the character counter is pointing 
to character position seven. A STRF -x- HOLF combination occurs and the character 
counter is counted from seven to zero. 

OB[B 1] LP[B => 1] 

The number of segments were placed into the Longitudinal Parity Flip-flops for 
temporary storage. The seventh disk address has been transferred when the character 
counter is counted from 7 to zero. At this time, the segment number is placed into 
the OBnF.. 

LP[B thru 1] to OB[B thru 1] = CC=0 * STRF/ * WC^O + D2^F/) 
Only the interrogate operation (WC=0 -x- D2^F) inhibits the transfer of LPnF to OBnF. 
LP[B => 1] to Oj LCHF to lj D17F to zero 

The character counter being counted from seven to zero specifies the address trans- 
fer has been completed. The next STRF -x- HOLF combination occurs after the segment 
number has been transferred. Last Character Flip-flop (LCHF) is set to clear the 
W-register and to restore D27F and D17F to their original setting at SC=03. D17F 
must be cleared to allow the sensing of FCBL from the Disk File Control Unit. 

D17F to 1 

LCHF remains set for approximately 600 \is waiting for DCPM in the Disk File Control 
Unit to time out. After DCPM times I22D (FCBL) becomes true and sets D17F with the 
next I/O clock pulse. 

D19F to 1 

A parity error being detected by the Disk File Control on an address transfer causes 
the DFCU Sequence Counter to an IDLE state with SC=01. I28D becomes true and D19F 
is set. DERS becomes true and the next clock pulse forces the Sequence Counter to 
lU and D17F is cleared. 

D21F to 1 

Each address transferred is decoded in the DFEU. The selected Disk File Electronics 
Unit goes Not Ready if a non-existent disk is being addressed. The Sequence Counter 
in the DFCU returns to SC=03. FSRL/ becomes false and causes I26S/ to become true. 
D21F is set with the next I/O clock pulse. DERS becomes true to force the logics 
to exit to SC=lU. 
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D20F to 1 

The Disk File address transferred during a Write operation may select a disk where a 
Write Lockout Switch is thrown to prevent writing. A FWLL is returned to the DFCU 
by the DFEU. The Sequence Counter in the DFCU returns to SC=02. I25D becomes true 
in the I/O and D20F is set with the next I/O clock pulse. DERS forces the logics to 
leave SC=Oi| and form the result descriptor at SC=llt. 

LCHF to 

D17F is set because the DFCU became busy and no error conditions occurred to set 
D19F, D20F or D21F. DERS becoming true causes the I/O logics to exit to SC=1U before 
D17F can be set. If D17F is set with LCHF on at SC=0li then no error conditions 
occurred and the Disk Read or Write operation may be continued. 

DISK FILE READ j SEQUENCE COUNT EQUAL TO EIGHT 

File Word Coincidence Level (FWCL) must be true before the I/O control recognizes any 
characters on the File Read Lines. FWCL is true only during active word time on the 
disk. 

File Clock Pulses (FCLP) are true for 1.6 [is. FCLP is generated from the SCLM multi 
which is located in the DFCU. SCLM must be 1.1 |is minimum in duration to assure that 
each FCLP is gated with one I/O clock pulse. 

Each character read from disk is available on the File Read Lines (FRnL) for 1.6 [is. 
The FRnL 1 s are generated in the DFCU by the Storage Read Switches (SRnS). The SRnS 
inputs are gated by the 1.6 [is multi SCLM. Therefore, the I/O control receives a 
FCLP in coincidence with each character on the File Read Lines . 

STRF to 1 

Each FCLP generated with FWCL true in the DFCU sets STRF with the next I/O clock 
pulse. 

HOLF to 1; STRF to 

STRF is set to cause a normal HOLF, STRF sequence to occur. 
HOLF to 

HOLF cannot be cleared until after the termination of FCLP. I2US/ becomes true when 
no File Clock Pulses are present. 

IBnF to 1 (UNCL) 

The 1.6 (is File Read Pulses sets its respective Input Buffer Flip-flop with the 
unclocked inputs . 

LPnF to LPnF 

The I/O clock pulse that finds STRF set gates the outputs of the IBNF's into the 

Longitudinal Parity Register. Any IBnF Flip-flop that is found set complements the 
appropriate LPnF. 
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IB[B thru 1] to W[CC] 

The disk character in the IBnF is gated into the W-register with each STRF, HOLF 
combination. 

IB[B thru 1] to 

The same I/O clock pulse that gates the disk character from IBnF to the W-register 
also clears the IB-register in preparation for the next disk character. Group Mark 
characters are not allowed to be sensed with any Disk Read or Write operation 
because Allow Group Mark Switch (AGMS) output is held false. 

CC + 1 

The character counter is counted plus one as each disk character is transferred 
from the IBnF to the W-register. LCHF being set inhibits the counting of the 
character counter. 

LCHF to 1 

LCHF is set when the eighth character is read from the disk file. LCHF being set 
freezes the character counter at a count of zero. 

LCHF to Oj LP[B thru 1] to 

The next STRF -x- HOLF combination occurs on the LP character read for this word. The 
IP character is not placed into the W-register because LCHF is set. This character 
is used only to complement the LPnF's. With LCHF on^ the reading of the LP 
character causes LCHF and LPnF to be cleared. 

D20F to 1 

The clock pulse that cleared LCHF samples the outputs of the Longitudinal Parity 
Register. All LPnF's being set causes LPES to be false. Any one of the LPnF's 
reset causes D20F to be set. 

D20F may also be set if a parity error is detected on any character in the 
IB-register. PELS becomes true to set D20F. 

The Disk File Control Unit terminates a read operation by its Sequence Counter 
returning to the Idle state. FCBL becomes false to make I22S/ true. If the 
character counter was at some count other than zero, then a partial word has been 
read from the disk. This error condition is flagged in the Result Descriptor by 
D20F. 

SC + 1 

As the LP character is checked for parity errors the Sequence Counter is counted to 
nine in preparation to write the contents of the W-register into memory. 
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EXNF to 1 

The Read Operation is terminated when Word Coincidence Level becomes false with the 
Disk File Control Idling (I22S/). 

SC to lli 

With EXNF on I26S/ is checked to determine if the Read operation was terminated 
because the Electronic Unit became Not Ready. A programmer may designate a valid 
beginning address but the segment count may cause the operation to overflow into 
a non-existent disk. When this happens , the Electronic Unit becomes Not Ready and 
the DFCU returns to its SC=03. I26S/ is found true when EXNF is set. This error 
condition is flagged in the Result Descriptor by D21F. 

DISK FILE WRITE; SEQUENCE COUNT EQUAL TO EIGHT 

After the disk file address has been accepted by the DFCU, the I/O logics proceeds 
to SC=09 and accesses from core memory the first word to be written on the disk. 
At SC=10 the first character is placed into the Output Buffer Flip-flops (OBnF) 
provided the word count override flag, D17F, is reset and no memory address errors 
have been detected, D22F reset. 

A FCLP during a write indicates the character in the OBnF has been accepted by the 
DFEU. The I/O logics must place another character in the OBnF before the next FCLP 
is generated by the disk. 

STRF to 1 (UNCL) 

Word Coincidence Level must be true before a FCLP is allowed to set STRF. 
HOLF to 1; STRF to 

A normal STRF * HOLF combination occurs after STRF is set. 
HOLF to 

The FCLP is 1.6 [is induration and I2l±S/ again becomes true when the clock pulse has 
terminated. The Holdover Flip-flop is reset with the next system clock. 

W[CC] to OB[B => 1] 

The next I/O clock pulse that finds STRF set causes the next character in the 
W-register pointed to by the character counter to be transferred into the Output 
Buffer Flip-flops. Transfer from W-register unclocked (TWUD) is the level that 
accomplishes this transfer. 

TWUD = DROD * STRF * (SC=8) * LCHF/ * LPWF/ * D2l£)/ # D22F/ * D17F/ 

Last Character Flip-flop (LCHF) being set indicates all characters in the W-register 
have been transferred into the OBnF 1 s. 
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Last Character Flip-flop (LCHF) being reset indicates valid characters remain in the 
W-register to be written on disk. Longitudinal Parity Write Flip-flop (LPWF) being 
reset indicates the LP-character is not being written. 

No memory address errors have occurred at SC=09 if D22F is reset. A word count 
override has not occurred to prevent transferring data to the disk when D17F is 
found reset. 

CC + 1 

The Character Counter is advanced by one count with each FCIP generated character 
counter is inhibited from counting during the writing of the IP-character. 

LCHF to 1 

The Last character Flip-flop is set as a logical flag to prevent counting the 
character counter when the last character is in the OBnF 1 s . 

OB[B => 1] to 0; LPWF to 1 

The FCLP that occurs with the last character in the OBnF ! s indicates to the logics 
that the longitudinal parity character remains to be written on disk. No more 
information is to be supplied by the Output Buffer Flip-flops. LPWF is used as a 
logical delay to prevent the W-register from being reloaded before the IP-character 
has been written on the disk. The Longitudinal Parity character is generated by the 
Disk File Control Unit. 

LCHF to 

Last Character Flip-flop is reset after the last character in the OBnF is trans- 
ferred to the disk. 

LPWF to 

The Longitudinal Parity Flip-flop is set prior to the writing of the LP-character 
on the disk. LPWF is reset with the FCLP that transfers the LP character in the 
DFCU to the Electronic Unit. 

SC + 1 

The same FCLP that reset LPWF also counts the Sequence Counter to nine to access the 
next word from core memory. 

OBAF to 1 

A Memory address error or a word count override occurring during a BCL write causes 
"blank 11 characters to be written for the remainder of the write operation. 

A binary write with word count override (D17F set) prevents any of the OBnF ! s from 
being set. Therefore, all zeros are written on disk for the remainder of the write 
operation. 
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D19F to 1 

I28D is sampled at the termination of a Write Operation. Each character in the 
OBnF ! s is transferred into the BA-register in the DFCU. The DFCU checks the outputs 
of the RAnF's for proper parity. SOUF in the DFCU is set if any parity error has 
been found. The I/O logics has no way of knowing when a parity error occurred until 
after termination of the write operation. At this time, the DFCU logics idles at 
SC=01 and in the I/O control. D19F would be set to flag a parity error occurred 
during write. 

The only way the Disk File Control Unit can terminate any Read or Write operation is 
to read the next disk address. By the time the Control Unit has detected the next 
address , the I/O control has gone through SC=09 and SC=10 and accessed the next word. 
At SC=10, the first character is placed into the OBnF ! s and the character counter is 
counted plus one. At SC=08 the logics waits for either a FCIP or for the DFCU to go 
not busy (FCBL/ true). The DFCU going to its idle state, SC=00, 01, 02 or 03 causes 
I22S/ to become true. If whole words were written on the disk, the character 
counter should be setting at CC=1 and the first character is in the OBnF's. The 
DFCU going not busy (FCBL/ true) causes the logics to check the setting of the 
character counter. Normally, the character counter is equal to one and D19F is not 
set. 

EXNF to I. 

I23S/ should be true because File Word Coincidence Level is false during inactive 
word time. I22S/ being true because the DFCU is idling causes EXNF to be set with 
the next I/O clock pulse. EXNF being set indicates to the logics that this opera- 
tion has been completed and the Result Descriptor must be developed. 

D20F to 1 

The Write operation would have been terminated if it tried to overflow to a disk 
that was "write locked out." The DFCU would have idled at SC=02 and I2£D would be 
found true with EXNF set. This program error condition is flagged in the Result 
Descriptor by setting D20F. 

D21F to 1 

The Write operation may also be terminated if this operation "overflowed" to a non- 
existent disk module. In this case, the Electronics Unit goes Not Ready and the 
DFCU idles at SC-03. I26S/ becomes true and it is checked when EXNF is set. This 
error condition is flagged in the Result Descriptor by D2 IF being set. 

DISK FILE INTERROGATE 

A Write Interrogate operation has D21+F reset, D2^F set and the Word Counter equal to 
zero. Any segment number in D16F thru D21F is inhibited from being transferred to 
DFCU by I/O. The Write Interrogate checks the address supplied with this operation 
as being write locked out or non-existent. A Read Interrogate performs exactly the 
same function as a Write Interrogate except a write lock out check is not made. 
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Both Interrogates check for a parity error on the prior operation. The Disk File 
Control Unit idling at SC=01 indicates a parity error was detected by the Disk File 
Control Unit while performing its last Read or Write operation. If a parity error 
is detected by the DFCU during any address transfer, its logics exits to SC=01 and 
refuses to perform an address search. W23F being on in Result Descriptor from an 
Interrogate operation indicates the DFCU detected a parity error on the prior 
operation. W19F being on in the Result Descriptor after an Interrogate indicates a 
parity error was detected by the DFCU during the address transfer for this operation. 
Bit W20F flags the address as being write locked out while ¥2 IF flags the address as 
not being present to the system. 

SEQUENCE COUNT EQUAL TO THREE 

SC to 9 

The Sequence Counter is -unconditionally set to nine to read the disk file address 
from core memory. 

D2iiF to 

D21+F must be reset to allow the I/O Control to execute a memory read cycle on the 
disk file address at SC=09. 

D2UF to D20 

The status of D21+F is temporarily stored into D20 to remember a disk Read or Write 
operation. 

D2£F to 

The starting disk address is never included in the word count filed. The word count 
field being equal to zero in an interrogate operation inhibits the count down of the 
word counter at SC=9. D25>F being reset also disables the word count override logics 
to set D17F when the Word Counter is found equal to zero at SC=09. D17F is normally 
used to prevent any data from being transferred to the DFCU. 

D2£F to D21F 

The original status of D2£F is temporarily stored into D21F to remember if word 
count override is to be used in a disk Read or Write Operation. 

D26F to 

D26F has no logical function in any Disk File Operation. 
EXNF to 1 

The External Flip-flop is used as a logical flag to cause branching to SC=OU while 
in SC=10 after the disk file address has been read from core memory. 
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D27F to D17F 

The original status of D27F is temporarily stored into D17F to remember a binary- 
read or write operation. D17F being ON at SC=10 inhibits a character transfer from 
the W-register to OBnF. This character transfer is always redundant prior to an 
address transfer and therefore D17F has no effect on the overall operation. At 
SC=0U 5 D17F again has no effect on the disk address transfer. 

D27F to 

D30F is only ON for the Disk File Read Check Descriptor. D27F would be reset here 
and again set the first clock pulse upon initial entry into SC=0i|. D27F is reset 
here and is again set one clock pulse after FASS goes true at SC=0ii. This logical 
sequence sets the Read Check Flip-flop in the DFCU. 

RCKF = FBIL/ * FASS -x- FDTL 

D27F must be on during an address transfer. 

D27F to 1 

All operations except Read Check set D27F to cause FBIL to become a true level upon 
initial entry into SC=U. FBIL and FASS going true together prevent the Read Check 
Flip-flop in the DFCU from being set. 

D30F to 1 

The Interrogate operation (D2!?F WC=0) sets D30F at this time. D30F has no logical 
function until D17F is set with LCHF on at SC=U. This logics forces the Sequence 
Counter to lU to form a Result Descriptor. I28D, I26S/ and I2^D are sampled before 
D17F is set. 

SEQUENCE COUNT EQUAL TO NINE 

The disk address on which the interrogate is to be performed is read from memory. 
If D17F had been set at SC=3, it would have no logical effect at SC=9. 

SEQUENCE COUNT EQUAL TO TEN 

Since. D2UF was unconditionally cleared at SC=3j the character counter always counts 
plus one for all disk file operations. If D17F had been set at SC=3, the transfer 
of character Zero into the OBnF would have been inhibited. This is of no importance 
because the disk address contains seven characters. The first character is logically 
discarded anyway. 

EXNF being ON forces the logics to exit to SC=U. 
SEQUENCE COUNT EQUAL TO FOUR 

An interrogate operation has D30F set upon initial entry to SC=U. The condition of 
D17F is of no importance "until the address transfer has been completed (CC=0). 
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OBnF to 

The OBnF ! s are cleared after the last address character has been transferred. 
LPnF to OBnF 

The segment is inhibited from being transferred in an interrogate operation because 
D2£F is set and Word Counter is equal to zero. 

LCHF to 1 

The Last Character Flip-flop is set with the HOLF * STRF combination that normally- 
transferred the segment number to the DFCU. 

D17F to 

D17F is used as a logical flip-flop to determine when the DFCU becomes busy. Up 
until this point in the logics , D17F has been a temporary storage for D27F. D27F is 
restored to its original setting. About 600 [is after KJHF is set D17F is set and 
the logics exits to SC=li|. The Result Descriptor is developed to indicate the 
status of the disk address just interrogated. 
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